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 A.4.1	UE Implementation Types
Table A.4.1-1: UE Radio Technologies
	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,
38.101-2
	Rel-15
	pc_nrTDD
	

	3
	NR sidelink
	38.101-1
	Rel-16
	pc_nrSL
	



Table A.4.1-2: UE general functionality
	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Multiple NR FDD bands
	38.101-1, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Multiple NR TDD bands
	38.101-1, 5.2,
38.101-2, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	

	3
	NR SUL
	38.101-1
	Rel-15
	pc_nrSUL
	

	4
	NR SDL
	38.101-1
	Rel-15
	pc_nrSDL
	

	5
	Multiple NR SUL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSUL_MultiBand
	

	6
	Multiple NR SDL bands
	38.101-1, 5.2
	Rel-15
	pc_nrSDL_MultiBand
	

	7
	Frequency range FR1
	38.101-1, 5.1

	Rel-15
	pc_nrFR1
	

	8
	Frequency range FR2
	38.101-2, 5.1
	Rel-15
	pc_nrFR2
	



Table A.4.1-3: RAN-CN Interface Options
	Item
	UE support of RAN-CN Interface Options 
	Ref.
	Release
	Mnemonic
	Comments

	1
	NG-RAN NR
	38.300
	Rel-15
	pc_NG_RAN_NR
	Option 2

	2
	EN-DC
	37.340
	Rel-15
	pc_EN_DC
	Option 3

	3
	NE-DC
	37.340
	Rel-15
	pc_NE_DC
	Option 4

	4
	NG-RAN E-UTRA
	38.300
	Rel-15
	pc_NG_RAN_EUTRA
	Option 5

	5
	NGEN-DC
	37.340
	Rel-15
	pc_NGEN_DC
	Option 7



Table A.4.1-4: NSA DC UE Radio Technologies
	Item
	NSA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous EN-DC
	38.101-3, 5.5B.2
	Rel-15
	pc_IntraBand_Contiguous_ENDC
	

	2
	Intra-Band Non-Contiguous EN-DC
	38.101-3, 5.5B.3
	Rel-15
	pc_IntraBand_Non_Contiguous_ENDC
	

	3
	Inter-Band EN-DC within FR1
	38.101-3, 5.5B.4
	Rel-15
	pc_InterBand_ENDC_WithinFR1
	

	4
	Inter-Band EN-DC including FR2
	38.101-3, 5.5B.5
	Rel-15
	pc_InterBand_ENDC_IncludingFR2
	

	5
	Inter-band EN-DC including FR1 and FR2
	38.101-3, 5.5B.6
	Rel-15
	pc_InterBand_ENDC_IncludingFR1_FR2
	

	6
	Inter-band NR-DC between FR1 and FR2
	38.101-3, 5.5B.7
	Rel-15
	pc_InterBand_NRDC_BetweenFR1_FR2
	

	7
	Inter-Band NE-DC within FR1
	38.101-3, 5.5B.4a
	Rel-15
	pc_InterBand_NEDC_WithinFR1
	



Table A.4.1-4A: SA CA UE Radio Technologies
	Item
	SA UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	Intra-Band Contiguous CA within FR1
	38.101-1, 5.5A.1
	Rel-15
	pc_IntraBand_Contiguous_CA_WithinFR1
	

	2
	Intra-Band Non-contiguous CA within FR1
	38.101-1, 5.5A.2
	Rel-16
	pc_IntraBand_NonContiguous_CA_WithinFR1
	

	3
	Intra-Band Contiguous CA within FR2
	38.101-2, 5.5A.1
	Rel-15
	pc_IntraBand_Contiguous_CA_WithinFR2
	

	4
	Intra-Band Non-contiguous CA within FR2
	38.101-2, 5.5A.2
	Rel-15
	pc_IntraBand_NonContiguous_CA_WithinFR2
	

	5
	Inter-Band CA within FR1
	38.101-1, 5.5A.3
	Rel-15
	pc_InterBand_CA_WithinFR1
	

	6
	Inter-Band CA within FR2
	38.101-2, 5.5A.3
	Rel-16
	pc_InterBand_CA_WithinFR2
	

	7
	Inter-band CA between FR1 and FR2
	38.101-3, 5.5A.1
	Rel-15
	pc_InterBand_CA_BetweenFR1_FR2
	



Table A.4.1-5: 5GS UE Core Technologies
	Item
	5GS UE Core Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	UE Supports 5G Core Network
	24.501
	Rel-15
	pc_5GCN
	

	2
	UE Supports 5G Core Network over non-3GPP Access Network
	24.501, 4.7
	Rel-15
	pc_5GCN_N3AN
	

	xx
	UE Supports Stand-alone Non-Public Network
	23.501, 5.30.2.3
	Rel-16
	pc_SNPN_only
	If this PICS is set to true then both pc_5GCN and pc_SNPN shall be set to false.



