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[bookmark: _Toc21353729][bookmark: _Toc27749344][bookmark: _Toc36228149][bookmark: _Toc36228445][bookmark: _Toc36228900][bookmark: _Toc36229117][bookmark: _Toc44454702][bookmark: _Toc44455154]4.5A.6	IPsec Tunnel Establishment in 5GC / WLAN
4.5A.6.1	Scope
The purpose of this procedure is to establish an Ipsec tunnel and NAS signalling connection.
4.5A.6.2	Procedure description
4.5A.6.2.1	Initial conditions
The UE has Registered to 5GC with a PDU session established and IPsec security association is released
4.5A.6.2.2	Procedure sequence
Table 4.5A.6.2.2-1: IPsec Tunnel Establishment in 5GC / WLAN
	St
	Procedure
	Message Sequence

	
	
	U – S
	Message

	-
	Exception: In parallel to steps 1 to 2, the UE initiates an IPsec security association and one child security association as defined in TS 24.502 [35] clause 7.3.2 
	-
	-

	1
	The UE transmits a SERVICE REQUEST message.
	-->
	5GMM: SERVICE REQUEST

	2
	The SS transmits a SERVICE Accept message.
	<--
	5GMM: SERVICE ACCEPT

	Note 1:	The current procedure assumes UE establishes a single PDU session over Non 3GPP Access.



4.5A.6.3	Specific message contents
Table 4.5A.6.3-1: SERVICE REQUEST (step 1, Table 4.5A.6.2.2-1)
	Derivation Path: 38.508-1 [4], Table 4.7.1-16

	Information Element
	Value/remark
	Comment
	Condition

	Service type
	
	
	

	 Service type value
	‘0000’B
	signalling
	



[bookmark: _Toc21353721][bookmark: _Toc27749336][bookmark: _Toc36228141][bookmark: _Toc36228437][bookmark: _Toc36228892][bookmark: _Toc36229109][bookmark: _Toc44454694][bookmark: _Toc44455146]4.5B	Legacy common test environment for vertical UEs
4.5B.1	System configurations for SNPN
This clause defines the test environment which apply to all legacy test cases listed in subclause TS 38.523-2 [19] 4.3 and is applicable to a SNPN-only UEs (TS 38.508-2 A.4.1-5/3), unless otherwise specified.
· Each configured NR Cell is an SNPN cell, i.e., condition ‘SNPN’ (Standalone NPN cell) applies in the default message contents.
· In addition to the NID of the corresponding NR Cell, the SIB1 of each NR Cell shall also broadcast the NID of every other NR Cell used in the respective test case. The NID is coded as a BITSTRING based on TS 38.508-1 Table 4.4.2-4 and is part of the nid-List-r16 IE.
· UE is provisioned with a “list of subscriber data” to allow access to a SNPN Cell identified by corresponding NR Cell, in each test case.


