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	Reason for change:
	As specified in TS 24.011, clause 7.3.3, RP-User Data is an optional field in RP-ACK message. Hence RP-User Data including Delivery Report may not be included in RP-ACK message.

TS 24.011
[bookmark: _Toc4429851][bookmark: _Toc45191647][bookmark: _Toc45191826][bookmark: _Toc45192005][bookmark: _Toc59116158]7.3.3	RP‑ACK
This message is sent between the MSC and the mobile station in both directions and used to relay the acknowledgement of a RP‑DATA or RP‑SMMA message reception. The information elements are in line with 3GPP TS 23.040. See table 7.7/3GPP TS 24.011.
Table 7.7/3GPP TS 24.011: RP‑ACK message content
	IEI
	Information element
	Reference
	Presence
	Format
	Length

	
	RP‑Message Type
	Subclause 8.2.2
	M
	V
	3 bits

	
	RP‑Message Reference
	Subclause 8.2.3
	M
	V
	1 octet

	41
	RP-User Data
	Subclause 8.2.5.3
	O
	TLV
	 234 octets




	
	

	Summary of change:
	Updated the Message-Body to check for only RP-ACK message.

	
	

	Consequences if not approved:
	A conformant UE may unfairly fail the test case.
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[bookmark: _Toc21078022][bookmark: _Toc35972586][bookmark: _Toc51774875][bookmark: _Toc51835298][bookmark: _Toc52220151][bookmark: _Toc58360222][bookmark: _Toc68193361][bookmark: _Toc75422336][bookmark: _Toc90572379]A.7.2	MESSAGE for delivery report for MT SMS
	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

		Method
	
	MESSAGE
	
	RFC 3428 [91]
TS 24.341 [90]

		Request-URI
	
	same P-Asserted-Identity URI as received in A.7.1
	
	

		SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

		sent-protocol
	
	SIP/2.0/UDP (when using UDP) or
SIP/2.0/TCP (when using TCP)
	
	

		sent-by
	
	not checked
	
	

		via-branch	
	
	value starting with ‘z9hG4bK’
	
	

	From
	
	
	
	RFC 3261 [15]

		addr-spec
	
	SIP URI of the UE
	
	

		tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

		addr-spec
	
	same as P-Asserted-Identity URI received in A.7.1
	
	TS 24.341 [90]

		tag	
	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

		callid
	
	any value (but different from the Call-ID values used in preceding requests of this test case)
	
	

	In-Reply-to
	
	
	
	RFC 3261 [15]

		callid
	
	The value of the Call-Id received in the original MT SMS
	
	

	CSeq
	
	
	
	RFC 3261 [15]

		value
	
	any value
	
	

		method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

		value
	
	non-zero value
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

		media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	header shall be present if UE uses TCP to send this request
	
	RFC 3261 [15]

		value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK message with RP‑User Data including SMS-DELIVERY-REPORT:

	TP-MTI=‘00’B (SMS-DELIVERY-REPORT)
	TP-PI=‘00000XXX’B
	
	
	TS 24.011 [92]
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