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[bookmark: OLE_LINK18]Table 8.2.2.1.1.3.3-9: CellGroupConfig (Table 8.2.2.1.1.3.3-8)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-19  with condition EN-DC

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	1
	
	

	  rlc-BearerToAddModList
	Not Present
	
	

	  rlc-BearerToReleaseList SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity {
	1 entry
	
	

	      logicalChannelIdentity[1]
	3
	entry 1
	

	  }
	
	
	

	  mac-CellGroupConfig SEQUENCE {
	Not Present
	
	

	    tag-Config
	Not Present
	
	

	    phr-Config
	Not Present
	
	

	  }
	
	
	

	  physicalCellGroupConfig
	Not Present
	
	

	  rlf-TimersAndConstants
	Not Present
	
	

	}
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RadioBearerConfig field descriptions

‘securityConfig
Indicates the security algorithm and key to use for the signalling and data radio bearers configured with the listin this IE RadioBearerConfig. When the fieldis not included after
AS security has been activated, the UE shall continue touse the currently configured keyToUse and security algorithm for the radio bearers reconfigured with the lists in this IE

‘srb3-ToRelease.
Release SRB3. SRB3 release can only be done over SRB1 and only at SCG release and reconfiguration with sync





