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<Start of modified section 1>
4.3.6.1.X	Physical layer parameters for scheduling of MBS
4.3.6.1.X.1	Physical layer parameters for DCI format 4_0
DCI format 4_0 is used for the scheduling of PDSCH for broadcast in DL cell. 
Default physical layer parameters for DCI format 4_0 are specified in Table 4.3.6.1.X.1-1.
Table 4.3.6.1.X.1-1: Physical layer parameters for DCI format 4_0
	Parameter
	Value
	Value in binary
	Condition

	Frequency domain resource assignment
	Dependent on test parameters
	-
	

	Time domain resource assignment
	Indicating the first entry of PDSCH-TimeDomainResourceAllocationList to be used
	“0000”
	

	VRB-to-PRB mapping
	Non-interleaved
	“0”
	

	Modulation and coding scheme
	Dependent on test parameters
	-
	

	Redundancy version
	Dependent on test parameters
	-
	

	MCCH change notification
	MBS indicates no new MBS service(s) start. LSB indicates no modification of MCCH information other than the change caused by start of new MBS service(s).
	“00”
	MCCH-RNTI

	
	Not present
	-
	G-RNTI

	NOTE: 	Zeros shall be appended to DCI format 4_0 until the payload size equals that of DCI format 1_0 monitored in common search space in the same serving cell.



	Condition
	Explanation

	MCCH-RNTI
	UE is configured to monitor DCI format 4_0 with CRC scrambled by MCCH-RNTI

	G-RNTI
	UE is configured to monitor DCI format 4_0 with CRC scrambled by G-RNTI for MTCH



<End of modified section 1>
