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<Start of modified section 1>
[bookmark: _Toc20936482][bookmark: _Toc68082509][bookmark: _Toc75377706][bookmark: _Toc83708496][bookmark: _Toc90490909][bookmark: _Toc98401838]5.2	Activation and deactivation of 5GS test mode bearers (UE test mode procedures)
[bookmark: _Toc20936483][bookmark: _Toc68082510][bookmark: _Toc75377707][bookmark: _Toc83708497][bookmark: _Toc90490910][bookmark: _Toc98401839]5.2.1	General
The SS performs, where applicable, activation and deactivation of the conformance test functions in the UE by sending Security Protected NAS Layer 3 messages.
The UE test mode procedures are intended for setting the UE into a test mode where the SS can set up test bearers terminated at a particular point in the 5GS protocol stack as specified in the functional block diagram of each UE test loop mode of operation. The following test bearers are defined in the present specification:
-	data radio bearers (UE test loop mode A),
-	EPS bearers or 5GS QoS flows (UE test loop mode B).
-	NR PC5 QoS flows (UE test loop mode E).
-    MBS radio bearers (UE test loop mode C)
[bookmark: _Toc20936484][bookmark: _Toc68082511][bookmark: _Toc75377708][bookmark: _Toc83708498][bookmark: _Toc90490911][bookmark: _Toc98401840]5.2.2	Activate UE test mode
Same as TS 36.509 [6], subclause 5.3.2 with the following exceptions:
-	where E-UTRA is mentioned the same applies for NR;
-	where V2X is mentioned the same applies for NR sidelink;
-    MTCH data radio bearer is replaced by MBS radio bearer;
	the NB-IoT mode is out of the scope of the present specification;
	where different UE test loop modes are mentioned only those applicable to 5GS should be taken into account (see subclause 5.3.4 for the applicable 5GS UE test loop modes).
[bookmark: _Toc20936485][bookmark: _Toc68082512][bookmark: _Toc75377709][bookmark: _Toc83708499][bookmark: _Toc90490912][bookmark: _Toc98401841]5.2.3	Deactivate UE test mode
Same as TS 36.509 [6], subclause 5.3.3 with the following exceptions
-	where E-UTRA is mentioned the same applies for NR;
-	where V2X is mentioned the same applies for NR sidelink;
-	the NB-IoT mode is out of the scope of the present specification;
-	where different UE test loop modes are mentioned only those applicable to 5GS should be taken into account (see subclause 5.3.4 for the applicable 5GS UE test loop modes).
Apart from sending the appropriate deactivation command to the UE the functions shall be deactivated by:
	switching off the UE; or 
	by removing the USIM.
<End of modified section 1>
