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<Unchanged Text Skipped>

[bookmark: _Toc27478289][bookmark: _Toc36227004][bookmark: _Toc44324289][bookmark: _Toc52990483][bookmark: _Toc60823686][bookmark: _Toc60825607]6.5D.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.5D.1.4.1-1. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC. The PDCCH DCI format 0_1 is specified with condition 2TX_UL_MIMO in 38.508-1 [5] subclause 4.3.6.1.1.2 
2.	Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level. Allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the power spectrum distribution as the sum of the powers from both UE transmit antenna connectors within two times or more range over the requirement for Occupied Bandwidth specification centring on the current carrier frequency. The characteristics of the filter shall be approximately Gaussian (typical spectrum analyser filter). Other methods to measure the power spectrum distribution are allowed. The measuring duration is 1ms over consecutive active uplink slots. For TDD, only slots consisting of only UL symbols are under test.
4.	Calculate the total power within the range of all frequencies measured in step 3 and save this value as “Total power”.
5.	Sum up the power upward from the lower boundary of the measured frequency range in step 3 and seek the limit frequency point by which this sum becomes 0.5% of “Total power” and save this point as “Lower Frequency”.
6.	Sum up the power downward from the upper boundary of the measured frequency range in step 3 and seek the limit frequency point by which this sum becomes 0.5% of “Total power” and save this point as “Upper Frequency”.
7.	Calculate the difference “Upper Frequency” – “Lower Frequency” = “Occupied Bandwidth” between the two limit frequencies obtained in step 5 and step 6.
8.	Repeat step 3 until step 7 for each of transmit antenna of the UE.
[bookmark: _Toc27478290][bookmark: _Toc36227005][bookmark: _Toc44324290][bookmark: _Toc52990484][bookmark: _Toc60823687][bookmark: _Toc60825608]6.5D.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 ensuring Table 4.6.3-182 with condition 2TX_UL_MIMO
[bookmark: _Toc27478291][bookmark: _Toc36227006][bookmark: _Toc44324291][bookmark: _Toc52990485][bookmark: _Toc60823688][bookmark: _Toc60825609]6.5D.1.5	Test requirement
The measured Occupied Bandwidth in step 7 for each antenna shall not exceed values in Table 6.5D.1.5-1.
Table 6.5D.1.5-1: Occupied channel bandwidth
	
	Occupied channel bandwidth / NR Channel bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90 MHz
	100 MHz

	Channel bandwidth (MHz)
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100

	Note 1:	TT = 0.
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