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[bookmark: _Toc90916483][bookmark: _Toc90916680][bookmark: _Toc90917436]<Start of Changes>
[bookmark: _Toc27477943][bookmark: _Toc36226636][bookmark: _Toc44323893][bookmark: _Toc52990076][bookmark: _Toc60823275][bookmark: _Toc60825197][bookmark: _Toc69306094][bookmark: _Toc69309838][bookmark: _Toc76020153][bookmark: _Toc83720632][bookmark: _Toc90916490][bookmark: _Toc90916687][bookmark: _Toc90917443]6.3G.3.2	PRACH time mask for Tx Diversity
[bookmark: _Toc27477944][bookmark: _Toc36226637][bookmark: _Toc44323894][bookmark: _Toc52990077][bookmark: _Toc60823276][bookmark: _Toc60825198][bookmark: _Toc69306095]6.3G.3.2.1	Test purpose
Same test purpose as in 6.3.3.4.1.
[bookmark: _Toc27477945][bookmark: _Toc36226638][bookmark: _Toc44323895][bookmark: _Toc52990078][bookmark: _Toc60823277][bookmark: _Toc60825199][bookmark: _Toc69306096]6.3G.3.2.2	Test applicability
This test case applies to all types of NR Power Class 1.5 UE, Power Class 2 UE reporting Tx diversity release 15 and forward.
[bookmark: _Toc27477946][bookmark: _Toc36226639][bookmark: _Toc44323896][bookmark: _Toc52990079][bookmark: _Toc60823278][bookmark: _Toc60825200][bookmark: _Toc69306097]6.3G.3.2.3	Minimum conformance requirements
For UE supporting Tx diversity, the PRACH time mask requirements in clause 6.3.3.4.3 apply at each transmit antenna connector.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3G.3.
[bookmark: _Toc27477947][bookmark: _Toc36226640][bookmark: _Toc44323897][bookmark: _Toc52990080][bookmark: _Toc60823279][bookmark: _Toc60825201][bookmark: _Toc69306098]6.3G.3.2.4	Test description
Same test description as in clause 6.3.3.4.4 with following exceptions:
-	The ON power is measured as sum of both transmit antenna connectors.
-	The OFF power is measured at each transmit antenna connector.

6.3G.3.2.5	Test requirement
The measured ON power and OFF power shall not exceed the values specified in Table 6.3G.3.2.5-1.
Table 6.3G.3.2.5-1: PRACH time mask
	
	Channel bandwidth / minimum output power / measurement bandwidth

	
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30
MHz
	40
MHz
	50
MHz
	60
MHz
	70
MHz
	80
MHz
	90
MHz
	100
MHz

	Transmit OFF power
	≤ -50+TT dBm

	Transmission OFF Measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	28.815
	38.895
	48.615
	58.35
	68.07
	78.15
	88.23
	98.31

	Expected PRACH Transmission ON Measured Power for PRACH Format 0 and PRACH Format A3 for SCS 30kHz
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm
	-1 dBm

	Expected PRACH Transmission ON Measured Power for PRACH Format A3 for SCS 15kHz and SCS 60kHz
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm
	-2 dBm

	ON Power Tolerance 
	± (9+TT)dB

	NOTE 1:	TT of OFF power for each frequency and channel bandwidth is specified in Table 6.3G.3.2.5-2
NOTE 2:	TT of ON power for each frequency and channel bandwidth is specified in Table 6.3.3.4.5-2






Table 6.3G.3.2.5-2: Test Tolerance (Transmit OFF power and PRACH time mask)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	1.5 dB
	1.8 dB

	40MHz < BW ≤ 100MHz
	1.7 dB
	1.8 dB
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