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6.5A.3.1.1.5	Test requirement
This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in Table 6.5A.3.1.1.5-1. The test requirement of configurations for CA operating band including Band n41 also apply for the corresponding CA operating bands with Band n90 replacing Band n41.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
The measured average power of spurious emission, derived in step 6, shall not exceed the described value in Table 6.5A.3.1.1.5-1.
Table 6.5A.3.1.1.5-1: General spurious emissions test requirements
	Frequency Range
	Maximum
Level
	Measurement
Bandwidth
	Notes

	Test requirements for CA_n3A-n78A Configuration

	270 MHz ≤ f ≤ 380 MHz
	-36 dBm+TT
	100 kHz
	

	1515MHz ≤ f ≤ 2090 MHz 3270 MHz ≤ f ≤ 3830 MHz 4815 MHz ≤ f ≤ 5890 MHz 6720 MHz ≤ f ≤ 7370 MHz 8310 MHz ≤ f ≤ 9385 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n8A-n78A Configuration

	780 MHz ≤f ≤1000 MHz
	-36 dBm+TT
	100 kHz
	

	1000MHz £ f £ 1015 MHz 1470 MHz £ f £ 2040 MHz 2385 MHz ≤ f ≤ 2920 MHz 3290 MHz ≤ f ≤ 3810 MHz 4180 MHz ≤ f ≤4715 MHz 5060 MHz ≤ f ≤5630 MHz 5685 MHz ≤ f ≤6720 MHz 7480 MHz ≤ f ≤8515 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n24A-n41A Configuration

	563 MHz ≤ f  ≤ 825 MHz
835.5 MHz ≤ f  ≤ 1000 MHz
	-36 dBm+TT	
	100 kHz
	

	1000 MHz ≤ f ≤ 1063.5 MHz
3331.5 MHz ≤ f ≤ 3753.5 MHz
4122.5 MHz ≤ f ≤ 4350.5 MHz
5749 MHz ≤ f ≤ 6011 MHz
6618.5 MHz ≤ f ≤ 7040.5 MHz
	-25 dBm+TT
	1 MHz
	

	Test requirements for CA_n24A-n48A Configuration

	229 MHz ≤ f ≤ 447 MHz
	-36 dBm+TT	
	100 kHz
	

	1889.5 MHz ≤ f ≤ 2073.5 MHz
5176.5 MHz ≤ f ≤ 5360.5 MHz
5439.5 MHz ≤ f ≤ 5773.5 MHz
6803 MHz ≤ f ≤ 7021 MHz
8726.5 MHz ≤ f ≤ 9060.5 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n24A-n77A Configuration

	21 MHz ≤ f < 30 MHz
	-36 dBm+TT	
	10 kHz
	

	30 MHz ≤ f < 947 MHz
	-36 dBm+TT	
	100 kHz
	

	1639.5 MHz ≤ f ≤ 2573.5 MHz
4926.5 MHz  ≤ f ≤ 7521 MHz
8226.5 MHz  ≤ f ≤ 10060.5 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n26A-n66A Configuration

	12 MHz ≤ f < 30 MHz
	-36 dBm+TT
	10 kHz
	

	30 MHz ≤ f  ≤ 152 MHz
861 MHz ≤ f  ≤ 966 MHz
	-36 dBm+TT
	100 kHz
	

	2524 MHz ≤ f ≤ 2746 MHz
3338 MHz ≤ f ≤ 3478 MHz
4234 MHz ≤ f ≤ 4409 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n26A-n70A Configuration

	3 MHz ≤ f < 30 MHz
	-36 dBm+TT
	10 kHz 
	

	30 MHz ≤ f < 82 MHz
	-36 dBm+TT
	100 kHz
	

	846 MHz ≤ f  ≤ 896 MHz
	-36 dBm+TT
	100 kHz
	

	2509 MHz ≤ f ≤ 2606 MHz
3323 MHz ≤ f ≤ 3408 MHz
4204 MHz ≤ f ≤ 4269 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n28A-n41A Configuration

	1000MHz ≤ f ≤ 1284 MHz
1748MHz ≤ f ≤ 1987 MHz
3199MHz ≤ f ≤ 3438 MHz
3902MHz ≤ f ≤ 4186 MHz
4244MHz ≤ f ≤ 4677 MHz
5695MHz ≤ f ≤ 6128MHz
	-25 dBm+TT
	1MHz
	

	Test requirements for CA_n41A-n79A Configuration

	8 MHz ≤ f ≤30 MHz
	-36 dBm+TT
	10kHz
	

	30 MHz ≤ f ≤980 MHz
	-36 dBm+TT
	100kHz
	

	1710MHz ≤ f ≤ 2504MHz
	-30 dBm+TT
	1MHz
	

	6110MHz ≤ f ≤ 7690MHz
	
	
	

	9392MHz ≤ f ≤ 10380MHz
	
	
	

	11296MHz ≤ f ≤ 12690MHz
	
	
	

	Test requirements for CA_n48A-n66A Configuration

	10 MHz ≤ f < 30 MHz
	-36 dBm+TT
	10 kHz
	

	30 MHz ≤ f < 280 MHz
	-36 dBm+TT
	100 kHz
	

	1770 MHz ≤ f ≤ 1990 MHz
5260 MHz ≤ f ≤ 5690 MHz
6970 MHz ≤ f ≤ 7260 MHz
8810 MHz ≤ f ≤ 9180 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n48A-n70A Configuration

	130 MHz ≤ f  ≤ 310 MHz
	-36 dBm+TT
	100 kHz
	

	1840 MHz ≤ f ≤ 2005 MHz
5245 MHz ≤ f ≤ 5705 MHz
6940 MHz ≤ f ≤ 7120 MHz
8795 MHz ≤ f ≤ 9110 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n48A-n71A Configuration

	2154 MHz ≤ f ≤ 2374 MHz
2852 MHz ≤ f ≤ 3037 MHz
4213 MHz ≤ f ≤ 4398 MHz
4876 MHz ≤ f ≤ 5096 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n66A-n71A Configuration

	314 MHz ≤ f < 454 MHz
	-36 dBm+TT
	100 kHz
	

	1012 MHz ≤ f ≤ 1117 MHz
2373 MHz ≤ f ≤ 2478 MHz
2722 MHz ≤ f ≤ 2897 MHz
3036 MHz ≤ f ≤ 3176 MHz
	-30 dBm+TT
	1 MHz
	

	Test requirements for CA_n70A-n71A Configuration

	299 MHz ≤ f < 384 MHz
997 MHz ≤ f < 1000 MHz
	-36 dBm+TT
	100 kHz
	

	1000 MHz ≤ f ≤ 1047 MHz
2358 MHz ≤ f ≤ 2408 MHz
2692 MHz ≤ f ≤ 2757 MHz
3021 MHz ≤ f ≤ 3106 MHz
	-30 dBm+TT
	1 MHz
	



Table 6.5A.3.1.1.5-2: Test Tolerance for General spurious emissions
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6GHz

	BW ≤ 40MHz
	0
	0

	40MHz < BW ≤ 100MHz
	0
	0



--------------MANY UNCHANGED SECTIONS SKIPPED HERE-----------
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6.5A.3.2.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to co-existing systems for the specified bands which has specific requirements in terms of transmitter spurious emissions for 2UL CA.
6.5A.3.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that support 2UL CA.
6.5A.3.2.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in subclause 6.5A.3.2.0.
6.5A.3.2.1.4	Test description
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR CA configuration specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each CA configuration, are shown in Table 6.5A.3.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.2.1.4.1-1: Inter band CA Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1.1.3 for inter band CA in FR1
	For test frequencies refer to “Range” columns.

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Refer to “PCC NRB@SCS”and “SCC NRB@SCS ” columns

	Test SCS as specified in Table 5.5A.3-1
	Lowest SCS for default test points.
CA configuration specific test points: Refer to “PCC NRB@SCS”and “SCC NRB@SCS ” columns

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg (Note 4)
	DL Allocation
	UL Allocation (Note 2,3)

	
	CA Configuration
	PCC NRB @SCS
	SCC NRB@SCS
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC & SCC RB allocations
(LCRB @ RBstart)

	
	PCC
	SCC
	
	
	
	PCC
	SCC
	
	

	
	Band 
	Range
	Band 
	Range
	
	
	
	
	
	
	

	Default Test Settings for a CA_XA-YA Configuration

	1
	X
	Low
	Y
	Low
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	2
	X
	High
	Y
	High
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@RBmax
	1@RBmax

	Test Settings for CA_n1A-n78A Configuration

	1
	n1
	High
	n78
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	1@272

	2
	n1
	Low
	n78
	3455MHz
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	3
	n1
	Low
	n78
	3475MHz
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	4
	n1
	High
	n78
	High
	106@15kHz
	106@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	106@0

	5
	n1
	Low
	n78
	High
	106@15kHz
	106@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	106@0

	Test Settings for CA_n3A-n78A Configuration

	1
	n3
	Mid
	n78
	Mid
	160@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@160
	1@270

	2
	n3
	Mid
	n78
	Mid
	78@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@78
	1@273

	3
	n3
	Mid
	n78
	Mid
	38@60KHz
	135@60KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@38
	1@135

	Test Settings for CA_n24A-n41A Configuration

	1
	n24
	High
	n41
	Low
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@136

	2
	n24
	Low
	n41
	Low
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@52
	1@108

	3
	n24
	High
	n41
	Low
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@136

	4
	n24
	Low
	n41
	Low
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@94

	5
	n24
	High
	n41
	High
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@192

	Test Settings for CA_n24A-n48A Configuration

	1
	n24
	High
	n48
	Mid
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@136

	2
	n24
	High
	n48
	High
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	Test Settings for CA_n24A-n77A Configuration

	1
	n24
	Low
	n77
	Mid
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@136

	2
	n24
	Low
	n77
	3930 MHz
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@273

	3
	n24
	Low
	n77
	3930 MHz
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@262

	4
	n24
	Low
	n77
	3930 MHz
	52@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@52
	1@196

	Test Settings for CA_n26A-n66A Configuration

	1
	n26
	Low
	n66
	Low
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	2
	n26
	High
	n66
	High
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@RBmax
	1@RBmax

	3
	n26
	High
	n66
	Low
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@RBmax
	1@0

	Test Settings for CA_n8A-n78A Configuration

	1
	n8
	Mid
	n78
	Mid
	106@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	2
	n8
	Mid
	n78
	Mid
	106@15kHz
	270@15kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@106
	1@270

	3
	n8
	Low
	n78
	Low
	51@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@51
	1@273

	4
	n8
	Mid
	n78
	Mid
	51@30KHz
	273@30KHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@51
	1@273

	Test Settings for CA_n28A-n41A Configuration

	1
	n28
	High
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@105
	1@272

	2
	n28
	Low
	n41
	Mid
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	3
	n28
	Low
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@272

	4
	n28
	Low
	n41
	High
	106@15kHz
	273@30kHz
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@0

	Test Settings for CA_n41A-n79A Configuration

	1
	n41
	High
	n79
	4870MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@0

	2
	n41
	Mid
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@136
	1@136

	3
	n41
	High
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@272

	4
	n41
	High
	n79
	4450MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136

	5
	n41
	High
	n79
	4500MHz
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136

	6
	n41
	Mid
	n79
	Low
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@136
	1@0

	7
	n41
	High
	n79
	Mid
	273@30KHz
	273@30KHz
	QPSK
	NA
	QPSK / CP-OFDM QPSK
	1@272
	1@136

	Test Settings for CA_n48A-n66A Configuration

	1
	n48
	High
	n66
	Low
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@RBmax
	1@0

	Test Settings for CA_n48A-n71A Configuration

	1
	n48
	Low
	n71
	High
	Highest NRB@SCS
	Highest NRB@SCS
	CP-OFDM QPSK
	NA
	CP-OFDM QPSK
	1@0
	1@RBmax



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, in Figure A.3.1.1.3 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [6] subclause4.4.3.
3.	Downlink signals for PCC are initially set up according to Annex C.0, C.1, C.2, and uplink signals according to Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.2.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.5A.3.2.1.4.3.


