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<<< Start of Change >>>
6.2D.1.1.3.5	VOID
VOID
6.2D.1.1.3.6	UE maximum output power for UL MIMO for power class 6
The following requirements define the maximum output power radiated by the PC6 UE. Requirements apply to UEs configured for 2-layer transmission as well as UEs configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.6-1 below. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle). 
Table 6.2D. 1.1.3.6-1: UE minimum peak EIRP for UL MIMO for power class 6
	Operating band
	Min peak EIRP (dBm)

	n257
	30

	n258
	30.4

	n261
	30

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found in Table 6.2D. 1.1.3.6-2 below for UE with UL MIMO. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D. 1.1.3.6-2: UE maximum output power limits for UL MIMO for power class 6
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n261
	23
	43



The minimum EIRP measured over the spherical coverage evaluation areas is defined as the spherical coverage requirement and is found in Table 6.2D. 1.1.3.6-3 below. UE spherical coverage evaluation areas are found in Table 6.2.1.1.3.6-3a in clause 6.2.1.1.3.6, by consisting of Area-1 and Area-2, in the reference coordinate system in Annex J.1. The requirement is verified with the test metric of EIRP (Link= Spherical coverage grid, Meas=Link angle).
Table 6.2D. 1.1.3.6-3: UE spherical coverage for UL MIMO for power class 6
	Operating band
	Min EIRP over UE spherical coverage evaluation areas (dBm)

	n257
	20

	n258
	20.4

	n261
	20

	NOTE 1:   Minimum EIRP over UE spherical coverage evaluation areas is defined as the lower limit without tolerance
NOTE 2:   The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.
NOTE 3:  The requirements in this table are applicable to FR2 PC6 UE with the network signalling [highSpeedMeasFlag-r17] configured as [set2].


<<< End of Change>>>


