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<Start of Changes>
Table 6.1E-2: Sidelink configuration for S-SSB (PSBCH)
	BWchannel (MHz)
	SCS (kHz)
	RB allocation

	
	
	S-SSB_Low
	S-SSB_Mid
	S-SSB_High

	10MHz
	15
	11@0
	11@21
	11@41

	
	30
	11@0
	11@7
	11@13

	
	60
	11@0
	11@0
	11@0

	20MHz
	15
	11@0
	11@48
	11@95

	
	30
	11@0
	11@20
	11@40

	
	60
	11@0
	11@7
	11@13

	30MHz
	15
	11@0
	11@75
	11@149

	
	30
	11@0
	11@34
	11@67

	
	60
	11@0
	11@14
	11@27

	40MHz
	15
	11@0
	11@103
	11@205

	
	30
	11@0
	11@48
	11@95

	
	60
	11@0
	11@20
	11@40

	NOTE:	sl-AbsoluteFrequencySSB-r16 for each S-SSB allocation is specified in TS 38.508-1 [5] 4.3.1.8.



[bookmark: _Toc76020057][bookmark: _Toc83720527][bookmark: _Toc90916381][bookmark: _Toc90916578][bookmark: _Toc90917334]6.1I	General
A RedCap UE could be tested with the test cases in Section 6 with following exceptions:
· RedCap UE Test Channel bandwidth specified in TS 38.508-1 4.3.1 is used.

· Configure following IEs with condition pc_RedCap_r17: SIB1 in Table 4.6.1-28, RLC-Config in Table 4.6.3-149, PDCP-Config in Table 4.6.3-99.
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