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<Start of first modified section>
[bookmark: _Toc21103521]8.1.1.4.4	RRC resume / Suspend-Resume / RRC reconfiguration / Active MCG SCell addition / Intra-band Contiguous CA
8.1.1.4.4.1	Test Purpose (TP)
FFS
8.1.1.4.4.2	Conformance requirements
FFS
8.1.1.4.4.3	Test description
8.1.1.4.4.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1 is the PCell, NR Cell 3 is the SCell.
-	System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.2 is used in NR cell.
UE:
-	None.
Preamble:
-	The UE is in state 2N-A as defined in TS 38.508-1 [4], Table 4.4A.2-2 on NR Cell 1.
8.1.1.4.4.3.2	Test procedure sequence
Table 8.1.1.4.4.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a Paging message including a matched identity (correct fullI-RNTI).
	<--
	NR RRC: Paging
	-
	-

	2
	Check: Does the UE transmit an RRCResumeRequest message by setting resumeIdentity to the stored shortI-RNTI value?
	-->
	NR RRC: RRCResumeRequest
	1
	P

	3
	The SS transmits an RRCResume message.
	<--
	NR RRC: RRCResume
	-
	-

	4
	The UE transmits an RRCResumeComplete message.
	-->
	NR RRC: RRCResumeComplete
	-
	-



FFS
8.1.1.4.4.3.3	Specific message contents
[bookmark: _Hlk110943684]Table 8.1.1.4.4.3.3-1: Paging (step 1, Table 8.1.1.4.4.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-9 with condition NR_RRC_RESUME



Table 8.1.1.4.4.3.3-2: RRCResume (step 3, Table 8.1.1.4.4.3.2-1)
	Derivation Path: TS 38.508-1 [4] Table 4.6.1-17

	Information Element
	Value/remark
	Comment
	Condition

	RRCResume ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcResume SEQUENCE {
	
	
	

	      masterCellGroup
	CellGroupConfig with condition RESUME and SCell_add 
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 8.1.1.4.4.3.3-3: CellGroupConfig (Table 8.1.1.4.4.3.3-2)
	Derivation Path: TS 38.508-1 [4] Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig {
	1 entry
	
	

	    SCellConfig[1] SEQUENCE {
	
	entry 1
	

	      sCellState-r16
	activated
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



FFS

<End of modified section>

