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4.6.4	UE capability information elements
<Contents skipped>
<Start of Changes>
–	UE-NR-Capability
Table 4.6.4-49: UE-NR-Capability
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability ::= SEQUENCE {
	
	
	

	  accessStratumRelease
	AccessStratumRelease
	
	

	  pdcp-Parameters
	Not checked
	
	

	  rlc-Parameters
	Not checked
	
	

	  mac-Parameters
	Not checked
	
	

	  phy-Parameters
	Not checked
	
	

	  rf-Parameters
	RF-Parameters
	
	

	
	RF-Parameters with condition NR-DC
	
	NR-DC

	
	RF-Parameters with condition NR_CA-InterBand
	
	NR_CA-InterBand

	  measAndMobParameters
	Not checked
	
	

	  fdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  tdd-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersXDD-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	    }
	
	
	

	    mac-ParametersXDD-Diff SEQUENCE {
	
	
	

	      skipUplinkTxDynamic
	Not checked
	
	

	      logicalChannelSR-DelayTimer
	Not checked
	
	

	      longDRX-Cycle
	Not checked
	
	

	      shortDRX-Cycle
	Not checked
	
	

	      multipleSR-Configurations
	Not checked
	
	

	      multipleConfiguredGrants
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	      intraAndInterF-MeasAndReport
	Not checked
	
	

	      eventA-MeasAndReport
	Not checked
	
	

	    }
	
	
	

	  fr1-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	    phy-ParametersFRX-Diff SEQUENCE {
	Not checked
	
	

	      dynamicSFI
	Not checked
	
	

	      oneFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      twoFL-DMRS
	Not checked
	
	

	      twoFL-DMRS-TwoAdditionalDMRS
	Not checked
	
	

	      oneFL-DMRS-ThreeAdditionalDMRS
	Not checked
	
	

	      supportedDMRS-TypeDL
	Not checked
	
	

	      supportedDMRS-TypeUL
	Not checked
	
	

	      semiOpenLoopCSI
	Not checked
	
	

	      csi-ReportWithoutPMI
	Not checked
	
	

	      csi-ReportWithoutCQI
	Not checked
	
	

	      onePortsPTRS
	Not checked
	
	

	      twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	      pucch-F2-WithFH
	Not checked
	
	

	      pucch-F3-WithFH
	Not checked
	
	

	      pucch-F4-WithFH
	Not checked
	
	

	      freqHoppingPUCCH-F0-2
	Not checked
	
	

	      freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	      mux-SR-HARQ-ACK-CSI-PUCCH
	Not checked
	
	

	      uci-CodeBlockSegmentation
	Not checked
	
	

	      onePUCCH-LongAndShortFormat
	Not checked
	
	

	      twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	      intraSlotFreqHopping-PUSCH
	Not checked
	
	

	      pusch-LBRM
	Not checked
	
	

	      pdcch-BlindDetectionCA
	Not checked
	
	

	      tpc-PUSCH-RNTI
	Not checked
	
	

	      tpc-PUCCH-RNTI
	Not checked
	
	

	      tpc-SRS-RNTI
	Not checked
	
	

	      absoluteTPC-Command
	Not checked
	
	

	      twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	      twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	      pusch-HalfPi-BPSK
	Not checked
	
	

	      pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	      almostContiguousCP-OFDM-UL
	Not checked
	
	

	      sp-CSI-RS
	Not checked
	
	

	      sp-CSI-IM
	Not checked
	
	

	      tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	      multipleCORESET
	Not checked
	
	

	    }
	
	
	

	    measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	      ss-SINR-Meas
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	      csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	      csi-SINR-Meas
	Not checked
	
	

	      csi-RS-RLM
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	  featureSets
	Not checked
	
	

	  featureSetCombinations
	Not checked
	
	

	  lateNonCriticalExtension
	Not checked
	
	

	  nonCriticalExtension SEQUENCE {
	
	
	

	    fdd-Add-UE-NR-Capabilities-1530 SEQUENCE {
	
	
	

	      eutra-ParametersXDD-Diff SEQUENCE {
	
	
	

	        rsrqMeasWidebandEUTRA
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	    tdd-Add-UE-NR-Capabilities-v1530 SEQUENCE {
	
	
	

	        eutra-ParametersXDD-Diff  SEQUENCE {
	
	
	

	          rsrqMeasWidebandEUTRA Not Checked
	
	
	

	        }
	
	
	

	      }
	
	
	

	    dummy
	Not checked
	
	

	    interRAT-Parameters
	Not checked
	
	

	    inactiveState
	Not checked
	
	

	    delayBudgetReporting
	Not checked
	
	

	    nonCriticalExtension SEQUENCE {
	
	
	

	      sdap-Parameters
	Not checked
	
	

	      overheatingInd
	Not checked
	
	

	      ims-Parameters
	Not checked
	
	

	      fr1-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr2-Add-UE-NR-Capabilities-v1540 SEQUENCE {
	
	
	

	        ims-ParametersFRX-Diff SEQUENCE {
	
	
	

	          voiceOverNR
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      fr1-fr2-Add-UE-NR-Capabilities SEQUENCE {
	
	
	

	        phy-ParametersFRX-Diff SEQUENCE {
	
	
	

	          dynamicSFI
	Not checked
	
	

	          dummy1
	Not checked
	
	

	          twoFL-DMRS
	Not checked
	
	

	          dummy2
	Not checked
	
	

	          dummy3
	Not checked
	
	

	          supportedDMRS-TypeDL
	Not checked
	
	

	          supportedDMRS-TypeUL
	Not checked
	
	

	          semiOpenLoopCSI
	Not checked
	
	

	          csi-ReportWithoutPMI
	Not checked
	
	

	          csi-ReportWithoutCQI
	Not checked
	
	

	          onePortsPTRS
	Not checked
	
	

	          twoPUCCH-F0-2-ConsecSymbols
	Not checked
	
	

	          pucch-F2-WithFH
	Not checked
	
	

	          pucch-F3-WithFH
	Not checked
	
	

	          pucch-F4-WithFH
	Not checked
	
	

	          freqHoppingPUCCH-F0-2
	Not checked
	
	

	          freqHoppingPUCCH-F1-3-4
	Not checked
	
	

	          mux-SR-HARQ-ACK-CSI-PUCCH- MultiPerSlot
	Not checked
	
	

	          uci-CodeBlockSegmentation
	Not checked
	
	

	          onePUCCH-LongAndShortFormat
	Not checked
	
	

	          twoPUCCH-AnyOthersInSlot
	Not checked
	
	

	          intraSlotFreqHopping-PUSCH
	Not checked
	
	

	          pusch-LBRM
	Not checked
	
	

	          pdcch-BlindDetectionCA
	Not checked
	
	

	          tpc-PUSCH-RNTI
	Not checked
	
	

	          tpc-PUCCH-RNTI
	Not checked
	
	

	          tpc-SRS-RNTI
	Not checked
	
	

	          absoluteTPC-Command
	Not checked
	
	

	          twoDifferentTPC-Loop-PUSCH
	Not checked
	
	

	          twoDifferentTPC-Loop-PUCCH
	Not checked
	
	

	          pusch-HalfPi-BPSK
	Not checked
	
	

	          pucch-F3-4-HalfPi-BPSK
	Not checked
	
	

	          almostContiguousCP-OFDM-UL
	Not checked
	
	

	          sp-CSI-RS
	Not checked
	
	

	          sp-CSI-IM
	Not checked
	
	

	          tdd-MultiDL-UL-SwitchPerSlot
	Not checked
	
	

	          multipleCORESET
	Not checked
	
	

	        }
	
	
	

	        measAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	          ss-SINR-Meas
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	          csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	          csi-SINR-Meas
	Not checked
	
	

	          csi-RS-RLM
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	Not checked
	
	

	        reducedCP-Latency
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nrdc-Parameters
	Not checked
	
	

	          receivedFilters
	Not checked
	
	

	          nonCriticalExtension SEQUENCE {
	Not checked
	
	SDT

	            nrdc-Parameters-v1570
	Not checked
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              inDeviceCoexInd-r16
	Not checked
	
	

	              dl-DedicatedMessageSegmentation-r16
	Not checked
	
	

	              nrdc-Parameters-v1610
	Not checked
	
	

	              powSav-Parameters-r16
	Not checked
	
	

	              fr1-Add-UE-NR-Capabilities-v1610
	Not checked
	
	

	              fr2-Add-UE-NR-Capabilities-v1610
	Not checked
	
	

	              bh-RLF-Indication-r16
	Not checked
	
	

	              directSN-AdditionFirstRRC-IAB-r16
	Not checked
	
	

	              bap-Parameters-r16
	Not checked
	
	

	              referenceTimeProvision-r16
	Not checked
	
	

	              sidelinkParameters-r16
	Not checked
	
	

	              highSpeedParameters-r16
	Not checked
	
	

	              mac-Parameters-v1610
	Not checked
	
	

	              mcgRLF-RecoveryViaSCG-r16
	Not checked
	
	

	              resumeWithStoredMCG-SCells-r16
	Not checked
	
	

	              resumeWithStoredSCG-r16
	Not checked
	
	

	              resumeWithSCG-Config-r16
	Not checked
	
	

	              ue-BasedPerfMeas-Parameters-r16
	Not checked
	
	

	              son-Parameters-r16
	Not checked
	
	

	              onDemandSIB-Connected-r16
	Not checked
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                redirectAtResumeByNAS-r16
	Not checked
	
	

	                phy-ParametersSharedSpectrumChAccess-r16
	Not checked
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  mpsPriorityIndication-r16
	Not checked
	
	

	                  highSpeedParameters-v1650
	Not checked
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    inactiveStatePO-Determination-r17
	Not checked
	
	

	                    highSpeedParameters-v1700
	Not checked
	
	

	                    powSav-Parameters-v1700
	Not checked
	
	

	                    mac-Parameters-v1700
	Not checked
	
	

	                    ims-Parameters-v1700
	Not checked
	
	

	                    measAndMobParameters-v1700
	Not checked
	
	

	                    qoe-Parameters-r17
	Not checked
	
	

	                    redCapParameters-r17
	Not checked
	
	

	                    ra-SDT-r17
	supported
	
	pc_ra_SDT_r17

	                    srb-SDT-r17
	supported
	
	pc_srb_SDT_r17

	                    gNB-SideRTT-BasedPDC-r17
	Not checked
	
	

	                    bh-RLF-RecoveryDetection-Indication-r17
	Not checked
	
	

	                    nrdc-Parameters-v1700
	Not checked
	
	

	                    bap-Parameters-v1700
	Not checked
	
	

	                    musimGapPreference-r17
	Not checked
	
	

	                    musimLeaveConnected-r17
	Not checked
	
	

	                    mbs-Parameters-r17
	Not checked
	
	

	                    nonTerrestrialNetwork-r17
	Not checked
	
	

	                    ntn-ScenarioSupport-r17
	Not checked
	
	

	                    sliceInfoforCellReselection-r17
	Not checked
	
	

	                    nonCriticalExtension
	Not checked
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            } 
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	NR-DC
	Used in NR-DC test cases

	NR_CA-InterBand
	NG-RAN NR Radio Access using NR CA Inter-band test cases

	SDT
	For SDT test cases 
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