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	Reason for change:
	According to TS 38.214, typeB only defined 2,4,7 for Length(L), if Length(L)=14,the mappingType should be typeA

	
	

	Summary of change:
	Change typeB to typeA in Table 7.1.1.3.2b.3.1-2a.
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Table 7.1.1.3.2b.3.1-2a: PUSCH-TimeDomainResourceAllocationList
	Derivation Path: TS 38.508-1 [4], table 4.6.3-122

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF PUSCH-TimeDomainResourceAllocation {
	2 entry
	
	

	  PUSCH-TimeDomainResourceAllocation[1] SEQUENCE {
	
	entry 1
	

	  k2
	2
	
	FR1

	
	4
	
	FR2

	  mappingType
	typeB
	
	

	  startSymbolAndLength
	52
	Start symbol(S)=10, Length(L)=4
	FR1

	  startSymbolAndLength
	42
	Start symbol(S)=0, Length(L)=4
	FR2

	  }
	
	
	

	  PUSCH-TimeDomainResourceAllocation[2] SEQUENCE {
	
	entry 2
	

	    k2
	2
	
	FR1

	
	4
	
	FR2

	    mappingType
	typeAB
	
	

	    startSymbolAndLength
	27
	Start symbol(S)=0, Length(L)=14
	

	  }
	
	
	

	}
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