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Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	
	<<< Rows Skipped Here>>>
	
	
	

	8.2.4
	Carrier Aggregation
	
	
	

	8.2.4.1
	NR CA / NR SCell addition / modification / release / Success
	
	
	

	8.2.4.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC
	
	
	

	8.2.4.1.1.1
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band Contiguous CA
	Rel-15
	C67
	UEs supporting EN-DC and Intra-Band Contiguous CA 

	8.2.4.1.1.2
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Intra-band non-Contiguous CA
	Rel-15
	C68
	UEs supporting EN-DC and Intra-Band Non-Contiguous CA 

	8.2.4.1.1.3
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Inter-band CA
	Rel-15
	C69
	UEs supporting EN-DC and Inter-Band CA 

	8.2.4.1.1.4
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	CAAA
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Contiguous CA 

	8.2.4.1.1.5
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Intra-band non-Contiguous CA
	Rel-16
	CBBB
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Non-Contiguous CA 

	8.2.4.1.1.6
	NR CA / NR SCell addition / modification / release / Success / EN-DC / Active SCG SCell addition / Inter-band CA
	Rel-16
	CDDD
	UEs supporting EN-DC, direct NR SCG SCell activation and Inter-Band CA 

	8.2.4.1.2
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition
	
	
	

	8.2.4.1.2.1
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Intra-band Contiguous CA
	Rel-16
	CXXX
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band contiguous CA

	8.2.4.1.2.2
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Intra-band non-contiguous CA 
	Rel-16
	CYYY
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band non-contiguous CA 

	8.2.4.1.2.3
	NR CA / NR SCell addition / modification / release / Success / NR-DC / Active SCG SCell addition / Inter-band CA
	Rel-16
	CZZZ
	UEs supporting NR-DC, direct NR SCG SCell activation and inter-band CA

	8.2.4.2
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release
	
	
	

	8.2.4.2.1
	NR CA / Simultaneous PSCell and SCell addition / PSCell and SCell change / CA Release / EN-DC
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Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression




	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	
	<<< Rows Skipped Here>>>
	

	C193
	IF A.4.1-5/1 AND A.4.3.7-1/19 AND ([10] A.4.1-1/1 OR [10] A.4.1-1/2) AND A.4.3.6-1/bb THEN R ELSE N/A
	UEs supporting 5G Core and RRC_INACTIVE and E-UTRA and Idle/Inactive Measurements

	C194
	IF A.4.1-3/3 AND A.4.3.7-1/2 THEN R ELSE N/A
	UEs supporting NE-DC and UL transmission via both MCG path and SCG path for the split DRB

	CAAA
	IF A.4.1-3/2 AND A.4.3.5-1/12 AND (A.4.1-4A/1 OR A.4.1-4A/3) THEN R ELSE N/A
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Contiguous CA

	CBBB
	IF A.4.1-3/2 AND A.4.3.5-1/12 AND (A.4.1-4A/2 OR A.4.1-4A/4) THEN R ELSE N/A
	UEs supporting EN-DC, direct NR SCG SCell activation and Intra-Band Non-Contiguous CA

	CDDD
	IF A.4.1-3/2 AND A.4.3.5-1/12 AND (A.4.1-4A/5 OR A.4.1-4A/6 OR A.4.1-4A/7) THEN R ELSE N/A
	UEs supporting EN-DC, direct NR SCG SCell activation and Inter-Band CA

	
	
	

	CXXX
	IF A.4.1-4/6 AND A.4.3.5-1/12 AND (A.4.1-4A/1 OR A.4.1-4A/3) THEN R ELSE N/A
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band contiguous CA

	CYYY
	IF A.4.1-4/6 AND A.4.3.5-1/12 AND (A.4.1-4A/2 OR A.4.1-4A/4) THEN R ELSE N/A
	UEs supporting NR-DC, direct NR SCG SCell activation and intra-band non-contiguous CA

	CZZZ
	IF A.4.1-4/6 AND A.4.3.5-1/12 AND (A.4.1-4A/5 OR A.4.1-4A/6 OR A.4.1-4A/7)THEN R ELSE N/A
	UEs supporting NR-DC, direct NR SCG SCell activation and inter-band CA 





