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< Unchanged sections omitted >
–	ControlResourceSet
Table 7.3.1-15: ControlResourceSet
	Derivation Path: Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  frequencyDomainResources
	11111111 00000000 00000000 00000000 00000000 00000
	
	(CCR.3.7 OR SCS240) AND NOT DLBWP.1.2

	  duration
	1
	
	CCR.3.x

	  cce-REG-MappingType CHOICE {
	
	
	

	    interleaved ::= SEQUENCE {
	
	
	CCR.X.Y

	      reg-BundleSize
	n6
	
	

	      interleaverSize
	n2
	
	

	      shiftIndex
	0
	
	

	  }
	
	
	

	  tci-StatesPDCCH-ToAddList
	Not present
	
	

	  tci-StatesPDCCH-ToAddList SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId {
	1 entry
	
	

	    TCI-StateId[1]
	TCI-StateId-RRM(2)
	TCI State #2, QCLed to TRS resource #4 in the first resource set
entry 1
	TRS

	 }
	
	
	

	}
	
	
	



	Condition
	Explanation 

	CCR.x.y
	Refers to CCR.x.y as defined in A.1.3 of TS 38.533 [18]

	DLBWP.x.y
	Refers to DLBWP.x.y as defined in A.8 of TS 38.533 [18]

	TRS
	When at least one TRS resource set is configured.



< End of changes >

