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[bookmark: _Toc84435519][bookmark: _Toc92802697]6.2D.1.1	UE maximum output power - EIRP and TRP for UL MIMO
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
- 	No test points are defined for 2-layer UL MIMO since there is no configuration satisfying MPR=0dB requirements in RAN4. 
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 ,4 and 5.
-	Test Procedures for EIRP beam peak Extreme Conditions are FFS.
6.2D.1.1.1	Test purpose
To verify that the power of any UE emission shall not exceed specified lever for the specified channel bandwidth for UL MIMO under the deployment scenarios where additional requirements are specified.
6.2D.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports UL MIMO.
6.2D.1.1.3	Minimum conformance requirements
6.2D.1.1.3.1	UE maximum output power for UL MIMO for power class 1
The following requirements define the maximum output power radiated by the PC1 UE. Requirements apply to UEs when configured for 2-layer transmission as well as when configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.1-1 below. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle). Power class 1 UE is used for fixed wireless access (FWA).
Table 6.2D.1.1.3.1-1: UE minimum peak EIRP for UL MIMO for power class 1
	Operating band
	Min peak EIRP (dBm)

	n257
	40.0

	n258
	40.0

	n260
	38.0

	n261
	40.0

	n262
	34.2

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance.



Table 6.2D.1.1.3.1-2: (void) 
The maximum output power values for TRP and EIRP are found in Table 6.2D.1.1.3.1-3 below for UE with UL MIMO. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.1-3: UE maximum output power limits for UL MIMO for power class 1
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	35
	55

	n258
	35
	55

	n260
	35
	55

	n261
	35
	55

	n262
	35
	55



The minimum EIRP at the 85th percentile of the distribution of radiated power measured over the full sphere around the UE with UL MIMO is defined as the spherical coverage requirement and is found in Table 6.2D.1.1.3.1-4 below. The requirement is verified with the test metric of EIRP (Link=Spherical coverage grid, Meas=Link angle).
Table 6.2D.1.1.3.1-4: UE spherical coverage for UL MIMO for power class 1
	Operating band
	Min EIRP at 85 %-tile CDF (dBm)

	n257
	32.0

	n258
	32.0

	n260
	30.0

	n261
	32.0

	n262
	26.0

	NOTE 1:	Minimum EIRP at 85 %-tile CDF is defined as the lower limit without tolerance.



6.2D.1.1.3.2	UE maximum output power for UL MIMO for power class 2
The following requirements define the maximum output power radiated by the PC2 UE. Requirements apply to UEs when configured for 2-layer transmission as well as when configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.2-1 below. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.2-1: UE minimum peak EIRP for UL MIMO for power class 2
	Operating band
	Min peak EIRP (dBm)

	n257
	29

	n258
	29

	n261
	29

	n262
	22.9

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance.
NOTE 2:	Min Peak EIRP refers to the total EIRP for the UL beams peaks.



The maximum output power values for TRP and EIRP are found in Table 6.2D.1.1.3.2-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.2-2: UE maximum output power limits for UL MIMO for power class 2
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n261
	23
	43

	n262
	23
	43



Table 6.2D.1.1.3.2-3: (void) 
The minimum EIRP at the 60th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2D.1.1.3.2-4 below. The requirement is verified with the test metric of EIRP (Link=Spherical coverage grid, Meas=Link angle).
Table 6.2D.1.1.3.2-4: UE spherical coverage for UL MIMO for power class 2
	Operating band
	Min EIRP at 60 %-tile CDF (dBm)

	n257
	18.0

	n258
	18.0

	n261
	18.0

	n262
	11.0

	NOTE 1:	Minimum EIRP at 60 %-tile CDF is defined as the lower limit without tolerance



6.2D.1.1.3.3	UE maximum output power for UL MIMO for power class 3
The following requirements define the maximum output power radiated by the PC3 UE.. Requirements apply to UEs when configured for 2-layer transmission as well as when configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.3-1 below. The period of measurement shall be at least one sub frame (1 ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.3-1: UE minimum peak EIRP for UL MIMO for power class 3
	Operating band
	Min peak EIRP (dBm)

	n257
	22.4

	n258
	22.4

	n259
	18.7

	n260
	20.6

	n261
	22.4

	n262
	16.0

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance.
NOTE 2:	Min Peak EIRP refers to the total EIRP for the UL beams peaks.



The maximum output power values for TRP and EIRP are found in Table 6.2D.1.1.3.3-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.3-2: UE maximum output power limits for UL MIMO for power class 3
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n259
	23
	43

	n260
	23
	43

	n261
	23
	43

	n262
	23
	43



Table 6.2D.1.1.3.3-3: (void) 
The minimum EIRP at the 50th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2D.1.1.3.3-4 below. The requirement is verified with the test metric of EIRP (Link=spherical coverage grid, Meas=Link angle).
Table 6.2D.1.1.3.3-4: UE spherical coverage for UL MIMO for power class 3
	Operating band
	Min EIRP at 50 %-tile CDF (dBm)

	n257
	11.5

	n258
	11.5

	n259
	5.8

	n260
	8

	n261
	11.5

	NOTE 1:	Minimum EIRP at 50 %-tile CDF is defined as the lower limit without tolerance
NOTE 2:	The requirements in this table are only applicable for UE which supports single band in FR2



6.2D.1.1.3.4	UE maximum output power for UL MIMO for power class 4
The following requirements define the maximum output power radiated by the PC4 UE. Requirements apply to UEs configured for 2-layer transmission as well as UEs configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.4-1 below. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.4-1: UE minimum peak EIRP for UL MIMO for power class 4
	Operating band
	Min peak EIRP (dBm)

	n257
	34

	n258
	34

	n260
	31

	n261
	34

	n262
	28.3

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance.
NOTE 2:	Min Peak EIRP refers to the total EIRP for the UL beams peaks.



The maximum output power values for TRP and EIRP are found in Table 6.2D.1.1.3.4-2 below. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D.1.1.3.4-2: UE maximum output power limits for UL MIMO for power class 4
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n260
	23
	43

	n261
	23
	43

	n262
	23
	43



Table 6.2D.1.1.3.4-3: (void)
The minimum EIRP at the 20th percentile of the distribution of radiated power measured over the full sphere around the UE is defined as the spherical coverage requirement and is found in Table 6.2D.1.1.3.4-4 below. The requirement is verified with the test metric of EIRP (Link=Spherical coverage grid, Meas=Link angle).
Table 6.2D.1.1.3.4-4: UE spherical coverage for UL MIMO for power class 4
	Operating band
	Min EIRP at 20 %-tile CDF (dBm)

	n257
	25

	n258
	25

	n260
	19

	n261
	25

	n262
	16.2

	NOTE 1:	Minimum EIRP at 20 %-tile CDF is defined as the lower limit without tolerance



The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.1.
<<< Start of Change >>>
6.2D.1.1.3.6	UE maximum output power for UL MIMO for power class 6
The following requirements define the maximum output power radiated by the PC6 UE. Requirements apply to UEs configured for 2-layer transmission as well as UEs configured for single layer uplink full power transmission (ULFPTx), with configuration per clause 6.2D.1.0.
The minimum peak EIRP requirements are found in Table 6.2D.1.1.3.6-1 below. The period of measurement shall be at least one sub frame (1ms). The requirement is verified with the test metric of EIRP (Link=TX beam peak direction, Meas=Link angle). 
Table 6.2D. 1.1.3.6-1: UE minimum peak EIRP for UL MIMO for power class 6
	Operating band
	Min peak EIRP (dBm)

	n257
	30

	n258
	30.4

	n261
	30

	NOTE 1:	Minimum peak EIRP is defined as the lower limit without tolerance



The maximum output power values for TRP and EIRP are found in Table 6.2D. 1.1.3.6-2 below for UE with UL MIMO. The maximum allowed EIRP is derived from regulatory requirements [8]. The requirements are verified with the test metrics of TRP (Link=TX beam peak direction, Meas=TRP grid) in beam locked mode and EIRP (Link=TX beam peak direction, Meas=Link angle).
Table 6.2D. 1.1.3.6-2: UE maximum output power limits for UL MIMO for power class 6
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)

	n257
	23
	43

	n258
	23
	43

	n261
	23
	43



The minimum EIRP measured over the spherical coverage evaluation areas is defined as the spherical coverage requirement and is found in Table 6.2D. 1.1.3.6-3 below. UE spherical coverage evaluation areas are found in Table 6.2.1.1.3.6-3a in clause 6.2.1.1.3.6, by consisting of Area-1 and Area-2, in the reference coordinate system in Annex J.1. The requirement is verified with the test metric of EIRP (Link= Spherical coverage grid, Meas=Link angle).
Table 6.2D. 1.1.3.6-3: UE spherical coverage for UL MIMO for power class 6
	Operating band
	Min EIRP over UE spherical coverage evaluation areas (dBm)

	n257
	20

	n258
	20.4

	n261
	20

	NOTE 1:   Minimum EIRP over UE spherical coverage evaluation areas is defined as the lower limit without tolerance
NOTE 2:   The requirements in this table are verified only under normal temperature conditions as defined in Annex E.2.1.
NOTE 3:  The requirements in this table are applicable to FR2 PC6 UE with the network signalling [highSpeedMeasFlag-r17] configured as [set2].


<<< End of Change>>>


