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<< Beginning of changes>>
[bookmark: _Toc20840015][bookmark: _Toc29486712][bookmark: _Toc44053559][bookmark: _Toc52300538][bookmark: _Toc58525798][bookmark: _Toc75430300][bookmark: _Toc90567089]4.1	RF conformance test cases
NOTE:	To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]
	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations
Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comments
	
	
	

	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39a
	UE supporting E-UTRA Power Class 1
	D16
	
	

	
	
	
	C39b
	UE supporting E-UTRA Power Class 2
	D17
	
	

	6.2.2A.1
	UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD, TDD
	Not required to be tested in Band 41 for Power Class 2 UE

	6.2.2A.1_3
	UE Maximum Output Power for CA and HPUE (intra-band contiguous DL CA and UL CA)
	Rel-10
	C39b
	UE supporting intraband contiguous CA and Power Class 2
	E01
	TDD
	

	<< Rows skipped here>>

	9.8.1.1
	FDD and Half duplex FDD CQI reporting definition under AWGN conditions for UE supporting coverage enhancement
	Rel-13
	C145ka
	UE supporting E-UTRA FDD or HD-FDD and CEModeAUE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	9.8.1.2
	TDD CQI reporting definition under AWGN conditions for UE supporting coverage enhancement
	Rel-13
	C156a
	UE supporting E-UTRA TDD and UE category M1
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	
	

	<< Rows skipped here>>



Table 4.1-1a: Applicability of RF conformance test cases Conditions
	C01	IF NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h	IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02	IF NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h	IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	C03	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1) AND A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05	Void

	<< Rows skipped here>>

	C145	IF A.4.1-1/1 AND A.4.3-4a/1 THEN R ELSE N/A

	C145a	IF A.4.1-1/1 AND A.4.3-4aa/1 THEN R ELSE N/A

	C145b	IF A.4.1-1/1 AND (A.4.3-4aa/1 OR A.4.5-1/25) THEN R ELSE N/A

	C145c	Void

	C145d	IF A.4.1-1/1 AND A.4.3-4a/1a THEN R ELSE N/A

	C145e	IF A.4.1-1/1 AND A.4.3-4aa/1 AND A.4.5-1/63 THEN R ELSE N/A

	C145f	IF A.4.1-1/1 AND A.4.3-4aa/2 AND A.4.5-1/63 THEN R ELSE N/A

	C145g	IF A.4.1-1/1 AND A.4.3-4aa/1 AND A.4.5-1/51 THEN R ELSE N/A

	C145h	IF A.4.1-1/1 AND A.4.3-4aa/2 AND A.4.5-1/51 THEN R ELSE N/A

	C145i	IF A.4.1-1/1 AND A.4.5-1/25 AND A.4.5-1/84 THEN R ELSE N/A

	C145j	IF A.4.1-1/1 AND A.4.5-1/25 AND A.4.5-1/85 THEN R ELSE N/A

	C145k	IF (A.4.1-1/1 or A.4.3-7/2) AND A.4.5-1/25 THEN R ELSE N/A

	C146	IF (NOT(A.4.3-4a/1) AND (A.4.1-1/1 AND A.4.1-1/2) AND A.4.6.3-1/1 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C147	IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1) AND (A.4.1-1/1 OR A.4.1-1/2) AND A.4.5-1/17) THEN R ELSE N/A

	<< Rows skipped here>>



<< End of changes>>

