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<<< START OF CHANGES >>>
[bookmark: _Toc27478188][bookmark: _Toc36226900][bookmark: _Toc44324185][bookmark: _Toc52990379][bookmark: _Toc60823578][bookmark: _Toc60825500][bookmark: _Toc76020267][bookmark: _Toc83720750]6.5.3.3	Additional spurious emissions
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined
[bookmark: _Toc36226901][bookmark: _Toc44324186]Initial conditions for NS_37, NS_38, NS_39, NS_40, NS_41, NS_42 and NS_45 are incomplete.
[bookmark: _Toc52990380][bookmark: _Toc60823579][bookmark: _Toc60825501]The requirements of this test case for NS_44, NS_46, NS_47, NS_48, and NS_49 apply to all types of NR UE release 16 forward, and release 15 if the corresponding channel bandwidths are supported.
6.5.3.3.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions under the deployment scenarios where additional requirements are specified.
[bookmark: _Toc36226902][bookmark: _Toc44324187][bookmark: _Toc52990381][bookmark: _Toc60823580][bookmark: _Toc60825502]6.5.3.3.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
[bookmark: _Toc36226903][bookmark: _Toc44324188][bookmark: _Toc52990382][bookmark: _Toc60823581][bookmark: _Toc60825503]6.5.3.3.3	Minimum conformance requirements
These requirements are specified in terms of an additional spectrum emission requirement. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
6.5.3.3.3.1	Minimum conformance requirements (network signalling value "NS_04")
When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.1-1.  This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.1-1: Additional requirements for “NS_04”
	Frequency band
(MHz)
	Channel bandwidth (MHz) / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100 
	

	2495 ≤ f < 2496
	-13
	1% of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz



The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.3.1.
6.5.3.3.3.2	Minimum conformance requirements (network signalling value "NS_17")
When “NS_17” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.2-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.2-1: Additional requirements for “NS_17”
	Frequency band
(MHz)
	Channel bandwidth (MHz)/ Spectrum emission limit (dBm)
	Measurement bandwidth 
	NOTE

	
	5, 10 
	
	

	470 ≤ f ≤ 710
	-26.2
	6 MHz
	1

	NOTE 1:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth is 5 or 10 MHz.



The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.3.2.


<<< Skip unchanged sections >>>



6.5.3.3.3.19	Requirement for network signalling value "NS_14"
When "NS_14" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.19-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.19-1: Additional requirements for “NS_14”
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	10 MHz, 15 MHz, 20MHz
	

	806 ≤ f ≤ 816
	-42
	6.25 kHz

	NOTE 1:	The requirement applies for NR carriers with lower channel edge at or above 824 MHz.
NOTE 2:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.



6.5.3.3.3.20	Requirement for network signalling value "NS_15"
When "NS_15" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.20-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.20-1: Additional requirements NS_15
	Frequency band
(MHz)
	Channel bandwidth /
Spectrum emission limit
(dBm)
	Measurement bandwidth

	
	5 MHz, 10 MHz, 15 MHz, 20 MHz
	

	851 ≤ f ≤ 859
	-53
	6.25 kHz

	NOTE 1:	The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB.


TBD
6.5.3.3.3.21	Requirement for network signalling value "NS_45"
 When "NS_45" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.21-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3.21-1: Additional requirements
	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth

	
	5 MHz
	10 MHz
	

	0.009 < f ≤ 2473.5
	-25
	-25
	1 MHz

	2473.5 < f ≤ 2477.5
	-25
	-13
	1 MHz

	2477.5 < f ≤ 2478.5
	-13
	-13
	1 MHz

	2478.5< f ≤ 2483.5
	-10
	-10
	1 MHz

	2495 ≤ f < 2496
	-13
	-13
	1% of Channel Bandwidth

	2496 ≤ f < 2501
	-13
	-13
	1 MHz

	2501 < f ≤ 2505
	-25
	-13
	1 MHz

	2505 ≤ f ≤ 5th harmonic of the upper frequency edge of the UL operating band
	-25
	-25
	1 MHz





<<< END OF CHANGES >>>



