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<Start of modified section 1>
Table 4.1-6a: Applicability of Protocol conformance NR sidelink test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	12
	NR sidelink
	
	
	

	12.1
	PC5-only operation
	
	
	

	12.1.1
	PC5-only operation / Sidelink communication
	
	
	

	12.1.1.2
	PC5-only operation / Sidelink communication / Reception
	Rel-16
	C128
	UE supporting 5G core and NR sidelink

	12.1.2
	PC5-only operation / Sidelink synchronization related procedure
	
	
	

	12.1.2.1
	PC5-only operation / Sidelink synchronization related procedure / Synchonization reference source (re-)selection
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.2.2
	PC5-only operation / Sidelink synchronization related procedure / SL-SSB transmission Initiation and Cease
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.3
	PC5-only operation / Measurement configuration and reporting via PC5 RRC
	
	
	

	12.1.3.1
	PC5-only operation / Measurement configuration and reporting via PC5 RRC / PSBCH-RSRP measurement configuration
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.3.2
	PC5-only operation / Measurement configuration and reporting via PC5 RRC / PSBCH-RSRP measurement reporting / Event S1 and S2
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.3.3
	PC5-only operation / Measurement configuration and reporting via PC5 RRC / PSBCH-RSRP measurement reporting / Periodical reporting
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.4
	PC5-only operation / Sidelink Reconfiguration via PC5 RRC
	
	
	

	12.1.4.1
	PC5-only operation / Sidelink Reconfiguration via PC5 RRC / SL DRB management / initiating UE side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink

	12.1.4.2
	PC5-only operation / Sidelink Reconfiguration via PC5 RRC / SL DRB management / Peer UE side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink

	12.1.5
	PC5-only operation / Sidelink CSI reporting
	
	
	

	12.1.5.1
	PC5-only operation / Sidelink CSI reporting / Configuration
	Rel-16
	C163
	UE supporting 5G core and NR sidelink and Sidelink CSI report

	12.1.5.2
	PC5-only operation / Sidelink CSI reporting / Reporting
	Rel-16
	C163
	UE supporting 5G core and NR sidelink and Sidelink CSI report

	12.1.6
	PC5-only operation / Sidelink failure
	
	
	

	12.1.6.1
	PC5-only operation / Sidelink failure / PC5 RRC reconfiguration failure / Initiating UE side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.6.2
	PC5-only operation / Sidelink failure / PC5 RRC reconfiguration failure / Peer UE side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.6.3
	PC5-only operation / Sidelink failure / Sidelink radio link failure / Transmission side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.6.4
	PC5-only operation / Sidelink failure / Sidelink radio link failure / Reception side
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.1.7
	PC5-only operation / Sidelink UE capability transfer via PC5 RRC
	
	
	

	12.1.7.1
	PC5-only operation / Sidelink UE capability transfer via PC5 RRC / One-way and two-way transfer
	Rel-16
	C128
	UE supporting 5G core and NR sidelink 

	12.2
	Inter-carrier concurrent operation
	
	
	

	12.2.1
	Inter-carrier concurrent operation / Sidelink communication
	
	
	

	12.2.1.2
	Inter-carrier concurrent operation / Sidelink communication / RRC_IDLE / Reception
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.1.3
	Inter-carrier concurrent operation / Sidelink communication / RRC_CONNECTED / Transmission / Network scheduling
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.1.6
	Inter-carrier concurrent operation / Sidelink communication / RRC_CONNECTED / Reception
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.2
	Inter-carrier concurrent operation / Sidelink synchronization related procedure
	
	
	

	12.2.2.1
	Inter-carrier concurrent operation / Sidelink synchronization related procedure / Synchonization reference source (re-)selection
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.2.2
	Inter-carrier concurrent operation / Sidelink synchronization related procedure / SL-SSB transmission Initiation and Cease
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.3
	Inter-carrier concurrent operation / Measurement configuration and reporting via Uu RRC
	
	
	

	12.2.3.1
	Inter-carrier concurrent operation / Measurement configuration and reporting via Uu RRC / CBR measurement reporting / Event C1 and C2
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.3.2
	Inter-carrier concurrent operation / Measurement configuration and reporting via Uu RRC / CBR measurement reporting / Periodical reporting
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.4
	Inter-carrier concurrent operation / Sidelink Reconfiguration via Uu RRC
	
	
	

	12.2.4.1
	Inter-carrier concurrent operation / Sidelink Reconfiguration via Uu RRC / SL DRB management / transmission side
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.5
	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC
	
	
	

	12.2.5.1
	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC / SL-RSRP measurement configuration
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.5.2
	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC / SL-RSRP measurement reporting / Event S1 and S2
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.5.3
	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC / PSBCH-RSRP measurement reporting / Periodical reporting
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.6
	Inter-carrier concurrent operation / Sidelink Reconfiguration via PC5 RRC
	
	
	

	12.2.6.1
	Inter-carrier concurrent operation / Sidelink Reconfiguration via PC5 RRC / SL DRB management / Initiating UE side
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.7
	Inter-carrier concurrent operation / Sidelink CSI reporting
	
	
	

	12.2.7.1
	Inter-carrier concurrent operation / Sidelink CSI reporting / Configuration
	Rel-16
	C164
	UE supporting 5G core and NR sidelink mode 1 transmission and Sidelink CSI report

	12.2.7.2
	Inter-carrier concurrent operation / Measurement configuration and reporting via PC5 RRC / SL-RSRP measurement reporting / Event S1 and S2
	Rel-16
	C164
	UE supporting 5G core and NR sidelink mode 1 transmission and Sidelink CSI report

	12.2.8
	Inter-carrier concurrent operation / Sidelink failure
	
	
	

	12.2.8.1
	Inter-carrier concurrent operation / Sidelink CSI reporting / Reporting
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.8.2
	Inter-carrier concurrent operation / Sidelink failure / PC5 RRC Reconfiguration Failure / Peer UE side
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission

	12.2.8.3
	Inter-carrier concurrent operation / Sidelink failure / Sidelink radio link failure / transmission side
	Rel-16
	C106
	UE supporting 5G core and NR sidelink mode 1 transmission
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