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<Start of first modified section>
[bookmark: _Toc21353839][bookmark: _Toc27749458]–	FrequencyInfoUL-SIB
Table 4.6.3-62: FrequencyInfoUL-SIB
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	FrequencyInfoUL-SIB ::= SEQUENCE {
	
	
	

	  frequencyBandList
	MultiFrequencyBandListNR-SIB
	
	FDD

	
	Not present
	
	TDD

	  absoluteFrequencyPointA
	ARFCN-ValueNR with condition UL_PointA
	
	FDD

	
	Not present
	
	TDD

	  scs-SpecificCarrierList SEQUENCE (SIZE (1..maxSCSs)) OF SCS-SpecificCarrier {
	1 entry
	
	

	    SCS-SpecificCarrier[1]
	SCS-SpecificCarrier with condition UL_PointA
	entry 1
	

	  }
	
	
	

	  p-Max
	P-Max
	
	

	  frequencyShift7p5khz
	Not present
	
	

	
	true
	
	DSS

	}
	
	
	



–	GapPriority
Table 4.6.3-62AA: GapPriority
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	GapPriority-r17
	FFS
	
	



–	HighSpeedConfig
Table 4.6.3-62A: HighSpeedConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfig-r16 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlag-r16
	Not present
	
	

	  highSpeedDemodFlag-r16
	Not present
	
	

	}
	
	
	



<End of modified section>

