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<Start of modified section 1>
[bookmark: _Toc21103084][bookmark: _Toc29233421][bookmark: _Toc29462026][bookmark: _Toc36158003]7.1.1.1.16	Random access procedure / Redcap UE identification / Msg3-based / CCCH1
7.1.1.1.16.1	Test Purpose (TP)
(1)
with { UE supporting Redcap and in NR RRC_Inactive state }
ensure that {
  when { UE starts Random Access procedure }
    then { the UE uses the Redcap specific LCID in Mag3}
            }

7.1.1.1.16.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 38.321, clause 6.2.1 and TS38.331,clause 5.3.13.3. Unless otherwise stated these are Rel-17 requirements.
[TS 38.321, clause 6.2.1]
Table 6.2.1-2 Values of LCID for UL-SCH
	Codepoint/Index
	LCID values

	0
	CCCH of size 64 bits (referred to as "CCCH1" in TS 38.331 [5]), except for a RedCap UE

	1–32
	Identity of the logical channel of DCCH and DTCH

	33
	Extended logical channel ID field (two-octet eLCID field)

	34
	Extended logical channel ID field (one-octet eLCID field)

	35
	CCCH of size 48 bits (referred to as "CCCH" in TS 38.331 [5]) for a RedCap UE 

	36
	CCCH of size 64 bits (referred to as "CCCH1" in TS 38.331 [5]) for a RedCap UE

	37–42
	Reserved

	43
	Truncated Enhanced BFR (one octet Ci)

	44
	Timing Advance Report

	45
	Truncated Sidelink BSR

	46
	Sidelink BSR

	47
	Reserved

	48
	LBT failure (four octets)

	49
	LBT failure (one octet)

	50
	BFR (one octet Ci)

	51
	Truncated BFR (one octet Ci)

	52
	CCCH of size 48 bits (referred to as "CCCH" in TS 38.331 [5]), except for a RedCap UE

	53
	Recommended bit rate query

	54
	Multiple Entry PHR (four octets Ci)

	55
	Configured Grant Confirmation

	56
	Multiple Entry PHR (one octet Ci)

	57
	Single Entry PHR

	58
	C-RNTI

	59
	Short Truncated BSR

	60
	Long Truncated BSR

	61
	Short BSR

	62
	Long BSR

	63
	Padding



[TS 38.331, clause 5.3.13.3]
The UE shall set the contents of RRCResumeRequest or RRCResumeRequest1 message as follows:
1>	if field useFullResumeID is signalled in SIB1:
2>	select RRCResumeRequest1 as the message to use;
2>	set the resumeIdentity to the stored fullI-RNTI value;

7.1.1.1.16.3	Test description
7.1.1.1.16.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1.
UE:
-	None
Preamble:
-	The UE is in 2N-A state on NR Cell 1 using generic procedure parameter Connectivity (NR) and Test loop function(Off) according to TS 38.508-1 [4].
7.1.1.1.16.3.2	Test procedure sequence
Table 7.1.1.1.16.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes the SIB1 of NR Cell 1 to set the useFullResumeID to True.
	-
	-
	-
	-

	2
	The SS transmits a Short message on PDCCH using P-RNTI indicating a systemInfoModification.
	<--
	PDCCH (DCI 1_0): Short Message
	-
	-

	3
	Wait for 2.1* modification period second for the UE to receive new system information.
(Note 1)
	-
	-
	-
	-

	4
	The SS transmits a Paging message including a matched identity (correct fullI-RNTI).
	<--
	NR : Paging
	-
	-

	5
	Check: Does the UE transmit an RRCResumeRequest1 message by setting LCID to 36?
	-->
	NR : RRCResumeRequest1
	1
	P

	6
	The SS transmits an RRCResume message.
	<--
	NR : RRCResume
	-
	-

	7
	The UE transmits an RRCResumeComplete message.
	-->
	NR : RRCResumeComplete
	-
	-

	Note 1:	The modification period, expressed in number of radio frames = modificationPeriodCoeff * defaultPagingCycle.



7.1.1.1.16.3.3	Specific message contents
Table 7.1.1.1.16.3.3-1: SIB1 (step 1, Table 7.1.1.1.16.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  useFullResumeID
	true
	
	

	}
	
	
	



Table 7.1.1.1.16.3.3-2: Paging (step 4, Table 7.1.1.1.16.3.2-1)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-9 with condition NR_RRC_RESUME


<End of modified section 1>
