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4.6.3	Radio resource control information elements
<Contents skipped>
<Start of Changes>
–	PDCCH-ConfigCommon
Table 4.6.3-96: PDCCH-ConfigCommon
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCCH-ConfigCommon ::= SEQUENCE {
	
	
	

	  controlResourceSetZero
	ControlResourceSetZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB, BWP-Id1

	  commonControlResourceSet
	ControlResourceSet
	
	EN-DC

	
	Not present
	
	

	  searchSpaceZero
	SearchSpaceZero
	Initial BWP
	

	
	Not present
	
	SCell_Add
InitialBWP_SIB, BWP-Id1

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	2 entries
	
	

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	    SearchSpace[2]
	SearchSpace with condition SISS
	entry 2
	

	  }
	
	
	

	  commonSearchSpaceList SEQUENCE (SIZE (1..4)) OF SearchSpace {
	1 entry
	
	EN-DC

	    SearchSpace[1]
	SearchSpace with condition CSS
	entry 1
	

	  }
	
	
	

	  commonSearchSpaceList
	Not present
	
	SCell_Add

	  searchSpaceSIB1
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  searchSpaceOtherSystemInformation
	SearchSpaceId with condition SISS
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  pagingSearchSpace
	0
	
	

	
	Not present
	
	EN-DC, SCell_Add

	  ra-SearchSpace
	SearchSpaceId with condition CSS
	
	

	
	Not present
	
	SCell_Add

	  firstPDCCH-MonitoringOccasionOfPO
	Not present
	
	

	  commonSearchSpaceListExt-r16
	Not present
	
	

	  sdt-SearchSpace-r17
	Not present
	
	

	  sdt-SearchSpace-r17 CHOICE {
	
	
	SDT

	    existingSearchSpace
	SearchSpaceId with condition CSS
	
	

	  }
	
	
	

	  searchSpaceMCCH-r17
	Not present
	
	

	  searchSpaceMTCH-r17
	Not present
	
	

	  commonSearchSpaceListExt2-r17
	Not present
	
	

	  firstPDCCH-MonitoringOccasionOfPO-v1710
	Not present
	
	

	  pei-ConfigBWP-r17
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to EPC

	SCell_Add
	Add Scell

	InitialBWP_SIB
	Configured via DownlinkConfigCommonSIB

	BWP-Id1
	Additional BWP 1

	SDT
	For SDT test cases 
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