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<Start of Changes>
4.6.3	Radio resource control information elements
<Unchanged Skipped>
P-Max
[bookmark: _GoBack]NOTE:	Exceptions in clause 5.4.1 shall be appied for RF test cases. 
Table 4.6.3-89: P-Max
	Derivation Path: TS 38.331 [6], clause 6.3.2

	[bookmark: _Hlk64980554]Information Element
	Value/remark
	Comment
	Condition

	P-Max
	23
	
	NR OR (EN-DC AND pc_dynamicPowerSharing)

	
	20
	
	EN-DC AND (NOT pc_dynamicPowerSharing)



	Condition
	Explanation

	NR
	NR connected to 5GC

	EN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to EPC



[bookmark: _Toc21354188][bookmark: _Toc27749828]< Unchanged Skipped >
5.4.1	Radio resource control information elements
As defined in clause 4.6.3 with the following exceptions:
For Tx test cases in which Power Class 3 UEs verifying Power Class 3 requirements, refer to Table 5.4.1-1; For Tx test cases in which Power Class 2 UEs verifying Power Class 2 requirements, refer to Table 5.4.1-2.
[bookmark: _Hlk44513694]Table 5.4.1-1: P-Max-PC3
	Derivation Path: Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	Not present
	
	SA

	
	23
	
	EN-DC



Table 5.4.1-2: P-Max-PC2
	Derivation Path: Table 4.6.3-89

	Information Element
	Value/remark
	Comment
	Condition

	P-Max
	Not present
	
	SA

	
	26
	
	EN-DC



	Condition
	Explanation

	SA
	NR standalone RF tests cases

	EN-DC
	[bookmark: OLE_LINK13][bookmark: OLE_LINK14]EN-DC RF tests cases specified in 38.521-3



< End of Changes >

