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6.2.3.3	Minimum conformance requirements
[bookmark: _Hlk525762051][bookmark: _Toc92802638]6.2.3.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field additionalSpectrumEmission. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR frequency band number of the applicable operating band (the IE field freqBandIndicatorNR) and an associated value of additionalSpectrumEmission in the relevant RRC information elements.
To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in subclause 6.2.1.1.3. Unless stated otherwise, an A-MPR of 0 dB shall be used. 
Table 6.2.3.3.1-1 specifies the additional requirements with their associated network signalling values and the allowed A-MPR and applicable operating band(s) for each NS value. The mapping of NR frequency band numbers and values of the additionalSpectrumEmission to network signalling labels is specified in Table 6.2.3.3.1-2. Unless otherwise stated, the allowed total back off is maximum of A-MPR and MPR specified in subclause 6.2.2. 
[bookmark: _Hlk516051685]Table 6.2.3.3.1-1: Additional maximum power reduction (A-MPR)
	Network Signalling label
	Requirements (subclause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_200
	
	
	
	
	N/A

	NS_201
(NOTE 1)
	6.5.3.3.3
	n258
	
	
	6.2.3.3.2

	NS_202
	6.5.3.3.3
	n257, n258
	50, 100, 200, 400
	Table 5.3.2-1
	6.2.3.3.3

	NS_203
	6.5.3.3.3
	n258
	50, 100, 200, 400
	Table 5.3.2-1
	6.2.3.3.4

	NOTE 1:	NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.



Table 6.2.3.3.1-2: Mapping of Network Signalling label
	NR Band
	Value of additionalSpectrumEmission
(NOTE 1)

	
	0
	1
	2
	3
	4
	5
	6
	7

	n257
	NS_200
	NS_202
	
	
	
	
	
	

	n258
	NS_200
	NS_2012
	NS_202
	NS_203
	
	
	
	

	n260
	NS_200
	
	
	
	
	
	
	

	n261
	NS_200
	
	
	
	
	
	
	

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in sub-clause 6.3.2 of TS 38.331 [19].
NOTE 2:	NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.



The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.3.1.
[bookmark: _Toc76557578][bookmark: _Toc84435470][bookmark: _Toc92802639]6.2.3.3.2	Void
6.2.3.3.2.1	Void
6.2.3.3.2.2	Void
6.2.3.3.2.3	Void

<<< Start of Change-1 >>>
[bookmark: _Toc76557579][bookmark: _Toc84435471][bookmark: _Toc92802640]6.2.3.3.3	A-MPR for NS_202
6.2.3.3.3.1	A-MPR for NS_202 for power class 1
For power class 1, A-MPR for NS_202 shall be 11.0 dB.
6.2.3.3.3.2	A-MPR for NS_202 for power class 2
For power class 2, A-MPR for NS_202 specified in clause 6.2.3.3.3.3 applies.
6.2.3.3.3.3	A-MPR for NS_202 for power class 3
For power class 3, A-MPR for NS_202 shall be 1.0 dB.
6.2.3.3.3.4	A-MPR for NS_202 for power class 4
For power class 4, A-MPR for NS_202 specified in clause 6.2.3.3.3.3 applies.
The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.3.3.
6.2.3.3.3.5	
[bookmark: _Toc67925878][bookmark: _Toc75273516][bookmark: _Toc76510416][bookmark: _Toc83129569][bookmark: _Toc90591102]6.2.3.3.3.6 	A-MPR for NS_202 for power class 6
For power class 6, A-MPR for NS_202 specified in clause 6.2.3.3.3.3 applies.
<<< End of Change-1>>>

<<< Start of Change-2 >>>
[bookmark: _Toc76557580][bookmark: _Toc84435472][bookmark: _Toc92802641][bookmark: _Toc83129575][bookmark: _Toc90591108]6.2.3.3.4	A-MPR for NS_203
6.2.3.3.4.1	A-MPR for NS_203 for power class 1
[bookmark: _Hlk31031390]For power class 1, A-MPR for NS_203 shall be 3.0 dB if Offset frequency < BWchannel, 0.0 dB otherwise. 
The Offset frequency is defined as the frequency from 24.25 GHz to the lower edge of the channel bandwidth.
6.2.3.3.4.2	A-MPR for NS_203 for power class 2
For power class 2, A-MPR for NS_203 specified in clause 6.2.3.3.4.3 applies.
6.2.3.3.4.3	A-MPR for NS_203 for power class 3
For power class 3, A-MPR for NS_203 shall be 0 dB.
6.2.3.3.4.4	A-MPR for NS_203 for power class 4
For power class 4, A-MPR for NS_203 specified in clause 6.2.3.3.4.3 applies.
The normative reference for this requirement is TS 38.101-2 [3] clause 6.2.3.4.
6.2.3.3.4.5 

6.2.3.3.4.6	A-MPR for NS_203 for power class 6
For power class 6, AMPR for NS_203 specified in subclause 6.2.3.3.4.3 applies.

<<< End of Change-2 >>>
