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	Reason for change:
	RAN4 specified intra-band contiguous PC2 requirements in Rel-17, which needs to be introduced into RAN5.
Current TP analysis of MPR for intra-band contigous CA only considers PC3, which needs to be updated to capture PC2.

	
	

	Summary of change:
	  Updating TP analysis of MPR for intra-band contigous CA to add PC2.

	 
	

	Consequences if not approved:
	The TP analysis is not documented.
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[bookmark: _Toc59039977][bookmark: _Toc68073916][bookmark: _Toc75371777][bookmark: _Toc83727845][bookmark: _Toc100005945][bookmark: _Toc106703492]4.1.1.1	FR1 single carrier, NR CA and UL MIMO test cases
This clause contains information on test point analysis and test point selection for single carrier, NR CA and UL MIMO test cases in [2] clause 6 and 7 with information about transmitting test point selection for FR1 listed in table 4.1.1.1-1 and receiver test point selection in table 4.1.1.1-2.
Table 4.1.1.1-1: NR UE transmitter test point selection for FR1
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2.1	UE maximum output power
	540
	“38.521-1_TPanalysis_6.2.1_MaxOP_v3.zip”
	RAN5#89-e

	6.2.2	Maximum Output Power Reduction (MPR)
	contiguous allocation: 920 (10401,10002,3)
almost contiguous allocation: 120
	”38.521-1_TPanalysis_6.2.2_MPR_6.5.2.2_SEM_6.5.2.4.1_NR_ACLR_v4.zip”
	RAN5#95-e

	6.2.3	UE A-MPR
	See clause 4.1.2.1
	See clause 4.1.2.1
	See clause 4.1.2.1

	6.2.4	Configured Transmitted Power
	30
	“38.521-1_TPanalysis_6.2.4_ConfigTP_v1.zip”
	RAN5#91-e

	6.2A.1.1	UE maximum output power for CA (2UL CA)
	240
	“38.521-1_TPanalysis_6.2A.1_MOP”
	RAN5#83

	6.2A.2.1	Maximum power reduction (MPR) for CA (2UL CA)
	For inter-band CA:1440
For intra-band contiguous CA: 720 (contiguous RB allocation)
720 (non-contiguous RB allocation)
For intra-band non-contiguous CA: 2520
	“38.521-1_TPanalysis_6.2A.2_MPR_v32.zip”
	RAN5#964-e

	6.2A.4	Configured transmitted power for CA
	Inter-band CA:20
Intra-band contiguous CA (contiguous RB allocation): 20
	“38.521-1_TPanalysis_6.2A.4_ConfigTP_v1.zip”
	RAN5#88-e

	6.2C.1	Configured UE transmitted Output Power
	270
	“38.521-1_TPanalysis_6.2C.1_ConfigOPSUL.zip”
	RAN5#80



<End of Changes >

Adding following zip files:
 “38.521-1_TPanalysis_6.2A.2_MPR_v3.zip”

Removing following zip files:
 “38.521-1_TPanalysis_6.2A.2_MPR_v2.zip”

