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<< Unchanged sections omitted >>
6.2B.1.4.1.3	Minimum conformance requirements
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.2 and 6.2.2A of TS 36.101 [10] and for NR single carrier and CA operation specified in subclause 6.2.1, 6.2A.1, and 6.2D.1 of TS 38.101-2 [9] apply.
No exception requirements applicable to NR or LTEE-UTRA. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.4.
<< Unchanged sections omitted >>
6.2B.1.4.2.3	Minimum conformance requirements
UE maximum output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.2 and 6.2.2A of TS 36.101 [10] and for NR single carrier and CA operation specified in subclause 6.2.1, 6.2A.1, and 6.2D.1 of TS 38.101-2 [9] apply. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.1.4.
<< Unchanged sections omitted >>
6.2B.1.4D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2D.1 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.2B.1.4.
<< Unchanged sections omitted >>
6.2B.2.3.3	Minimum conformance requirements
For inter-band EN-DC between E-UTRA and FR1 NR, UE maximum output power reduction specified in TS 36.101 [5] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.2.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc100094011]6.2B.2.3a	UE Maximum Output Power reduction for Inter-Band NE-DC within FR1 (1 NR CC)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier in this test case are tested in 6.2.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.2.3 and 6.2.3A of TS 36.521-1 [10]. Neither NR carrier nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc27475635]6.2B.2.4.3	Minimum conformance requirements
UE maximum output power reduction requirement for E-UTRA single carrier and CA operation specified in clauses 6.2.3 and 6.2.3A of TS 36.101[5] and for NR single carrier and CA operation specified in clauses 6.2.2, 6.2A.2, and 6.2D.2 of TS 38.101-2 [3] apply.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.2.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc27475655]6.2B.3.3.3	Minimum conformance requirements
For inter-band EN-DC between E-UTRA and FR1 NR, UE additional maximum output power reduction specified in TS 36.101 [5] and TS 38.101-1 [2] apply for E-UTRA and NR respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.3.3. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied
<< Unchanged sections omitted >>
6.2B.3.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.2.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.

<< Unchanged sections omitted >>
6.2B.4.1.4.3	Minimum conformance requirements
UE configured output power requirement for E-UTRA single carrier and CA operation specified in subclauses 6.2.5 and 6.2.5A of [10] and for NR single carrier and CA operation specified in subclause 6.2.4, 6.2A.4 and 6.2D.4 of [9] apply.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.2B.4.1.4.
<< Unchanged sections omitted >>
6.3B.1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.
<< Unchanged sections omitted >>
6.3B.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
6.3B.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.1.
<< Unchanged sections omitted >>
6.3B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
6.3B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
6.3B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
6.3B.1.4D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3D.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
[bookmark: _Toc27475692]6.3B.2.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
6.3B.2.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.2.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
6.3B.2.4D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3D.2.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
[bookmark: _Toc27475700]6.3B.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475705]6.3B.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
[bookmark: _Toc27475711]6.3B.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-1 [8] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE.LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
<< Unchanged sections omitted >>
6.3B.3.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.2.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
6.3B.3.4D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3D.3.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.3B.
<< Unchanged sections omitted >>
6.3B.4.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.4.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.4.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.4.3 in TS 38.521-1 [8] for the NR carrier. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.4.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.4.3 in TS 38.521-1 [8] for the NR carrier. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.4.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.3.4.3 in TS 38.521-2 [9] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.2.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.2.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.2.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.2.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4.3.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.3B.8.3.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.3.4.4.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.1.1.3	Minimum conformance requirements
For intra-band contiguous EN-DC, the requirement shall apply on each component carrier as defined in clause 6.5.1 in TS 38.101-3 [4] and in clause 6.4.1 in TS 38.101-1 [2], respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.4B.1.1.
<< Unchanged sections omitted >>
6.4B.1.2.3	Minimum conformance requirements
For intra-band non-contiguous EN-DC, the requirement shall apply on each component carrier as defined in clause 6.5.1 in TS 38.101-3 [4] and in clause 6.4.1 in TS 38.101-1 [2], respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.4B.1.2.
<< Unchanged sections omitted >>
6.4B.1.3.3	Minimum conformance requirements
For inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.5.1 in TS 36.101 [5] and in clause 6.4.1 in TS 38.101-1 [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in clauses 6.5.1A in TS 36.101 [5] apply for those component carriers, and if multiple component carriers are assigned to one NR band, the requirements in clauses 6.4A.1 in TS 38.101-1 [2] apply for those component carriers.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.4B.1.3.
<< Unchanged sections omitted >>
[bookmark: _Toc85051438][bookmark: _Toc90493456][bookmark: _Toc90494096][bookmark: _Toc100094125]6.4B.1.3a	Frequency Error for inter-band NE-DC within FR1
No exception requirements applicable to E-UTRANR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.4.1 and 6.4A.1 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.5.1 and 6.5.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
6.4B.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.
<< Unchanged sections omitted >>
6.4B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.4B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.4B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.4B.1.4D.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
Same minimum conformance requirements as in clause 6.4D.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.1.1.3	Minimum conformance requirements
For the intra-band contiguous EN-DC with one component carrier per CG the EVM requirement applies with PRB allocation in one of the CG and the other CG unallocated.
The EVM requirements for each CG are according to clause 6.5.2 of TS 36.101 [5] for the MCG and clause 6.4.2 of TS 38.101-1 [2] for the SCG with EN-DC configured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.1.1.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.1.2.3	Minimum conformance requirements
The carrier leakage requirements for each CG are according to clause 6.5.2 of TS 36.101 [5] for the MCG and clause 6.4.2 of TS 38.101-1 [2] for the SCG with EN-DC configured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.1.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.4.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.2.1.3	Minimum conformance requirements
For the intra-band non-contiguous EN-DC with one component carrier per CG the EVM requirement applies with PRB allocation in one of the CG and the other CG unallocated.
The EVM requirements for each CG are according to clause 6.5.2.1 of TS 36.101 [5] for the MCG and clause 6.4.2.1.3 of TS 38.521-1 [8] for the SCG with EN-DC configured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.2.1.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.2.2.3	Minimum conformance requirements
The carrier leakage requirements for each CG are according to clause 6.5.2.2 of TS 36.101 [5] for the MCG and clause 6.4.2.2.3 of TS 38.521-1 [8] for the SCG with EN-DC configured and PRB allocation only in the CG being measured.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.2.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.2.3.3	Minimum conformance requirements

For the MCG the in-band emission requirements in Table 6.5.2A.3.1-1 and Table 6.5.2A.3.1-2 in TS 36.101 [5] apply within the transmission bandwidth configuration of the MCG with the carriers of both CGs active and one single contiguous PRB allocation of bandwidth  within the MCG at the edge of the transmission bandwidth configuration.

For the SCG the in-band emission requirements in Table 6.4.2.3-1 TS 38.101-1 [2]] apply within the transmission bandwidth configuration of the SCG with the carriers of both CGs active and one single contiguous PRB allocation of bandwidth  within the SCG at the edge of the transmission bandwidth configuration.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.2.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.2.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.4.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.2.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.3.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.3.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.4.3 in TS 38.521-1 [8] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051460][bookmark: _Toc90493479][bookmark: _Toc90494119][bookmark: _Toc100094149]6.4B.2.3a.1	Error Vector Magnitude for inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested covered in 6.4.2.1 and 6.4A.2.1 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.5.2.1 and  6.5.2A.1 of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
[bookmark: _Toc85051461][bookmark: _Toc90493480][bookmark: _Toc90494120][bookmark: _Toc100094150]6.4B.2.3a.2	Carrier Leakage for inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.4.2.2 and 6.4A.2.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.5.2.2 and 6.5.2A.2 of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc85051462][bookmark: _Toc90493481][bookmark: _Toc90494121][bookmark: _Toc100094151]6.4B.2.3a.3	In-band Emissions for inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.4.2.3 and 6.4A.2.3 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.5.2 and 6.5.2A.3 of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
[bookmark: _Toc100094152][bookmark: _Toc36648976][bookmark: _Toc67953987][bookmark: _Toc68784970][bookmark: _Toc29807262][bookmark: _Toc52353164][bookmark: _Toc21351680][bookmark: _Toc45892750][bookmark: _Toc45892340][bookmark: _Toc53174987][bookmark: _Toc36651701][bookmark: _Toc76736930][bookmark: _Toc77241847][bookmark: _Toc83909744][bookmark: _Toc77241342][bookmark: _Toc61378797][bookmark: _Toc37256635][bookmark: _Toc37256976][bookmark: _Toc45890706][bookmark: _Toc61378322][bookmark: _Toc83743223][bookmark: _Toc91071711][bookmark: _Toc45891930][bookmark: _Toc68733654]6.4B.2.3a.4	EVM Equalizer Flatness for inter-band NE-DC within FR1 (1 NR CC)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier in this test case are tested in 6.4.2.4 and 6.4.2.5 of TS 38.521-1 [8], and the requirements for LTE carrier in this test case are tested in 6.5.2.4 of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.4B.2.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.4B.2.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.4.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.4B.2.4.1D.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4D.2.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.4D.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], TS 38.101-1 [2] and TS 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4D.2.4.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.2.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4.2.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied
<< Unchanged sections omitted >>
6.4B.2.4.2D.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], 38.101-1 [2] and 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4D.2.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied
<< Unchanged sections omitted >>
6.4B.2.4.3.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], TS 38.101-1 [2] and TS 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4.2.3.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.3D.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], TS 38.101-1 [2] and TS 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4D.2.3.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.4.3	Minimum conformance requirements
For inter-band EN-DC including FR2 or both FR1 and FR2, transmit modulation quality for EN-DC operations in FR1 and FR2 as specified in TS 36.101 [5], TS 38.101-1 [2] and TS 38.101-2 [3] apply for E-UTRA, NR FR1 and NR FR2 respectively.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4.2.4.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.4B.2.4.5.3	Minimum conformance requirements
Transmit modulation quality requirement for E-UTRA single carrier and CA operation specified in clauses 6.5.2 and 6.5.2A of TS 36.101 [4] and for NR single carrier, CA operation and UL-MIMO specified in clause 6.4.2, 6.4A.2 and 6.4D.2 of TS 38.101-2 [3] apply.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
Same minimum conformance requirements as in clause 6.4.2.5.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.1.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
<< Unchanged sections omitted >>
6.5B.1.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
<< Unchanged sections omitted >>
6.5B.1.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.1.
<< Unchanged sections omitted >>
6.5B.1.4D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5D.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.2.2.2.3	Minimum conformance requirements
The spectral emission mask for intra-band non-contiguous EN-DC is a composite of the emission mask for each CC with the level set to the maximum value from each mask for each frequency outside of the transmission bandwidth of either carrier. A composite spectrum emission mask is a combination of individual CC spectrum emissions masks. Where two masks overlap the most relaxed limit is used. Composite spectrum emission mask applies to frequencies up to  ΔfOOB starting from the edges of the sub-blocks. If for some frequency an individual CC spectrum emission mask overlaps with the bandwidth of another CC then the emission mask does not apply for that frequency.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.2.2.
No exception requirements applicable to NR or E-UTRALTE when Wgap > NR ΔfOOB + E-UTRA ΔfOOB. LTE anchor agnostic approach is applied when Wgap > NR ΔfOOB + E-UTRA ΔfOOB.
Exception requirements for both NR and E-UTRA are defined for this test when Wgap < NR ΔfOOB + E-UTRA ΔfOOB and therefore LTE anchor agnostic approach is not applied when Wgap < NR ΔfOOB + E-UTRA ΔfOOB.
<< Unchanged sections omitted >>
6.5B.2.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.2.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.2.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.2.3.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.4.1.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied
<< Unchanged sections omitted >>
6.5B.2.3.3.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.4.2.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.2.3. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied
<< Unchanged sections omitted >>
[bookmark: _Toc85051514][bookmark: _Toc90493533][bookmark: _Toc90494173][bookmark: _Toc100094212]6.5B.2.3a.1	Spectrum emissions mask for Inter-band NE-DC within FR1
No exception requirements applicable to NR or LTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.2.2 and 6.5A.2.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.2.1 and 6.6.2.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc85051515][bookmark: _Toc90493534][bookmark: _Toc90494174][bookmark: _Toc100094213]6.5B.2.3a.2	Additional Spectrum emissions mask for Inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.2.3 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.2.2 and 6.6.2.2A  of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc85051516][bookmark: _Toc90493535][bookmark: _Toc90494175][bookmark: _Toc100094214]6.5B.2.3a.3	Adjacent channel leakage ratio for inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.2.4 and 6.5A.2.4 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.2.3 and 6.6.2.3A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc27475791]6.5B.2.4.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.2.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.5B.2.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.5B.2.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.1.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.1.4.
<< Unchanged sections omitted >>
6.5B.2.4.1D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5D.2.1 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.2B.2.4.
<< Unchanged sections omitted >>
[bookmark: _Toc27475801]6.5B.2.4.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.2.4.3_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.5B.2.4.3_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.5B.2.4.3_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.2.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.2.4.
<< Unchanged sections omitted >>
6.5B.2.4D.3.2	Test applicability
This test case applies to all types of E-UTRA UE release 15 and forward, supporting inter-band EN-DC FR2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
6.5B.2.4D.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5D.2.2 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.2B.2.4.
<< Unchanged sections omitted >>
[bookmark: _Hlk521503976]6.5B.3.1.1.3	Minimum conformance requirements
The general spurious emissions requirements specified in clause 6.6.3.1 of TS 36.101 [5] and clause 6.5.3.1 of TS 38.101-1 [2] apply beyond any frequencies for which the out-of-band emissions requirements in clause 6.5B.2.1 of TS 38.101-3 [4] apply.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.1.1. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
6.5B.3.2.1.3	Minimum conformance requirements
The general spurious emissions requirements specified in clause 6.6.3.1 of TS 36.521-1 [10] and clause 6.5.3.1 of TS 38.521-1 [8] apply beyond any frequencies for which the out-of-band emissions requirements in clause 6.5B.2.2 of TS 38.101-3 [4] apply. If for some frequency an individual CC spurious emission requirement overlaps with the general spectrum emission mask or the bandwidth of another CC then it does not apply.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.2.1.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051537][bookmark: _Toc90493556][bookmark: _Toc90494196][bookmark: _Toc100094236]6.5B.3.3a.1	General Spurious Emissions for Inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.3.1 and 6.5A.3.1 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.6.3.1 and 6.6.3.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
6.5B.3.4.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.1_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.1_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.1_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.1D.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5D.3.1 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.5B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.2.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.4.1.
<< Unchanged sections omitted >>
6.5B.3.4.2_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.2 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.2.
<< Unchanged sections omitted >>
6.5B.3.4.2_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
<< Unchanged sections omitted >>
6.5B.3.4.2_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.4B.3.4.
<< Unchanged sections omitted >>
6.5B.4.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5.3.3.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc27475848]6.5B.5.3.3	Minimum conformance requirements
The transmit intermodulation requirement specified in clauses 6.7.1 and 6.7.1A of TS 36.101 [5] and clauses 6.5.4 and 6.5A.4 of TS 38.101-1 [2] apply for each component carrier in E-UTRA bands and NR bands, respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this measurement is TS 38.101-3 [4] clause 6.5B.5.3.
<< Unchanged sections omitted >>
[bookmark: _Toc85051555][bookmark: _Toc90493576][bookmark: _Toc90494216][bookmark: _Toc100094257]6.5B.5.3a	Transmit Intermodulation for Inter-band NE-DC within FR1
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 6.5.4 and 6.5A.4 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 6.7 and 6.7A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
6.6B.1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.6.1.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 6.6B.4.
<< Unchanged sections omitted >>
[bookmark: _Toc43977125][bookmark: _Toc52213703][bookmark: _Toc60743168]7.3B.2.3_1.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
For EN-DC combinations with no exception requirements applicable to NR or E-UTRALTE, LTE anchor agnostic approach is applied.
For EN-DC combinations with exceptional requirements, LTE anchor agnostic approach is not applied.
<< Unchanged sections omitted >>
7.3B.2.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.0.4 TS 3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.3B.2.4.
<< Unchanged sections omitted >>
7.3B.2.4_1.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.1.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.2.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.5.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.6.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.3B.2.4_1.7.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3B.2.4_1.1.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051596][bookmark: _Toc90493618][bookmark: _Toc90494258][bookmark: _Toc100094299]7.3B.2.4D	Reference sensitivity for inter-band EN-DC including FR2 for UL MIMO
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach can be applied and only NR carriers need to be tested.
No test case details are specified. Given UE’s Rx performance would not be impacted by the Tx configuration in NR FR2 TDD bands, the requirements in this test case can be well covered in 7.3B.2.4 and 7.3B.2.4_1 and don’t need to be tested again.
<< Unchanged sections omitted >>
7.3B.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.3.4.3 in TS 38.521-2 [9] for the NR carrier.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
The normative reference for this requirement is TS 38.101-2 [9] clause 7.3.4.
<< Unchanged sections omitted >>
[bookmark: _Toc27475940]7.4B.3.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.4.3 in TS 38.521-1 [8] for the NR carrier.
The normative reference for this requirement is TS 38.101-3 [4] clause 7.4B.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.4B.3_1.1.3	Minimum conformance requirements
Refer to Clause 7.4B.0.2 for the intra-band non-contiguous EN-DC and Clause 7.4B.0.3 for the inter-band EN-DC within FR1 maximum input level requirement.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.4B.3_1.2.3	Minimum conformance requirements
Refer to Clause 7.4B.0.2 for the intra-band non-contiguous EN-DC and 7.4B.0.3 for the inter-band EN-DC within FR1 maximum input level requirement.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.4B.3_1.3.3	Minimum conformance requirements
Refer to Clause 7.4B.0.2 for the intra-band non-contiguous EN-DC and Clause 7.4B.0.3 for the inter-band EN-DC within FR1 maximum input level requirement.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.4B.3_1.4.3	Minimum conformance requirements
Refer to Clause 7.4B.0.2 for the intra-band non-contiguous EN-DC and Clause 7.4B.0.3 for the inter-band EN-DC within FR1 maximum input level requirement.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051632][bookmark: _Toc90493654][bookmark: _Toc90494294][bookmark: _Toc100094336]7.4B.3a	Maximum Input Level for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.4 and 7.4A of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.4 and 7.4A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
7.4B.4.3	Minimum conformance requirements
Refer to Clause 7.4B.0.4 for the inter-band EN-DC including FR2 maximum input level requirement.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc43977174][bookmark: _Toc52213754][bookmark: _Toc60743219][bookmark: _Toc68206398][bookmark: _Toc75972199][bookmark: _Toc85051639][bookmark: _Toc90493661][bookmark: _Toc90494301][bookmark: _Toc100094343]7.4B.4D	Maximum Input Level for inter-band EN-DC including FR2 for UL MIMO
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach can be applied and only NR carriers need to be tested.
No test case details are specified. Given UE’s Rx performance would not be impacted by the Tx configuration in NR FR2 TDD bands, the requirements in this test case can be well covered in 7.4B.4 and 7.4B.4_1 and don’t need to be tested again.
<< Unchanged sections omitted >>
7.5B.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.2. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.3_1.1.3	Minimum conformance requirements
The minimum conformance requirements for intra-band non-contiguous or inter-band EN-DC within FR1 are defined in clause 7.5B.0.2 and 7.5B.0.3 respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.3_1.2.3	Minimum conformance requirements
The minimum conformance requirements for intra-band non-contiguous and inter-band EN-DC within FR1 are defined in clause 7.5B.0.2 and 7.5B.0.3 respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.3_1.3.3	Minimum conformance requirements
The minimum conformance requirements for intra-band non-contiguous and inter-band EN-DC within FR1 are defined in clause 7.5B.0.2 and 7.5B.0.3 respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.3_1.4.3	Minimum conformance requirements
The minimum conformance requirements for intra-band non-contiguous and inter-band EN-DC within FR1 are defined in clause 7.5B.0.2 and 7.5B.0.3 respectively.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051661][bookmark: _Toc90493683][bookmark: _Toc90494323][bookmark: _Toc100094365]7.5B.3a	Adjacent Channel Selectivity for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.5 and 7.5A of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.5 and 7.5A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
[bookmark: _Toc27475976]7.5B.4.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.4_1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.4_1.2.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.4_1.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.5B.4_1.4.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.5B.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc60743245][bookmark: _Toc68206424][bookmark: _Toc75972227][bookmark: _Toc85051668][bookmark: _Toc90493690][bookmark: _Toc90494330][bookmark: _Toc100094372]7.5B.4D	Adjacent Channel Selectivity for inter-band EN-DC including FR2 for UL MIMO
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach can be applied and only NR carriers need to be tested.
No test case details are specified. Given UE’s Rx performance would not be impacted by the Tx configuration in NR FR2 TDD bands, the requirements in this test case can be well covered in 7.5B.4 and 7.5B.4_1 and don’t need to be tested again.
<< Unchanged sections omitted >>
7.6B.2.2.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.2.0.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.2.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.2.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.2.3_1.1.3	Minimum Conformance Requirements
For intra-band contiguous EN-DC within FR1 with 3 DL CCs: The minimum conformance requirements are defined in clause 7.6 B.2.0.1. Exception requirements for both NR and E-UTRA are defined and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
For inter-band EN-DC within FR1 with 3 DL CCs (2NR DL CCs): The minimum conformance requirements are defined in clause 7.6B.2.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.2.3_1.2.3	Minimum Conformance Requirements
For intra-band contiguous EN-DC within FR1 with 4 DL CCs: The minimum conformance requirements are defined in clause 7.6 B.2.0.1. Exception requirements for both NR and E-UTRA are defined and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
For inter-band EN-DC within FR1 with 4 DL CCs (3NR DL CCs): The minimum conformance requirements are defined in clause 7.6B.2.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.2.3_1.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.2.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051691][bookmark: _Toc90493713][bookmark: _Toc90494353][bookmark: _Toc100094395]7.6B.2.3a	In-band blocking for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.6.2 and 7.6A.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.6.1 and 7.6.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
7.6B.2.4.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.2.0.4.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc60743278][bookmark: _Toc68206453][bookmark: _Toc75972256][bookmark: _Toc85051698][bookmark: _Toc90493720][bookmark: _Toc90494360][bookmark: _Toc100094402]7.6B.2.4D	Inband blocking for inter-band EN-DC including FR2 for UL MIMO
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach can be applied and only NR carriers need to be tested.
No test case details are specified. Given UE’s Rx performance would not be impacted by the Tx configuration in NR FR2 TDD bands, the requirements in this test case can be well covered in clauses 7.6B.2.4 and 7.6B.2.4_1, and don’t  need to be tested again.
<< Unchanged sections omitted >>
7.6B.3.2.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.3.0.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.4.2.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.4.0.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.4.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.4.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.4.3_1.1.3	Minimum Conformance Requirements
For intra-band contiguous EN-DC within FR1 with 3 DL CCs: The minimum conformance requirements are defined in clause 7.6B.4.0.1. Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
For inter-band EN-DC within FR1 with 3 DL CCs (2NR DL CCs): The minimum conformance requirements are defined in clause 7.6B.4.0.3. No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.4.3_1.2.3	Minimum Conformance Requirements
For intra-band contiguous EN-DC within FR1 with 4 DL CCs: The minimum conformance requirements are defined in clause 7.6B.4.0.1. Exception requirements for both NR and E-UTRA are defined for this test and therefore LTE anchor agnostic approach is not applied. E-UTRA test point analysis is included and E-UTRA measurements are performed.
For inter-band EN-DC within FR1 with 4 DL CCs (3NR DL CCs): The minimum conformance requirements are defined in clause 7.6B.4.0.3. No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.6B.4.3_1.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.6B.4.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051731][bookmark: _Toc90493753][bookmark: _Toc90494393][bookmark: _Toc100094435]7.6B.4.3a	Narrow band blocking for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.6.4 and 7.6A.4 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.6.3 and 7.6.3A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
7.7B.2.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.7B.0.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.8B.2.2.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.8B.2.0.2.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.8B.2.3.3	Minimum Conformance Requirements
The minimum conformance requirements are defined in clause 7.8B.2.0.3.
No exception requirements applicable to NR or LTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc68206520][bookmark: _Toc75972323][bookmark: _Toc85051766][bookmark: _Toc90493788][bookmark: _Toc90494428][bookmark: _Toc100094477]7.8B.2.3a	Wideband Intermodulation for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.8.2 and 7.8A.2 of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.8.1 and 7.8.1A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
7.9B.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.9B.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.9B.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.9B.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
7.9B.3_1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.9B.0.3.
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied.
<< Unchanged sections omitted >>
[bookmark: _Toc85051781][bookmark: _Toc90493803][bookmark: _Toc90494443][bookmark: _Toc100094496]7.9B.3a	Spurious Emissions for inter-band NE-DC within FR1 (2 CCs)
No exception requirements applicable to NR or E-UTRALTE.
No test case details are specified. The requirements for NR carrier(s) in this test case are tested in 7.9 and 7.9A of TS 38.521-1 [8], and the requirements for LTE carrier(s) in this test case are tested in 7.9 and 7.9A of TS 36.521-1 [10]. Neither NR carrier(s) nor LTE carrier(s) needs to be tested again.
<< Unchanged sections omitted >>
7.9B.4.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.9.3 in TS 38.521-2 [9] for the NR carrier. 
No exception requirements applicable to NR or E-UTRALTE. LTE anchor agnostic approach is applied. 
The normative reference for this requirement is TS 38.101-3 [4] clause 7.9B.4.
[bookmark: _GoBack]<< End of changes >>
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