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4.2	Applicabilities for test cases specified in TS 34.229-5
Table 4.2: Applicability of TS 34.229-5 tests
	Clause
	Title
	Release
	Applicability
	Comments

	Registration

	6.1
	Initial Registration / 5GS
	Rel-15
	C01
	UE supports NR (see Note 1 below)


<SKIP TO MODIFIED SECTION>
	10.1
	Emergency Call with emergency registration / Success / Location information available / 5GS
	Rel-15
	C12
	UE supports NR and emergency services in NR connected to 5GCN and is capable of obtaining location information

	10.2
	Emergency Call with emergency registration / Success / Location information not available / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.3
	Emergency call with emergency registration / Emergency SIP signalling and media in parallel with another ongoing IM CN subsystem signalling and media / 5GS
	Rel-15
	C40
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN and preconditions and Communication Hold during emergency call 

	10.4
	Non-UE detectable emergency call / IM CN sends a 1xx response / UE geographical location information available or not / 5GS
	Rel-15
	C41
	UE supports NR and MTSI and MTSI speech and preconditions and emergency services in NR connected to 5GCN

	10.6
	Non-UE detectable emergency call / IM CN sends 380 with an Alternative Service / Previous emergency IMS registration not expired / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.7
	Emergency call without emergency registration / UE does not contain an ISIM or USIM / 5GS
	Rel-15
	C39Cxx
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN and no USIM test execution

	10.8
	Emergency call without emergency registration / UE contains an ISIM or USIM / UE is in state 5GMM-REGISTERED.LIMITED-SERVICE / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.9
	Emergency call without emergency registration / UE credentials are not accepted / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.10
	Emergency call without emergency registration / Failure of registration / Rejected by 403 (Forbidden) / 5GS
	Rel-15
	C39
	UE supportsNR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.11
	New initial emergency registration after obtaining new IP address different than the IP address / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.12
	User-initiated emergency reregistration / UE has emergency related ongoing dialog / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.13
	User-initiated emergency reregistration / User initiates an emergency call / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.14
	In parallel emergency and non-emergency registrations / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	10.15
	Deregistration upon emergency registration expiration / 5GS
	Rel-15
	C39
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN

	eCall over IMS

	11.1
	eCall over IMS / Manual initiation / Normal registration / Emergency registration / Success / 200 OK with ACK / 5GS
	Rel-16
	C42
	UE supports MTSI and MTSI speech and IMS eCall type of emergency services over 5GS and Manual type of eCall (NOTE 2)

	11.2
	eCall over IMS / Automatic initiation / Normal registration / Emergency registration / Success / 200 OK with ACK / 5GS
	Rel-16
	C43
	UE supports MTSI and MTSI speech and IMS eCall type of emergency services over 5GS and Automatic type of eCall (NOTE 2)

	11.4
	eCall over IMS / Manual initiation / MSD transfer and 200 OK with ACK / SIP INFO for MSD Update / Success / 5GS
	Rel-16
	C42
	UE supports MTSI and MTSI speech and IMS eCall type of emergency services over 5GS and Manual type of eCall (NOTE 2)

	11.5
	eCall over IMS / Automatic initiation / MSD transfer and 200 OK with ACK / SIP INFO request for MSD Update / Success / 5GS
	Rel-16
	C43
	UE supports and MTSI and MTSI speech and IMS eCall type of emergency services over 5GS and Automatic type of eCall (NOTE 2)

	11.6
	eCall over IMS / Automatic initiation / MSD transfer and 200 OK with ACK / SIP INFO request for unsupported MSD / UE indicates unsuccessful in SIP INFO / 5GS
	Rel-16
	C43
	UE supports and MTSI and MTSI speech and IMS eCall type of emergency services over 5GS and Automatic type of eCall (NOTE 2)


NOTE 1:	If any one of the other Registration test cases 6.2 until 6.9 is executed, this test case is optional.
NOTE 2:	This test case can optionally be executed against Rel-15 UEs.
	Conditions/Options

	C01
	IF A.18/5 THEN R ELSE N/A
	NR

	C02
	Void
	


<SKIP TO MODIFIED SECTION>
	C60
	IF A.18/5 AND AND [93] A.4.3.7-1/32 AND A.3A/50 AND A.15/1 AND A.15/2 AND A.15/10 AND A.4/16 AND A.12/59 AND A.21/1 AND (A.22/15 OR A.22/18) THEN R ELSE N/A
	UE supports NR and IMS voice over NR and MTSI and MTSI speech and AMR-WB and EVS and preconditions and disabling preconditions and NG114 v1.0 and (EVS Configuration B0 or EVS Configuration A1)

	Cxx
	IF A.18/5 AND A.3A/50 AND A.15/1 AND [93] A.4.3.7-1/14 AND [3] A.20/90 THEN R ELSE N/A
	UE supports NR and MTSI and MTSI speech and emergency services in NR connected to 5GCN and no USIM test execution


<END OF MODIFIED SECTION>
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