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<Start of modified section 1>
16.3	RRC_CONNECTED state mobility for RedCap
16.3.1	Handover
16.3.1.0	Minimum conformance requirements
16.3.1.0.1	Minimum conformance requirements for NR – E-UTRAN handover
[bookmark: _Hlk104416438]The requirements in clause 6.3.1.0.1 shall apply when RedCap UE is capable of 2 Rx.
When UE is only required to support 1 Rx antenna, the requirements for category 1bis UE defined in 36.133 [23] clause 5.1.2 shall apply.
The normative reference for this requirement is TS 38.133 [6] clause 6.1D.2.1.
16.3.1.0.2	Minimum conformance requirements for NR FR1 – NR FR1 handover
The purpose of NR handover is to change the NR PCell to another NR cell for RedCap UE. The requirements in this clause are applicable to SA NR.
The requirements in this clause apply for the following handover scenarios:
-	Handover to a target cell’s initial BWP associated with CD-SSB;
-	Handover to a target cell’s specific Redcap BWP associated with NCD-SSB besides to the initial BWP associated with CD-SSB (i.e. UE directly sync to the NCD-SSB and perform RACH on that BWP).
The requirements in clause 6.3.1.0.2 shall apply when RedCap UE is capable of 2 Rx.
When UE is only required to support 1 Rx antenna, the requirements defined in clause 6.1.1.2 shall apply except that:
-	Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is an unknown intra-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = 2*Trs ms. If the target cell is an unknown inter-frequency cell and the target cell Es/Iot≥-2 dB, then Tsearch = 5* Trs ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.
-	Trs is the SMTC periodicity of the target NR cell if the UE has been provided with an SMTC configuration for the target cellin the handover command, otherwise, Trs is the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing as NCD-SSB indicated by nonCellDefiningSSB-r17 if the first active DL BWP included in handover command is configured with nonCellDefiningSSB-r17, otherwise, as CD-SSB indicated by absoluteFrequencySSB in frequencyInfoDL in handover command.
-	If the measObjectNRs having the same SSB frequency and subcarrier spacing configured by MN and SN have different SMTC, Trs is the periodicity of one of the SMTC which is up to UE implementation. If the UE is not provided SMTC configuration or measurement object on this frequency, the requirement in this clause is applied with Trs=5ms assuming the SSB transmission periodicity is 5ms. There is no requirement if the SSB transmission periodicity is not 5ms. If the UE has been provided with higher layer in TS 38.331 [2] signaling of smtc2 prior to the handover command, Trs follows smtc1 or smtc2 according to the physical cell ID of the target cell.
For RedCap UE with HD-FDD, the handover requirements are met provided that 
-	SSB is available at the UE once every SMTC period during Tsearch
-	One SSB is available during T∆
-	One SSB is available during TIU.
The normative reference for this requirement is TS 38.133 [6] clause 6.1D.1.2.
<End of modified section 1>
