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	Reason for change:
	According to 38.533 Annex E.1.3.2. TE shall select test frequencies for intra-band inter-frequency DAPS HO in following way:
1. For FR1, source cell is configured using “low” frequency carrier for the band under test. For FR2, source cell is configured using “mid” frequency carrier for the band under test
2. For FR1, target cell is configured using “high” frequency carrier for the band under test. For FR2, target cell is configured using a non-overlapping test frequency adjacent to the serving cell frequency.
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However, according to 38.306, supporting DAPS HO is a per-BC UE capability. Then it’s possible that a UE only supports DAPS HO on an Intra-band contiguous band combination. In this case, the UE may fail the test since the test frequencies chosen according to Annex E.1.3.2 may be non-adjacent in certain bands.
[image: ]

To fix this issue, we suggest specifiy test frequency selection criteria for DAPS HO TCs as follows:
· To test intra-frequency DAPS HO, the test frequency selection criteria for Intra-frequency test cases specified in E.1.3.1 shall be used.
· To test intra-band inter-frequency DAPS HO on intra-band contiguous BC, the test frequency selection criteria for intra-band contiguous CA specified in E.1.4.2 shall be used.
· To test intra-band inter-frequency DAPS HO on intra-band non-contiguous BC, the test frequency selection criteria for intra-band non-contiguous CA specified in E.1.4.3 shall be used.
· To test inter-band DAPS HO, the test frequency selection criteria for Inter-band carrier aggregation specified specified in E.1.4.1 shall be used.

	
	

	Summary of change:
	1. Test frequency selection criteria for DAPS HO TC are specified.

	
	

	Consequences if not approved:
	Conformant UE may fail the test
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<Start of modified section 1>
E.1.7	NR sidelink test cases
Unless otherwise stated, for NR sidelink test cases the NR sidelink carrier shall be configured using the test frequency “Mid” as defined in TS 38.508-1 [14] for the corresponding band under test.
For con-current operation, unless otherwise stated, each of the NR Uu carriers and their respective cells shall be configured following the sample principles defined in E.1.2 and E.1.3.
E.1.8	DAPS handover test cases
For intra-frequency DAPS handover test cases, unless otherwise specified, the source cell and the target cell shall be configured using the test frequency “Mid” as defined in TS 38.508-1 [14] for the corresponding NR band under test.
For intra-band inter-frequency DAPS handover test cases to be tested on an intra-band contiguous band combination in FR1, unless otherwise stated, the source cell and the target cell shall be configured using the test frequency “Low” as defined in TS 38.508-1 [14], subclause 4.3.1.1.3 for the corresponding band under test (source carrier = CC1 and target carrier = CC2).
For intra-band inter-frequency DAPS handover test cases to be tested on an intra-band non-contiguous carrier aggregation in FR1, unless otherwise specified, the test frequency selection shall be done following the maximum Wgap principle, i.e. selecting the test frequencies (of the test frequencies defined in TS 38.508-1 [14]) with the widest frequency separation within the band under test.
For inter-band carrier aggregation test cases, unless otherwise specified, source cell and target cell shall be configured following the same principles defined in E.1.2 and E.1.3.
<End of modified section 1>
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E.1.3.2 Inter-frequency test cases.

For NR/5GC and EN-DC multi-cell inter-frequency test cases in FR1, unless otherwise stated, the serving cell shall be
configured using the test frequency “Low” as defined in TS 38.508-1 [14] for the corresponding band under test. Any
inter-frequency neighbour cell shall be configured using the test frequency “High” as defined in TS 38.508-1 [14] for
the corresponding band under test.

For NR/5GC multi-cell inter-frequency test cases in FR2, unless otherwise stated, the serving cell (and any other
neighbour cell in the same frequency carrier) shall be configured using the test frequency “Mid” as defined in TS
38.508-1 [14], clause 7.2.3.2 for the corresponding band under test. Any inter-frequency neighbour cell shall be

configured using a non-overlapping test frequency adjacent to the serving cell frequency, as defined in TS 38.508-1
[14], clause 7.2.3.2.
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* featureSetCombinationDAPS-r16 -
Indicates the feature set that the UE rts for DAPS handover on the NR band
combination by FeatureSetCombinationld. A UE shall include this field if intra-

frequency or inte equency DAPS handover supponed for this band

DAPS handover the UE shall include at least two CCs and shall support intra-
frequency DAPS handover between any CC pair within the same band entry. If the
number of CCs within a band combination is more than one and if inter-frequency
DAPS handover is supported, UE shall support inter-frequency DAPS handover
between every CC pair in the same or different band entries in the band
combination, except for the CC pair within a band entry with bandwidth class A. A
feature set including intraFreqDAPS-r16 can only be referred to by
featureSetCombinationDAPS-r16, not by featureSetCombination. A feature set
without intraFreqDAPS-r16 is only applied to inter-freq DAPS handover if it is
referred to by featureSetCombinationDAPS. Both feature sets with and without
intraFreqDAPS-r16 can be referred to by the same featureSetCombinationDAPS-
r16. -

N/A -

N/A -

N/A -





