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<< Unchanged sections omitted >>
[bookmark: _Toc27477823][bookmark: _Toc36226507][bookmark: _Toc44323764][bookmark: _Toc52989932][bookmark: _Toc60823128][bookmark: _Toc60825050][bookmark: _Toc69305947]6.2.3.4.3	Message contents
6.2.3.4.3.0	General
[bookmark: _Hlk521408972]Message contents are according to TS 38.508-1 [5] subclause 4.6.1, with the following exceptions for each network signalling value.
For almost contiguous allocation testing, message contents are according to TS 38.508-1 [5] subclause 4.6.1 with the following exceptions:
Table 6.2.3.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5] subclause 4.6.3 Table 4.6.3-118 PUSCH-Config

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	}
	
	
	



6.2.3.4.3.1	Message contents exceptions for network signalling value “NS_03”
1.	Information element additionalSpectrumEmission is set to NS_03. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.1-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR bands n2, n25 and n66except n70
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	2 (NS_03)
	
	



Table 6.2.3.4.3.1-2: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03" and NR band n70
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_03)
	
	



[bookmark: _Hlk521412123]6.2.3.4.3.2	Message contents exceptions for network signalling value "NS_35"
[bookmark: _Hlk502668149]1.	Information element additionalSpectrumEmission is set to NS_35. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.2-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_35" and NR band n71
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	1 (NS_35)
	
	



6.2.3.4.3.3	Message contents exceptions for network signalling value "NS_03U"
1.	Information element additionalSpectrumEmission is set to NS_03U. This can be set in the SIB1 as part of the cell broadcast message. This exception indicates that the UE shall meet the additional spurious emission requirement for a specific deployment scenario.
Table 6.2.3.4.3.3-1: AdditionalSpectrumEmission: Additional spurious emissions test requirement for "NS_03U"
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-1

	Information Element
	Value/remark
	Comment
	Condition

	additionalSpectrumEmission
	3 (NS_03U)
	
	



<< End of changes >>
