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[Start of change]
22.3.1.5a.3	Test description
22.3.1.5a.3.1	Pre-test conditions
System Simulator:
-	Ncell 1 is configured according to Table 8.1.4.2-1 in TS 36.508 [18].
-	System information combination 8 as defined in TS 36.508 [18] clause 8.1.4.3.1.1 is used.
UE:
-	The UE is in Automatic PLMN selection mode.
-	The UE's positioning engine (e.g., standalone GNSS receiver) should be enabled to allow it to acquire the position. This could be done by use of AT command, such as AT+CPOS or other commands. Otherwise, or in addition any other suitable method may also be used, e.g., GNSS simulator.
Preamble
-	The UE is in state 2B-NB with test loop mode G and configured to return no data in UL according to according to TS 368.508 [18] clause 8.1.5.1 in Ncell 1.
[Skip unchanged text]
22.3.2.7a.3	Test description
22.3.2.7a.3.1	Pre-test conditions
System Simulator:
-	Ncell 1 is configured according to Table 8.1.4.2-3 and Table 8.1.4.2-5 in TS 36.508 [18].
-	System information combination 8 as defined in TS 36.508 [18] clause 8.1.4.3.1.1 is used.
UE:
-	The UE is in Automatic PLMN selection mode.
-	The UE's positioning engine (e.g., standalone GNSS receiver) should be enabled to allow it to acquire the position. This could be done by use of AT command, such as AT+CPOS or other commands. Otherwise, or in addition any other suitable method may also be used, e.g., GNSS simulator.
Preamble
-	The UE is in state 2B-NB according to TS 368.508 [18] clause 8.1.5.2B with the exceptions listed in table 22.3.2.7a.3.1-1 with test loop mode G closed.
[bookmark: _Hlk111478092]-	The HARQ process 0 is used for DL and UL transmissions as default.
Table 22.3.2.7a.3.1-1: RLC settings
	Parameter
	Value

	t-PollRetransmit-r13
	ms4000

	t-Reordering-r14
	ms1600-v1310

	enableStatusReportSN-Gap-r13
	true



[End of change]
