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<< Start of changes >>
[bookmark: _Toc21353989][bookmark: _Toc27749608]4.6.4	UE capability information elements
[bookmark: _Toc21353990][bookmark: _Toc27749609]–	AccessStratumRelease
Table 4.6.4-1: AccessStratumRelease
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	



<< Unchanged sections skipped>>
[bookmark: _Toc21354017][bookmark: _Toc27749636]–	MeasAndMobParameters
Table 4.6.4-26: MeasAndMobParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParameters::= SEQUENCE {
	
	
	

	  measAndMobParametersCommon SEQUENCE {
	
	
	

	    supportedGapPattern
	Not checked
	
	

	    ssb-RLM
	Not checked
	
	

	    ssb-AndCSI-RS-RLM
	Not checked
	
	

	    rrm-RelaxationRRC-ConnectedRedCap-r17   
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersXDD-Diff SEQUENCE {
	
	
	

	    intraAndInterF-MeasAndReport
	Not checked
	
	

	    eventA-MeasAndReport
	Not checked
	
	

	  }
	
	
	

	  MeasAndMobParametersFRX-Diff SEQUENCE {
	
	
	

	    ss-SINR-Meas
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithSSB
	Not checked
	
	

	    csi-RSRP-AndRSRQ-MeasWithoutSSB
	Not checked
	
	

	    csi-SINR-Meas
	Not checked
	
	

	    csi-RS-RLM
	Not checked
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc21354018][bookmark: _Toc27749637]–	MeasAndMobParametersMRDC
Table 4.6.4-27: MeasAndMobParametersMRDC
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	MeasAndMobParametersMRDC::= SEQUENCE {
	
	
	

	  measAndMobParametersMRDC-Common SEQUENCE {
	
	
	

	    independentGapConfig
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC-XDD-Diff SEQUENCE {
	
	
	

	    sftd-MeasPSCell
	Not checked
	
	

	    sftd-MeasNR-Cell
	Not checked
	
	

	  }
	
	
	

	  measAndMobParametersMRDC-FRX-Diff SEQUENCE {
	
	
	

	    simultaneousRxDataSSB-DiffNumerology
	Not checked
	
	

	  }
	
	
	

	}
	
	
	




<< End of changes >>

