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[bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc75510019][bookmark: _Toc90971497][bookmark: _Toc100158405][bookmark: _Toc106878157]<< Unchanged sections omitted >>
4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	Many rows are skipped

	C179	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	Cxxa	IF (A.4.1-4/1 OR A.4.1-4/2 OR A.4.1-4/3 OR A.4.1-4/5) AND (A.4.1-4A/3 OR A.4.1-4A/4 OR A.4.1-4A/6) AND A.4.1-3/2 THEN R ELSE N/A

	NOTE 1:	`xxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).





	

<< Unchanged sections omitted >>
[bookmark: _Toc106878163][bookmark: _Toc100158411][bookmark: _Toc90971503][bookmark: _Toc75510025][bookmark: _Toc68538442][bookmark: _Toc58499585][bookmark: _Toc52217973][bookmark: _Toc36713660][bookmark: _Toc36713257][bookmark: _Toc20936811]4.2	RRM conformance test cases
Many tables & information are skipped
Table 4.2-2: Applicability of RRM EN-DC FR2 conformance test cases, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	5.3
	RRC_CONNECTED state mobility
	
	
	
	
	

	5.3.2
	RRC connection mobility control
	
	
	
	
	

	5.3.2.2
	Random access
	
	
	
	
	

	5.3.2.2.1
	EN-DC FR2 contention based random access
	Rel-16
	C022
	UEs supporting EN-DC FR2
	
	2Rx
4Rx

	5.3.2.2.2
	EN-DC FR2 non-contention based random access
	Rel-16
	C030a
	UEs supporting EN-DC FR2 and CSI-RS based PRACH
	
	2Rx
4Rx

	5.3.2.2.3
	EN-DC FR2 2-step contention based random access
	Rel-16
	C158
	UEs supporting EN-DC FR2 and 2-step RACH
	NOTE 1
	2Rx
4Rx

	5.3.2.2.4
	EN-DC FR2 2-step non-contention based random access
	Rel-16
	C158
	UEs supporting EN-DC FR2 and 2-step RACH
	NOTE 1
	2Rx
4Rx

	5.4
	Timing
	
	
	
	
	

	5.4.1
	UE transmit timing
	
	
	
	
	

	5.4.1.1
	EN-DC FR2 UE transmit timing accuracy
	Rel-15
	C022
	UEs supporting EN-DC FR2
	
	2Rx

	5.4.2
	UE timer accuracy
	
	
	
	
	

	5.4.3
	Timing advance
	
	
	
	
	

	5.4.3.1
	EN-DC FR2 timing advance adjustment accuracy
	Rel-15
	C022
	UEs supporting EN-DC FR2
	
	2Rx

	5.5
	Signalling characteristics
	
	
	
	
	

	5.5.1
	Radio link monitoring
	
	
	
	
	

	5.5.1.1
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.2
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.3
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.4
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.5
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.6
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in non-DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.7
	EN-DC FR2 radio link monitoring out-of-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.8
	EN-DC FR2 radio link monitoring in-sync test for PSCell configured with CSI-RS-based RLM RS in DRX mode
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.1.9
	EN-DC FR2 radio link monitoring UE scheduling restrictions
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2
	Interruption
	
	
	
	
	

	5.5.2.1
	EN-DC FR2 interruptions at transitions between active and non-active during DRX in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2.2
	EN-DC FR2 interruptions at transitions between active and non-active during DRX in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2.3
	EN-DC FR2 interruptions during measurements on deactivated NR SCC in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2.4
	EN-DC FR2 interruptions during measurements on deactivated NR SCC in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2.5
	EN-DC FR2 interruptions during measurements on deactivated E-UTRAN SCC in synchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.2.6
	EN-DC FR2 interruptions during measurements on deactivated E-UTRAN SCC in asynchronous EN-DC
	FFS
	FFS
	FFS
	NOTE 1
	2Rx

	5.5.3
	SCell activation and deactivation delay
	
	
	
	
	

	5.5.3.1
	EN-DC FR2 SCell activation and deactivation intra-band in non-DRX
	Rel-15FFS
	CxxaFFS
	UEs supporting EN-DC FR2 and 2DL CA in NRFFS
	NOTE 1
	2Rx

	5.5.4
	UE UL carrier RRC reconfiguration delay
	
	
	
	
	

	5.5.5
	Beam failure detection and link recovery procedures
	
	
	
	
	

	5.5.5.1
	EN-DC FR2 SSB-based beam failure detection and link recovery in non-DRX
	Rel-15
	C022
	UEs supporting EN-DC FR2
	NOTE 1
	2Rx


<< End of changes >>

