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4.1.3.2	Spurious emissions test cases for FR1 UL CA
In this case, it is sufficient to verify the minimum requirements in frequency ranges affected by 2nd and 3rd order intermodulation products. The frequency ranges and UL RB allocations used in the test are calculated here.
The analyses are performed per CA configuration and are stored as zip-files as defined in annex A.
Table 4.1.3.2-1: Frequency range analysis availability per CA configuration
	CA config
	Number of test point
	Justification
	Comments

	CA_n1A-n78A
	5
	38.521-1_TpAnalysisSpur(CA_n1A-n78A)v2.zip
	RAN5#88e

	CA_n2A-n77A
	3
	38.521-1_TpAnalysisSpur(CA_n2A-n77A) v3_r1.zip
	Added at RAN5#976e

	CA_n3A-n78A
	3
	TpAnalysisSpur(n3A-n78A).zip
	RAN5#82

	CA_n5A-n77A
	7
	38.521-1_TpAnalysisSpur(CA_n5A-n77A)_r1.zip
	Added at RAN5#96e

	CA_n8A-n78A
	4
	TpAnalysisSpur(n8A-n78A).zip
	RAN5#82

	CA_n24A-n41A
	5
	38.521-1_TpAnalysisSpur(CA_n24A-n41A).zip
	RAN5#95e

	CA_n24A-n48A
	2
	38.521-1_TpAnalysisSpur(CA_n24A-n48A).zip
	RAN5#95e

	CA_n24A-n77A
	4
	38.521-1_TpAnalysisSpur(CA_n24A-n77A).zip
	RAN5#95e

	CA_n26A-n66A
	1
	38.521-1_TpAnalysisSpur(CA_n26A-n66A).zip
	Added at RAN5#96e

	CA_n26A-n70A
	1
	38.521-1_TpAnalysisSpur(CA_n26A-n70A).zip
	Added at RAN5#96e

	CA_n28A-n41A
	4
	38.521-1_TpAnalysisSpur(CA_n28A-n41A).zip
	RAN5#91e

	CA_n41A-n79A
	7
	TpAnalysisSpur(n41A-n79A).zip
	RAN5#83

	CA_n48A-n66A
	1
	38.521-1_TpAnalysisSpur(CA_n48A-n66A).zip
	Added at RAN5#96e

	CA_n48A-n70A
	2
	38.521-1_TpAnalysisSpur(CA_n48A-n70A).zip
	Added at RAN5#96e

	CA_n48A-n71A
	2
	38.521-1_TpAnalysisSpur(CA_n48A-n71A).zip
	Added at RAN5#96e

	CA_n66A-n71A
	1
	38.521-1_TpAnalysisSpur(CA_n66A-n71A).zip
	Added at RAN5#96e

	CA_n66A-n77A
	10
	38.521-1_TpAnalysisSpur(CA_n66A-n77A)_r1.zip
	Added at RAN5#96e

	CA_n70A-n71A
	1
	38.521-1_TpAnalysisSpur(CA_n70A-n71A).zip
	Added at RAN5#96e



<End of modified section>
[bookmark: _Hlk63696841]Replace current version of the zip-file for CA_n2A-n77A attached to TR 38.905 ("TPanalysisSpur(CA_n2A-n77A) v2.zip") with the zip file attached to this CR ("38.521-1_TpAnalysisSpur(CA_n2A-n77A) v3.zip").
The reason that the new zip-fil has "v3" in the filename is due to that the current version in "38509-h60_attachment.zip" is "38.521-3_TpAnalysisSpur(DC_2A_n71A)_v2.zip" and not "38.521-1_TpAnalysisSpur(CA_n2A-n77A) _r1.zip" as indicated in Table 4.1.3.2-1 in TR 38-906 v17.6.0.
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