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Table 4.1.3.1-6: Test frequency selection per band pair for UL harmonics exception
	Band pair (Note 2)
	Frequency
	Channel BW [MHz]
	Comment

	n1A / n77A
	Mid / Low
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4

	
	Mid / 3900
	20/ Highest
	Exception Note 2 of TS 38.101 table 7.3A.4-1

	
	Mid / 3870
	20/20
	Exception Note 3 of TS 38.101 table 7.3A.4-1

	n2A/n48A
	UL 1860 MHz / DL 3700 MHz
	20/20
	Exception Note 3 of TS 38.521 Table 7.3A.0.4-1

	
	UL 1860 MHz / DL 3400 MHz
	20/100
	HD avoid

	n2A/n77A
	UL 1860 MHz / DL 3720 MHz
	20/100
	Exception Note 2 of TS 38.101 Table 7.3A.4-1

	
	UL 1860 MHz / DL 3700 MHz
	20/20
	Exception Note 3 of TS 38.521 Table 7.3A.0.4-1

	
	UL 1860 MHz / DL 3800 MHz
	20/100
	HD avoid

	n3A / n77A
	TBD/TBD
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4

	
	TBD/TBD
	Highest/Highest
	Exception Note 2 of TS38.101 table 7.3A.4-1

	
	TBD/TBD
	20/20
	Exception Note 3 of TS38.101 table 7.3A.4-1

	n3A / n78A
	Mid/High
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4

	
	Mid/3495 MHz
	Highest/Highest
	Exception Note 2 of TS38.101 table 7.3A.4-1

	
	Mid/3465 MHz
	20/20
	Exception Note 3 of TS38.101 table 7.3A.4-1

	n5A/n77A
	UL 834 MHz / DL 3336 MHz
	20/100
	Exception Note 4 of TS 38.101-1 table 7.3A.4-1

	
	UL 834 MHz / DL 4170 MHz
	20/100
	Exception Note 5 TS 38.101-1 table 7.3A.4-1

	
	UL 834 MHz/DL 3800 MHz
	20/100
	HD Avoid

	n5A / n78A
	Mid/High
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4 in TS 38.521-1 [2]

	
	Mid/3346 MHz
	Highest/Highest
	Exception Note 4 of TS 38.101 [5] table 7.3A.4-1

	
	Mid/3316 MHz
	20/20
	Exception Note 5 of TS 38.101 [5] table 7.3A.4-1

	n8A / n78A
	Mid/High
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4

	
	Mid/3590 MHz
	Highest/Highest
	Exception Note 5 of TS38.101 table 7.3A.4-1

	n70A / n71A
	Mid/High
	Highest/Highest
	Non-exception. To be used in test cases 7.3A.1 to 7.3A.4

	
	Low/Low665MHz (UL)
	Highest / 510
	Exception Note 9 of TS38.101 table 7.3A.4-1
n71 UL RB allocation 20@10

	
	Low/665MHz (UL)Low
	5 / 5
	Exception Note 9 of TS38.101 table 7.3A.4-1
n71 UL RB allocation 8@10

	NOTE 1:	This selection is used in test case 7.3A.1_1 unless otherwise stated.
NOTE 2:	Aggressor band in bold.




