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*** Start of Change ***
[bookmark: _Toc27477783][bookmark: _Toc36226462][bookmark: _Toc44323717][bookmark: _Toc52989881][bookmark: _Toc60823072][bookmark: _Toc60824994][bookmark: _Toc69305891][bookmark: _Toc69309743][bookmark: _Toc76020054][bookmark: _Toc83720524][bookmark: _Toc90916378][bookmark: _Toc90916575][bookmark: _Toc90917331]6	Transmitter characteristics
[bookmark: _Toc27477784][bookmark: _Toc36226463][bookmark: _Toc44323718][bookmark: _Toc52989882][bookmark: _Toc60823073][bookmark: _Toc60824995][bookmark: _Toc69305892][bookmark: _Toc69309744][bookmark: _Toc76020055][bookmark: _Toc83720525][bookmark: _Toc90916379][bookmark: _Toc90916576][bookmark: _Toc90917332]6.1	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Handheld power class 3 UE is assumed in Release 17 for satellite access.
Unless otherwise stated, Channel Bandwidth shall be prioritized in the selecting of test points. Subcarrier spacing shall be selected after Test Channel Bandwidth is selected.
Uplink RB allocations given in Table 6.1-1 are used throughout this section, unless otherwise stated by the test case.
Table 6.1-1: Common uplink configuration
	Channel Bandwidth
	SCS(kHz)
	OFDM
	RB allocation

	
	
	
	Edge_Full_Left
	Edge_Full_Right
	Edge_1RB_Left
	Edge_1RB_Right
	Outer_Full
	Inner_Full
	Inner_1RB_Left
	Inner_1RB_Right

	5MHz
	15
	DFT-s
	2@0
	2@23
	1@0
	1@24
	25@0
	12@6
	1@1
	1@23

	
	
	CP
	2@0
	2@23
	1@0
	1@24
	25@0
	13@6
	1@1
	1@23

	
	30
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	60
	DFT-s
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	CP
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	10MHz
	15
	DFT-s
	2@0
	2@50
	1@0
	1@51
	50@0
	25@12
	1@1
	1@50

	
	
	CP
	2@0
	2@50
	1@0
	1@51
	52@0
	26@13
	1@1
	1@50

	
	30
	DFT-s
	2@0
	2@22
	1@0
	1@23
	24@0
	12@6
	1@1
	1@22

	
	
	CP
	2@0
	2@22
	1@0
	1@23
	24@0
	12@6
	1@1
	1@22

	
	60
	DFT-s
	2@0
	2@9
	1@0
	1@10
	10@0
	5@21
	1@1
	1@9

	
	
	CP
	2@0
	2@9
	1@0
	1@10
	11@0
	5@21
	1@1
	1@9

	15MHz
	15
	DFT-s
	2@0
	2@77
	1@0
	1@78
	75@0
	36@18
	1@1
	1@77

	
	
	CP
	2@0
	2@77
	1@0
	1@78
	79@0
	39@191
	1@1
	1@77

	
	30
	DFT-s
	2@0
	2@36
	1@0
	1@37
	36@0
	18@9
	1@1
	1@36

	
	
	CP
	2@0
	2@36
	1@0
	1@37
	38@0
	19@9
	1@1
	1@36

	
	60
	DFT-s
	2@0
	2@16
	1@0
	1@17
	18@0
	9@4
	1@1
	1@16

	
	
	CP
	2@0
	2@16
	1@0
	1@17
	18@0
	9@4
	1@1
	1@16

	20MHz
	15
	DFT-s
	2@0
	2@104
	1@0
	1@105
	100@0
	50@25
	1@1
	1@104

	
	
	CP
	2@0
	2@104
	1@0
	1@105
	106@0
	53@26
	1@1
	1@104

	
	30
	DFT-s
	2@0
	2@49
	1@0
	1@50
	50@0
	25@12
	1@1
	1@49

	
	
	CP
	2@0
	2@49
	1@0
	1@50
	51@0
	25@121
	1@1
	1@49

	
	60
	DFT-s
	2@0
	2@22
	1@0
	1@23
	24@0
	12@6
	1@1
	1@22

	
	
	CP
	2@0
	2@22
	1@0
	1@23
	24@0
	12@6
	1@1
	1@22

	Note 1:	The allocated RB number LCRB is ceil(NRB/2) -1 in order to meet Inner RB allocation definition (RBStart,Low ≤ RBStart ≤ RBStart,High) described in subclause 6.2.2 of TS 38.101-1 [2].



[bookmark: _Toc76020058][bookmark: _Toc83720528][bookmark: _Toc90916382][bookmark: _Toc90916579][bookmark: _Toc90917335]6.2	Transmitter power
[bookmark: _Toc27477786][bookmark: _Toc36226465][bookmark: _Toc44323720][bookmark: _Toc52989885][bookmark: _Toc60823076][bookmark: _Toc60824998][bookmark: _Toc69305895][bookmark: _Toc69309747][bookmark: _Toc76020059][bookmark: _Toc83720529][bookmark: _Toc90916383][bookmark: _Toc90916580][bookmark: _Toc90917336]6.2.1	UE maximum output power
[bookmark: _Toc27477787][bookmark: _Toc36226466][bookmark: _Toc44323721][bookmark: _Toc52989886][bookmark: _Toc60823077][bookmark: _Toc60824999][bookmark: _Toc69305896]6.2.1.1	Test purpose
To verify that the error of the UE maximum output power does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
[bookmark: _Toc27477788][bookmark: _Toc36226467][bookmark: _Toc44323722][bookmark: _Toc52989887][bookmark: _Toc60823078][bookmark: _Toc60825000][bookmark: _Toc69305897]6.2.1.2	Test applicability
[bookmark: _Toc27477789][bookmark: _Toc36226468][bookmark: _Toc44323723][bookmark: _Toc52989888][bookmark: _Toc60823079][bookmark: _Toc60825001][bookmark: _Toc69305898]This test case applies to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
6.2.1.3	Minimum conformance requirements
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.1.3-1: UE Power Class
	NR satellite band
	Class 3 (dBm)
	Tolerance (dB)

	n256
	23
	±2

	n255
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated



[bookmark: _Toc27477790][bookmark: _Toc36226469][bookmark: _Toc44323724][bookmark: _Toc52989889][bookmark: _Toc60823080][bookmark: _Toc60825002][bookmark: _Toc69305899]6.2.1.4	Test description
[bookmark: _Toc27477791][bookmark: _Toc36226470][bookmark: _Toc44323725][bookmark: _Toc52989890][bookmark: _Toc60823081][bookmark: _Toc60825003][bookmark: _Toc69305900]6.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in table 6.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [?] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [?] Annex C.2.
Table 6.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest

	Test SCS as specified in Table 5.3.5-1
	Lowest, Highest

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	N/A for maximum output 
	Modulation (NOTE 2)
	RB allocation (NOTE 1)

	1
	power test case
	DFT-s-OFDM PI/2 BPSK
	Inner Full

	2
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Left

	3
	
	DFT-s-OFDM PI/2 BPSK
	Inner 1RB Right

	4
	
	DFT-s-OFDM QPSK
	Inner Full

	5
	
	DFT-s-OFDM QPSK
	Inner 1RB Left

	6
	
	DFT-s-OFDM QPSK
	Inner 1RB Right

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1.
NOTE 2:	DFT-s-OFDM PI/2 BPSK test applies only for UEs which supports half Pi BPSK in FR1.



1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [?] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [?] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 6.2.1.4.3.
[bookmark: _Toc27477792][bookmark: _Toc36226471][bookmark: _Toc44323726][bookmark: _Toc52989891][bookmark: _Toc60823082][bookmark: _Toc60825004][bookmark: _Toc69305901]6.2.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to Table 6.2.1.4.1-1. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously uplink power control "up" commands in every uplink scheduling information to the UE; allow at least 200ms starting from the first TPC command in this step for the UE to reach PUMAX level.
3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode. The period of measurement shall be at least the continuous duration of one active sub-frame (1ms) and in the uplink symbols. For TDD symbols with transient periods are not under test. 
6.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [5] subclause 4.6 and 5.4 with the following exceptions.
Table 6.2.1.4.3-1: PUSCH-Config
	Derivation Path: TS 38.508-1 [5], Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED



6.2.1.5	Test requirement
The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in Table 6.2.1.5-1 for Power Class 3.
Table 6.2.1.5-1: Maximum Output Power test requirement for Power Class 3
	NR satellite band
	Class 3 (dBm)
	Tolerance (dB)

	N256
	23
	±2±TT

	N255
	23
	±2±TT

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	TT for each frequency and channel bandwidth is 0.7 dB





*** End of Change ***

