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<<Unchanged sections skipped>>
H.3.2	RRC messages and information elements contents exceptions for and handover
Table H.3.2-1: Void

Table H.3.2-2: RRCReconfiguration-HO
	Derivation Path: TS 38.508-1, table 4.6.1-13Table 4.8.1-1A

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig with conditions SRB1 and SRB2SRB_NR_PDCP and DRBn and Re-establish_PDCP
	
	RBConfig_KeyChange

	
	RadioBearerConfig with conditions DRBn and Recover_PDCP
	
	RBConfig_NoKeyChange

	      secondaryCellGroup
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	          masterCellGroup
	CellGroupConfig
	Table H.3.2-3
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	RBConfig_KeyChange
	RadioBearerConfig to perform Intra-NR handover with security key change

	RBConfig _NoKeyChange
	RadioBearerConfig to perform Intra-NR handover without security key change
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