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[bookmark: _Toc76402191][bookmark: _Toc76403823]<Start of Changed Section>
–	DIRECT LINK IDENTIFIER UPDATE REQUEST
Table 4.7.4-23: DIRECT LINK IDENTIFIER UPDATE REQUEST
	[bookmark: _Hlk92059056]Derivation Path: TS 24.587 [54] Table 7.3.18.1.1

	Information Element
	Value/remark
	Comment
	Condition

	DIRECT LINK IDENTIFIER UPDATE REQUEST message identity
	'0001 0011'B
	
	

	Sequence number
	Not Checked
	0~255, uniquely identify a PC5 signalling message being sent or received
	Tx

	
	Incremented by TTCN by 1 for each outgoing new PC5 Signalling message.
	0~255, uniquely identify a PC5 signalling message being sent or received
	Rx

	MSB of KNRP-sess ID
	Not checked
	
	Tx

	
	'00'H
	
	Rx

	Source layer-2 ID
	Not checked '00 00 10'H
	
	Tx

	
	'00 00 10'H
	New Layer-2 ID in initiating UE side
	Rx

	Source user info
	Not checked
	
	Tx

	Source user info
	
	
	Rx

	  Application layer ID IEI
	'57'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	'00 00 01 03 00'H
	New Application application Layer ID in initiating UE side
	

	Source link local IPv6 address
	Not present
	
	



	Condition
	Explanation

	Tx
	UE transmits and NR-SS-UE receives

	Rx
	UE receives and NR-SS-UE transmits



–	DIRECT LINK IDENTIFIER UPDATE ACCEPT
Table 4.7.4-24: DIRECT LINK IDENTIFIER UPDATE ACCEPT
	Derivation Path: TS 24.587 [54] Table 7.3.19.1.1

	Information Element
	Value/remark
	Comment
	Condition

	DIRECT LINK IDENTIFIER UPDATE ACCEPT message identity
	'0001 0100'B
	
	

	Sequence number
	Not Checked
	0~255, uniquely identify a PC5 signalling message being sent or received
	Tx

	
	Incremented by TTCN by 1 for each outgoing new PC5 Signalling message.
	0~255, uniquely identify a PC5 signalling message being sent or received
	Rx

	LSB of KNRP-sess ID
	Not checked
	
	Tx

	
	'00'H
	
	Rx

	MSB of KNRP-sess ID
	Not checked
	
	Tx

	
	'00'H
	
	Rx

	Source layer-2 ID
	Not checked '00 00 20'H
	
	Tx

	
	'00 00 20'H
	
	Rx

	Target layer-2 ID
	'00 00 10'H
	
	Tx

	
	Same as the source layer-2 ID in DIRECT LINK IDENTIFIER UPDATE REQUEST message with Tx condition
	
	Rx

	Target user info
	
	
	Tx

	  Application layer ID IEI
	'28'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	'00 00 01 03 00'H
	New Application application Layer ID in initiating UE side
	

	Target user info
	Not Present
	
	Rx AND (NOT Update_user_info)

	Target user info
	
	
	Rx AND Update_user_info

	  Application layer ID IEI
	'28'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	Same as the source user info in DIRECT LINK IDENTIFIER UPDATE REQUEST message with Tx condition
	New application Layer ID in initiating UE side
	

	Target link local IPv6 address
	Not Present
	
	

	Source user info
	Not checked
	
	Tx

	Source user info
	
	
	Rx

	  Application layer ID IEI
	'57'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	'00 00 02 04 00'H
	New Application application Layer ID in target UE side
	

	Source link local IPv6 address
	Not Present
	
	



	Condition
	Explanation

	Tx
	UE transmits and NR-SS-UE receives

	Rx
	UE receives and NR-SS-UE transmits

	Update_user_info
	NR-SS-UE receives the source user info in the DIRECT LINK IDENTIFIER UPDATE REQUEST.



–	DIRECT LINK IDENTIFIER UPDATE ACK
Table 4.7.4-25: DIRECT LINK IDENTIFIER UPDATE ACK
	Derivation Path: TS 24.587 [54] Table 7.3.20.1.1

	Information Element
	Value/remark
	Comment
	Condition

	DIRECT LINK IDENTIFIER UPDATE ACK message identity
	'0001 0101'B
	
	

	Sequence number
	Not Checked
	0~255, uniquely identify a PC5 signalling message being sent or received
	Tx

	
	Incremented by TTCN by 1 for each outgoing new PC5 Signalling message.
	0~255, uniquely identify a PC5 signalling message being sent or received
	Rx

	LSB of KNRP-sess ID
	Not checked
	
	Tx

	
	'00'H
	
	Rx

	Target layer-2 ID
	'00 00 20'H
	
	Tx

	
	Same as the source layer-2 ID in DIRECT LINK IDENTIFIER UPDATE ACCEPT message with Tx condition
	
	Rx

	Target user info
	
	
	Tx

	  Application layer ID IEI
	'28'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	'00 00 02 04 00'H
	New aApplication Layer ID in target UE side
	

	Target user info
	Not Present
	
	Rx AND (NOT Update_user_info)

	Target user info
	
	
	Rx AND Update_user_info

	  Application layer ID IEI
	'28'H
	
	

	  Length of Application layer ID contents
	'04'H
	
	

	  Application Layer ID 1
	Same as the source user info in DIRECT LINK IDENTIFIER UPDATE ACCEPT message with Tx condition
	New application Layer ID in target UE side
	

	Target link local IPv6 address
	Not Present
	
	



	Condition
	Explanation

	Tx
	UE transmits and NR-SS-UE receives

	Rx
	UE receives and NR-SS-UE transmits

	Update_user_info
	NR-SS-UE receives the source user info in the DIRECT LINK IDENTIFIER UPDATE ACCEPT



–	DIRECT LINK IDENTIFIER UPDATE REJECT
Table 4.7.4-26: DIRECT LINK IDENTIFIER UPDATE REJECT
	Derivation Path: TS 24.587 [54] Table 7.3.21.1.1

	Information Element
	Value/remark
	Comment
	Condition

	DIRECT LINK IDENTIFIER UPDATE REJECT message identity
	'0001 0110'B
	
	

	Sequence number
	Not Checked
	0~255, uniquely identify a PC5 signalling message being sent or received
	Tx

	
	Incremented by TTCN by 1 for each outgoing new PC5 Signalling message.
	0~255, uniquely identify a PC5 signalling message being sent or received
	Rx

	PC5 signalling protocol cause
	'0110 1111'B
	Protocol error, unspecified
	



	Condition
	Explanation

	Tx
	UE transmits and NR-SS-UE receives

	Rx
	UE receives and NR-SS-UE transmits



<End of Changed Section>
