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<Start of modified section 1>
[bookmark: OLE_LINK6]4.5B	Common test environment for Vertical UEs
4.5B.1	SNPN-only UEs
This clause defines the test environment which applies to all test cases listed in TS 38.523-2 [19], clause 4.3 and executed for SNPN-only UEs (TS 38.508-2 [10] A.4.1-5/3), unless otherwise specified.
-	Each configured NR Cell is an SNPN cell, i.e., condition ‘SNPN’ (Standalone NPN cell) applies in the default message contents.
-	The SIB1 of each NR Cell includes the nid-List-r16 IE with the NID of all the NR Cells specified in Table 4.4.2-4. Each NID is coded as a BITSTRING based on Table 4.4.2-4.
-	UE’s “list of subscriber data”, to provision allowed SNPN Cells, includes all Cells listed in Table 4.4.2-4.
4.5B.2	RedCap UEs
This clause defines the test environment which applies to all test cases executed for RedCap UEs, unless otherwise specified.
-	RedCap UE Test Channel bandwidth specified in TS 38.508-1 6.2.3 is used.
-	RedCap UE Test configure following IEs with condition pc_supportOfRedCap_r17: SIB1 in Table 4.6.1-28, RLC-Config in Table 4.6.3-149 and PDCP-Config in Table 4.6.3-99.
[bookmark: _GoBack]-	HD-FDD RedCap UE Test configure following IE with condition pc_halfDuplexFDD_TypeA_RedCap_r17: SIB1 in Table 4.6.1-28.
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