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<Start of Changes>
Table 6.2.3.3.4-5: A-MPR regions for NS_05 and NS_05U (Power Class 2)
	Channel Bandwidth (MHz)
	Carrier Centre Frequency, Fc (MHz)
	Region A
	Region B
	Region C

	
	
	RBstart
	LCRB
	A-MPR
	RBstart
	LCRB
	A-MPR
	RBstart
	LCRB
	A-MPR

	5
	1922.5 ≤ FC < 1927.5
	< 1.98 MHz/12/SCS
	> 1.44 MHz/12/SCS
	A3
	< 0.72 MHz/12/SCS
	≤ 1.44 MHz/12/SCS
	A4
	
	
	

	10
	1925 ≤ FC < 1935
	< 1.98 MHz/12/SCS
	> 0
	A1
	≥ 1.98 MHz/12/SCS
	> max(0, RBstart-1.08 MHz/12/SCS)
	A7
	≥ 7.2 MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A1

	
	
	
	
	
	≥ 1.98, ≤2.7
MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A8
	
	
	

	10
	1935 ≤ FC < 1945
	
	> 3.96 MHz/12/SCS
	A4
	
	
	
	
	
	

	15
	1927.5 ≤ FC < 1932.5
	< 3.6 MHz/12/SCS
	> 0
	A1
	≥ 3.6 MHz/12/SCS
	> max(0, RBstart-1.8 MHz/12/SCS)
	A7
	≥ 10.08  MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A1

	
	
	
	
	
	≥ 3.6, ≤4.68
MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A8
	
	
	

	15
	1932.5 ≤ FC < 1942.5
	< 1.98 MHz/12/SCS
	> 0
	A1
	≥ 1.98 MHz/12/SCS
	> max(0, RBstart+1.08 MHz/12/SCS)
	A7
	≥ 12.24 MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A1

	15
	1942.5 ≤ FC < 1947.5
	
	> 5.04 MHz/12/SCS
	A5
	
	
	
	
	
	

	20
	1930 ≤ FC < 1950
	< 5.04 MHz/12/SCS
	> 0
	A1
	≥ 5.04 MHz/12/SCS
	> max(0, RBstart-3.6 MHz/12/SCS)
	A7
	≥ 13.68 MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A1

	
	
	
	
	
	≥ 5.04, ≤6.66
MHz/12/SCS
	≤ 1.08 MHz/12/SCS
	A8
	
	
	

	20
	1950 ≤ FC < 1960
	
	> 9.0 MHz/12/SCS
	A6
	
	
	
	
	
	

	NOTE 1:	The A-MPR values are specified in Table 6.2.3.3.4-612 and 6.2.3.3.4-713.
NOTE 2:	Void



Table 6.2.3.3.4-6: A-MPR for NS_05 and NS_05U (Power Class 2)
	Modulation/Waveform
	A1 (dB)
	A2 (dB)
	A3 (dB)

	
	Outer/Inner
	Outer/Inner
	Outer
	Inner

	DFT-s-OFDM
	Pi/2 BPSK
	≤ [13]
	≤ 6
	≤ 6.5
	≤ 2

	
	QPSK
	≤ [13]
	≤ 6
	≤ 7
	≤ 2

	
	16 QAM
	≤ [13]
	≤ 6
	≤ 8.5
	≤ 2

	
	64 QAM
	≤ [14]
	≤ 6
	≤ 9
	≤ 2

	
	256 QAM
	≤ [15]
	≤ 6
	≤ 9.5
	

	CP-OFDM
	QPSK
	≤ [13]
	≤ 6
	≤ 10
	≤ 4

	
	16 QAM
	≤ [13]
	≤ 6
	≤ 10
	≤ 4

	
	64 QAM
	≤ [14]
	≤ 6
	≤ 10
	≤ 4

	
	256 QAM
	≤ [16]
	
	≤ 10
	

	NOTE 1:	Void
NOTE 2:	Void



Table 6.2.3.3.4-7: A-MPR for NS_05 and NS_05U (Power Class 2)
	Modulation/Waveform
	A4 (dB)
	A5 (dB)
	A6 (dB)
	A7 (dB)
	A8 (dB)

	
	Outer
	Inner
	Outer
	Inner
	Outer
	Inner
	Outer/Inner
	Outer/Inner

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 3
	N/A
	≤ 2
	
	≤ 2
	N/A
	≤ 8
	≤ 3.5

	
	QPSK
	≤ 3
	
	≤ 2
	
	≤ 2
	
	≤ 8
	≤ 3.5

	
	16 QAM
	≤ 3.5
	
	≤ 2.5
	
	≤ 2
	
	≤ 8
	≤ 3.5

	
	64 QAM
	≤ 3.5
	
	≤ 2.5
	
	
	
	≤ 8
	≤ 3.5

	
	256 QAM
	
	
	
	
	
	
	≤ 8
	

	CP-OFDM
	QPSK
	≤ 4.5
	
	≤ 4.5
	
	≤ 4
	
	≤ 8.5
	≤ 3.5

	
	16 QAM
	≤ 4.5
	
	≤ 4.5
	
	≤ 4
	
	≤ 8.5
	≤ 3.5

	
	64 QAM
	≤ 5
	
	≤ 5
	≤ 5
	≤ 4
	
	≤ 8.5
	

	
	256 QAM
	
	
	
	
	
	
	≤ 8.5
	

	NOTE 1:	Void
NOTE 2:	Void



The normative reference for this requirement is TS 38.101-1 [2] clause 6.2.3.4.

<End of Changes>

