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Table 5.2A.1-1
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{Start of changes}
[bookmark: _Toc27475542][bookmark: _Toc29495133][bookmark: _Toc36116179][bookmark: _Toc36118228][bookmark: _Toc36560341][bookmark: _Toc43976838][bookmark: _Toc52213398][bookmark: _Toc60742854][bookmark: _Toc68206033][bookmark: _Toc75971829][bookmark: _Toc85051252][bookmark: _Toc90493249][bookmark: _Toc90493889][bookmark: _Toc100093912][bookmark: _Toc106872556][bookmark: _Toc114908185]5.2A	Operating bands for CA
[bookmark: _Toc27475543][bookmark: _Toc29495134][bookmark: _Toc36116180][bookmark: _Toc36118229][bookmark: _Toc36560342][bookmark: _Toc43976839][bookmark: _Toc52213399][bookmark: _Toc60742855][bookmark: _Toc68206034][bookmark: _Toc75971830][bookmark: _Toc85051253][bookmark: _Toc90493250][bookmark: _Toc90493890][bookmark: _Toc100093913][bookmark: _Toc106872557][bookmark: _Toc114908186]5.2A.1	Inter-band CA between FR1 and FR2
NR carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1‑1. The band combinations include at least one FR1 operating band and one FR2 operating band.
If the mandatory simultaneous Rx/Tx capability applies for a band combination, the mandatory simultaneous Rx/Tx capability also applies for the band combination when the applicable band combination is a subset of a higher order band combination.
Table 5.2A.1-1: Band combinations for inter-band NR CA between FR1 and FR2
	NR CA Band
	NR Band

	CA_n8-n2581
	n8, n258

	CA_n71-n2571
	n71, n257

	CA_n77-n2571
	n77, n257

	CA_n78-n2571
	n78, n257

	CA_n79-n2571
	n79, n257

	NOTE 1:	Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.


Editor’s note:	No band combinations for inter-band NR CA between FR1 and FR2 specified due to the testability issues that combined testing of NR FR1 in conducted mode and NR FR2 in radiated mode.
[bookmark: _Toc27475544][bookmark: _Toc29495135][bookmark: _Toc36116181][bookmark: _Toc36118230][bookmark: _Toc36560343][bookmark: _Toc43976840][bookmark: _Toc52213400][bookmark: _Toc60742856][bookmark: _Toc68206035][bookmark: _Toc75971831][bookmark: _Toc85051254][bookmark: _Toc90493251][bookmark: _Toc90493891][bookmark: _Toc100093914][bookmark: _Toc106872558][bookmark: _Toc114908187]5.2B	Operating bands for DC
[bookmark: _Toc27475545][bookmark: _Toc29495136][bookmark: _Toc36116182][bookmark: _Toc36118231][bookmark: _Toc36560344][bookmark: _Toc43976841][bookmark: _Toc52213401][bookmark: _Toc60742857][bookmark: _Toc68206036][bookmark: _Toc75971832][bookmark: _Toc85051255][bookmark: _Toc90493252][bookmark: _Toc90493892][bookmark: _Toc100093915][bookmark: _Toc106872559][bookmark: _Toc114908188]5.2B.1	General
The operating bands are specified in clause 5.5B for operation with EN-DC, NGEN-DC, NE-DC or NR-DC configured.
{End of changes}

