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-------- Start of changes --------
[bookmark: _Toc45888132][bookmark: _Toc45888731][bookmark: _Toc59650015][bookmark: _Toc61357279][bookmark: _Toc61359053][bookmark: _Toc67915990][bookmark: _Toc75533534][bookmark: _Toc75819420][bookmark: _Toc76508264][bookmark: _Toc76717214][bookmark: _Toc83293855][bookmark: _Toc84334894]6.2B.2	UE maximum output power reduction for NR-DC
6.2B.2.0	Minimum conformance requirements
6.2B.2.0.1	FFS
6.2B.2.0.2	FFS
6.2B.2.0.3	UE maximum output power reduction for Inter-band NR-DC
For inter-band NR-DC with one uplink assigned per band, the requirements in clause 6.2.2.3 apply for each uplink component carrier. 
The normative reference for this requirement is TS38.101-1[2] clause 6.2B.2. 
6.2B.2.1	UE maximum output power reduction for NR-DC
6.2B.2.1.1	Test purpose
The number of RB identified in Table 6.2.2.3-1 is based on meeting the requirements for adjacent channel leakage ratio for NR-DC and the maximum power reduction (MPR) for Inter-band NR-DC due to Cubic Metric (CM).
6.2B.2.1.2	Test applicability
This test case applies to all types of NR UE release 16 and forward that support NR-DC.
NOTE:	Test execution is not necessary if TS 38.521-1 6.5B.2.4.1.1 is executed.

-------- End of changes --------

