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<Start of modified section 1>
[bookmark: _Toc36713251][bookmark: _Toc36713654][bookmark: _Toc52217967][bookmark: _Toc58499579][bookmark: _Toc68538436][bookmark: _Toc75510019][bookmark: _Toc90971497][bookmark: _Toc100158405][bookmark: _Toc106878157]4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	<Unchanged contents are omitted>

	C179	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	Chh01	IF ((A.4.1-1/1 AND [10]A.4.1-1/1) OR (A.4.1-1/1 AND [10]A.4.1-1/2) OR (A.4.1-1/2 AND [10]A.4.1-1/1) OR (A.4.1-1/2 AND [10]A.4.1-1/2)) AND A.4.1-3/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh02	IF ((A.4.1-1/1 AND [10]A.4.1-1/1) OR (A.4.1-1/1 AND [10]A.4.1-1/2) OR (A.4.1-1/2 AND [10]A.4.1-1/1) OR (A.4.1-1/2 AND [10]A.4.1-1/2)) AND A.4.1-3/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh03	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh04	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh05	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.2-1/9 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh06	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-3/1 AND 4.3.2-1/9 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh07	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/46 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh08	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/46 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh09	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh10	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh11	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/63 AND A.4.3.2-1/65 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh12	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/63 AND A.4.3.2-1/65 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh13	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-5/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh14	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-5/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh15	IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-5/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/4 THEN R ELSE N/A

	Chh16	IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.1-5/1 AND A.4.3.2-1/34 AND A.4.3.6-1/41 AND A.4.3.5-1/1 AND A.4.3.12-1/2 AND Table A.4.3.1-7a/1 THEN R ELSE N/A

	Chh17	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.12-1/2 THEN R ELSE N/A

	Chh18	IF A.4.1-1/2 AND A.4.1-2/8 AND A.4.1-3/1 AND A.4.3.5-1/1 AND A.4.3.12-1/2 THEN R ELSE N/A

	Chh19	IF ((A.4.1-1/1 AND [10]A.4.1-1/1) OR (A.4.1-1/1 AND [10]A.4.1-1/2) OR (A.4.1-1/2 AND [10]A.4.1-1/1) OR (A.4.1-1/2 AND [10]A.4.1-1/2)) AND A.4.1-3/1 AND A.4.3.12-1/2 THEN R ELSE N/A

	NOTE 1:	`xxx applicability is defined for enhanced type 1 receiver for NR related tests (A.4.3.9-1/1).
NOTE 2:	Cxxxy applicability is defined for alternative additional DMRS position for co-existence with LTE CRS related tests (A.4.3.2-1/20).
NOTE 3:	Cxxxz applicability is defined for modified MPR behaviour related test (A.4.3.2-1/25).




<End of modified section 1>

<Start of modified section 2>
[bookmark: _Hlk68461561]Table 4.2-7: Applicability of RRM NR SA FR1 conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	16.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	

	16.2
	RRC_INACTIVE state mobility for RedCap
	
	
	
	
	

	16.3
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	

	16.3.1
	Handover for RedCap
	
	
	
	
	

	16.3.1.7
	NR - E-UTRA handover for 1Rx UE
	Rel-17
	Chh01
	1Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	NOTE 1
	1Rx

	16.3.1.8
	NR - E-UTRA handover for 2Rx UE
	Rel-17
	Chh02
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx

	16.3.1.9
	NR - E-UTRA handover with unknown target cell for 1 Rx UE
	Rel-17
	Chh01
	1Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	NOTE 1
	1Rx

	16.3.1.10
	NR - E-UTRA handover with unknown target cell for 2 Rx UE
	Rel-17
	Chh02
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx

	16.3.2
	RRC connection mobility control for RedCap
	
	
	
	
	

	16.3.2.1
	RRC re-establishment for RedCap
	
	
	
	
	

	16.3.2.1.1
	NR SA FR1 Intra-frequency RRC Re-establishment in FR1 for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.3.2.1.2
	NR SA FR1 Intra-frequency RRC Re-establishment in FR1 for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.3.2.1.3
	NR SA FR1-FR1 Inter-frequency RRC Re-establishment in FR1 for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.3.2.1.4
	NR SA FR1-FR1 Inter-frequency RRC Re-establishment in FR1 for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.3.2.1.5
	NR SA FR1 Intra-frequency RRC Re-establishment in FR1 for 1 Rx UE without serving cell timing
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.3.2.1.6
	NR SA FR1 Intra-frequency RRC Re-establishment in FR1 for 2 Rx UE without serving cell timing
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.3.2.2
	Random access for RedCap
	
	
	
	
	

	16.3.2.2.1
	NR SA FR1 4-step RA type contention based random access test in FR1 for NR standalone for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.3.2.2.2
	NR SA FR1 4-step RA type contention based random access test in FR1 for NR standalone for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.3.2.2.3
	NR SA FR1 4-step RA type non-contention based random access test in FR1 for NR standalone for 1 Rx UE
	Rel-17
	Chh05
	1Rx RedCap UEs supporting 5GS NR SA FR1 and CSI-RS based PRACH
	NOTE 1
	1Rx

	16.3.2.2.4
	NR SA FR1 4-step RA type non-contention based random access test in FR1 for NR standalone for 2 Rx UE
	Rel-17
	Chh06
	2Rx RedCap UEs supporting 5GS NR SA FR1 and CSI-RS based PRACH
	
	2Rx

	16.3.2.2.5
	NR SA FR1 2-step RA type contention based random access test in FR1 for NR standalone for 1 Rx UE
	Rel-17
	Chh07
	1Rx RedCap UEs supporting 5GS NR SA FR1 and 2-step RACH
	NOTE 1
	1Rx

	16.3.2.2.6
	NR SA FR1 2-step RA type contention based random access test in FR1 for NR standalone for 2 Rx UE
	Rel-17
	Chh08
	2Rx RedCap UEs supporting 5GS NR SA FR1 and 2-step RACH
	
	2Rx

	16.3.2.2.7
	NR SA FR1 2-step RA type non-contention based test in FR1 for NR standalone for 1 RX UE
	Rel-17
	Chh07
	1Rx RedCap UEs supporting 5GS NR SA FR1 and 2-step RACH
	NOTE 1
	1Rx

	16.3.2.2.8
	NR SA FR1 2-step RA type non-contention based test in FR1 for NR standalone for 2 RX UE
	Rel-17
	Chh08
	2Rx RedCap UEs supporting 5GS NR SA FR1 and 2-step RACH
	
	2Rx

	16.3.2.3
	RRC connection release with redirection for RedCap
	
	
	
	
	

	16.3.2.3.1
	NR SA FR1-FR1 Redirection from NR in FR1 to NR in FR1 for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.3.2.3.2
	NR SA FR1-FR1 Redirection from NR in FR1 to NR in FR1 for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.3.2.3.3
	NR SA FR1-FR1 Redirection from NR in FR1 to E-UTRAN for 1 Rx UE
	Rel-17
	Chh01
	1Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	NOTE 1
	1Rx

	16.3.2.3.4
	NR SA FR1-FR1 Redirection from NR in FR1 to E-UTRAN for 2 Rx UE
	Rel-17
	Chh02
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2Rx

	16.4
	Timing for RedCap
	
	
	
	
	

	16.4.1
	UE transmit timing for RedCap
	
	
	
	
	

	16.4.1.1
	NR SA FR1 NR UE Transmit Timing Test for FR1 for 1Rx RedCap UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	
	1Rx

	16.4.1.2
	NR SA FR1 NR UE Transmit Timing Test for FR1 for 2Rx RedCap UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.4.2
	UE timer accuracy for RedCap
	
	
	
	
	

	16.4.3
	Timing advance for RedCap
	
	
	
	
	

	16.5
	Signalling characteristics for RedCap
	
	
	
	
	

	16.5.1
	Radio Link Monitoring for RedCap
	
	
	
	
	

	16.5.1.1
	NR SA FR1 Radio Link Monitoring Out-of-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.5.1.2
	NR SA FR1 Radio Link Monitoring Out-of-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.5.1.3
	NR SA FR1 Radio Link Monitoring In-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.5.1.4
	NR SA FR1 Radio Link Monitoring In-sync Test for FR1 PCell configured with SSB-based RLM RS in non-DRX mode for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.5.1.7
	NR SA FR1 Radio Link Monitoring In-sync Test for FR1 PCell configured with SSB-based RLM RS in DRX mode for 1 Rx UE
	Rel-17
	Chh09
	1Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	NOTE 1
	1Rx

	16.5.1.8
	NR SA FR1 Radio Link Monitoring In-sync Test for FR1 PCell configured with SSB-based RLM RS in DRX mode for 2 Rx UE
	Rel-17
	Chh10
	2Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	
	2Rx

	16.5.2
	Beam Failure Detection and Link recovery procedures for RedCap
	
	
	
	
	

	16.5.2.1
	NR SA FR1 Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in non-DRX mode for 1 Rx UE
	Rel-17
	Chh11
	1Rx RedCap UEs supporting 5GS NR SA FR1 and link recovery
	NOTE 1
	1Rx

	16.5.2.2
	NR SA FR1 Beam Failure Detection and Link Recovery Test for FR1 PCell configured with SSB-based BFD and LR in non-DRX mode for 2 Rx UE
	Rel-17
	Chh12
	2Rx RedCap UEs supporting 5GS NR SA FR1 and link recovery
	
	2Rx

	16.5.3
	Active BWP switch delay for RedCap
	
	
	
	
	

	16.5.4
	UE specific CBW change for RedCap
	
	
	
	
	

	16.6
	Measurement procedure for RedCap
	
	
	
	
	

	16.6.1
	Intra-frequency Measurements for RedCap
	
	
	
	
	

	16.6.1.3
	NR SA FR1 Event triggered reporting tests without gap under DRX for 1 Rx UE
	Rel-17
	Chh09
	1Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	NOTE 1
	1Rx

	16.6.1.4
	NR SA FR1 Event triggered reporting tests without gap under DRX for 2 Rx UE
	Rel-17
	Chh10
	2Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	
	2Rx

	16.6.1.7
	NR SA FR1 Event triggered reporting tests with per-UE gaps under DRX for 1 Rx UE
	Rel-17
	Chh13
	1Rx RedCap UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction and long DRX cycle
	NOTE 1
	1Rx

	16.6.1.8
	NR SA FR1 Event triggered reporting tests with per-UE gaps under DRX for 2 Rx UE
	Rel-17
	Chh14
	2Rx RedCap UEs supporting 5GS NR SA FR1, CSI-RS-based RLM, BWP operation without bandwidth restriction and long DRX cycle
	
	2Rx

	16.6.1.11
	NR SA FR1 Event triggered reporting tests with per-UE gaps under non-DRX with SSB index reading for 1 Rx UE
	Rel-17
	Chh15
	1Rx RedCap UEs supporting 5GS NR FDD SA FR1 and CSI-RS-based RLM and BWP operation without bandwidth restriction
	NOTE 1
	1Rx

	16.6.1.12
	NR SA FR1 Event triggered reporting tests with per-UE gaps under non-DRX with SSB index reading for 2 Rx UE
	Rel-17
	Chh16
	2Rx RedCap UEs supporting 5GS NR FDD SA FR1 and CSI-RS-based RLM and BWP operation without bandwidth restriction
	
	2Rx

	16.6.2
	Inter-frequency measurements for RedCap
	
	
	
	
	

	16.6.3
	Inter-RAT measurements for RedCap
	
	
	
	
	

	16.6.4
	L1-RSRP measurement for beam reporting for RedCap
	
	
	
	
	

	16.6.4.1
	NR SA FR1 SSB based L1-RSRP measurement when DRX is not used for 1 Rx UE
	Rel-17
	Chh03
	1Rx RedCap UEs supporting 5GS NR SA FR1
	NOTE 1
	1Rx

	16.6.4.2
	NR SA FR1 SSB based L1-RSRP measurement when DRX is not used for 2 Rx UE
	Rel-17
	Chh04
	2Rx RedCap UEs supporting 5GS NR SA FR1
	
	2Rx

	16.6.4.3
	NR SA FR1 SSB based L1-RSRP measurement when DRX is used for 1 Rx UE
	Rel-17
	Chh09
	1Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	NOTE 1
	1Rx

	16.6.4.4
	NR SA FR1 SSB based L1-RSRP measurement when DRX is used for 2 Rx UE
	Rel-17
	Chh10
	2Rx RedCap UEs supporting 5GS NR SA FR1 and long DRX cycle
	
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.
NOTE 2:	Test X refers to the corresponding Sub-Test as defined in TS 38.533 [5].



Table 4.2-8: Applicability of RRM NR SA FR2 conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	17.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	

	17.2
	RRC_INACTIVE state mobility for RedCap
	
	
	
	
	

	17.3
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	

	17.3.1
	Handover for RedCap
	
	
	
	
	

	17.3.2
	RRC connection mobility control for RedCap
	
	
	
	
	

	17.3.2.1
	RRC re-establishment for RedCap
	
	
	
	
	

	17.3.2.1.1
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.3.2.1.2
	NR SA FR2-FR2 Inter-frequency RRC Re-establishment in FR2
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.3.2.1.3
	NR SA FR2 Intra-frequency RRC Re-establishment in FR2 without serving cell timing
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	NOTE 1
	2Rx

	17.4
	Timing for RedCap
	
	
	
	
	

	17.5
	Signalling characteristics for RedCap
	
	
	
	
	

	17.5.1
	Radio Link Monitoring
	Rel-17
	
	
	
	

	17.5.1.1
	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.5.1.2
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	17.5.1.4
	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Rel-17
	Chh18
	RedCap UEs supporting 5GS NR SA FR2 and long DRX cycle
	
	2Rx

	17.6
	Measurement procedure for RedCap
	
	
	
	
	

	17.6.1
	Intra-frequency Measurements for RedCap
	
	
	
	
	

	17.6.1.1
	NR SA FR2 Event triggered reporting test without gap under non-DRX
	Rel-17
	Chh17
	RedCap UEs supporting 5GS NR SA FR2
	
	2Rx

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.



Table 4.2-9: Applicability of E-UTRA – NR Inter-RAT conformance test cases for RedCap, ref. TS 38.533 [5]
	Clause
	TC Title
	Release
	Applicability
	Additional Information
	Branch

	
	
	
	Condition
	Comment
	
	

	18.1
	RRC_IDLE state mobility for RedCap
	
	
	
	
	

	18.2
	RRC_CONNECTED state mobility for RedCap
	
	
	
	
	

	18.2.1
	Inter-RAT cell handover for RedCap
	
	
	
	
	

	18.2.1.1
	E-UTRA - NR SA FR1 E-UTRAN - NR handover in FR1
	Rel-17
	Chh02
	2Rx RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	
	2RX

	18.2.2
	RRC connection release with redirection for RedCap
	
	
	
	
	

	18.2.2.1
	E-UTRA - NR SA FR1 Redirection from E-UTRA to NR SA FR1 for redcap UE
	Rel-17
	Chh19
	RedCap UEs supporting 5GS NR SA FR1 and E-UTRA
	NOTE 1
	1RX
2RX

	NOTE 1:	The test case/branch is incomplete for any Band/CA/DC Configuration but has basic test configurations already. NOTE 1 can be removed only when the test case/branch is complete for at least one Band / CA/DC Configuration for at least one feature included in the test case/branch. Detailed completion status can be found in the corresponding test case section in 38.533.




<End of modified section 2>

