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<Start of modified section 1>
G.2.6	Test conditions for delay tests and UE measurement performance
Table G.2.6-1: test conditions
	Test
	Statistical independence
	Number of components in the test vector, as specified in the test requirements and initial conditions of the applicable test
	Over all Pass/Fail condition

	All tests in clauses 4.4.3, 4.5, 4.6, 5.4.3, 5.5, 5.6, 6.1, 6.2, 6.3.1, 6.3.2.1, 6.3.2.3, 6.4.3, 6.5, 6.6, 7.1, 7.2, 7.3.1, 7.3.2.1, 7.3.2.3, 7.4.3, 7.5, 7.6, 16.1, 16.2, 16.3.1, 16.3.2.1, 16.3.2.3, 16.5, 16.6, 17.1, 17.2, 17.3.1, 17.3.2.1, 17.3.2.3, 17.4.3, 17.5, 17.6, 18.1, 18.2, 18.3  are delay tests of statistical nature
while
4.3.2.2, 4.4.1, 5.3.2.2, 5.4.1, 6.3.2.2, 6.4.1, 7.3.2.2, 7.4.1,16.3.2.2, 16.4.1, 17.3.2.2, 17.4.1 are not applicable, since they are deterministic.
	Test procedure in all statistical tests ensures independency
	1 per operating band (if tested, see 3A.3)
	Full set of environmental conditions (5) per operating band

	All tests in clauses 4.7, 5.7, 6.7 and 7.7, 16.7, 17.7 are UE level reports of statistical nature
	Independency is assumed, although Layer 1 filtering is applied to the reported results
	Full set of environmental conditions (5) per operating band
	Full set of environmental conditions (5) per operating band


<End of modified section 1>
