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[bookmark: _Toc524968908][bookmark: _Toc524968914]<<< START OF CHANGES >>>
[bookmark: _Toc114916379][bookmark: _Toc106741023]A.4.3.11	High Speed Capabilities
Table A.4.3.11-1: High Speed Capabilities
	Item
	UE High Speed Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support the enhanced intra-NR and inter-RAT E-UTRAN measurement requirements to support high speed up to 500 km/h
	38.306, 4.2.19
	Rel-16
	pc_hst_meas_enh_r16
	No
	
	

	2
	Support the enhanced demodulation processing for HST-SFN joint transmission scheme with velocity up to 500km/h
	38.306, 4.2.19
	Rel-16
	pc_hst_demod_enh_r16
	No
	
	

	3
	Support the enhanced intra-NR RRM requirements to support high speed up to 500 km/h
	38.306, 4.2.19
	Rel-16
	pc_hst_intraNR_meas_enh_r16
	No
	
	This PICS can only be set to true when pc_hst_meas_enh_r16 is set to false.
Up to one PICS between pc_hst_intraNR_meas_enh_r16 and pc_hst_interRAT_meas_enh_r16 can be set to true

	4
	Supports the enhanced inter-RAT E-UTRAN RRM requirements to support high speed up to 500 km/h
	38.306, 4.2.19
	Rel-16
	pc_hst_interRAT_meas_enh_r16
	No
	
	This PICS can only be set to true when pc_hst_meas_enh_r16 is set to false.
Up to one PICS between pc_hst_intraNR_meas_enh_r16 and pc_hst_interRAT_meas_enh_r16 can be set to true

	5
	Support for enhanced inter-RAT NR measurement requirements in high speed scenario
	36.306,4.3.33.7
	Rel-16
	pc_hst_interRAT_NR_meas_enh_r16
	No
	
	

	6
	Supports the enhanced RRM requirements for carrier aggregation to support high speed up to 500 km/h
	38.306, 4.2.19
	Rel-17
	pc_hst_RRM_CA_enh_r17
	No
	
	FR1 only
UE indicating support of this feature shall indicate support of measurementEnhancement-r16 or intraNR-MeasurementEnhancement-r16.

	7
	Supports the enhanced RRM requirements for inter-frequency measurements in connected mode to support high speed up to 500 km/h
	38.306, 4.2.19
	Rel-17
	pc_hst_RRM_interfreq_meas_enh_r17
	No
	
	FR1 only
UE indicating support of this feature shall indicate support of measurementEnhancement-r16 or intraNR-MeasurementEnhancement-r16.
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