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8.2.1.1.1	UE capability transfer / Success / EN-DC
<<UNCHANGED PARTS SKIPPED>>
[bookmark: _Hlk5995789]Table 8.2.1.1.1.3.3-6: UE-NR-Capability (Table 8.2.1.1.1.3.3-5)
	Derivation Path: TS 38.331 [12], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability ::= SEQUENCE {
	
	
	

	  accessStratumRelease
	Checked
	"rel-15" or higher
	

	  pdcp-Parameters SEQUENCE {
	
	
	

	    supportedROHC-Profiles SEQUENCE {
	
	
	

	      profile0x0000
	Not checked
	
	

	      profile0x0001
	Not checked
	
	

	      profile0x0002
	Not checked
	
	

	      profile0x0003
	Not checked
	
	

	      profile0x0004
	Not checked
	
	

	      profile0x0006
	Not checked
	
	

	      profile0x0101
	Not checked
	
	

	      profile0x0102
	Not checked
	
	

	      profile0x0103
	Not checked
	
	

	      profile0x0104
	Not checked
	
	

	    }
	
	
	

	    maxNumberROHC-ContextSessions
	Not checked
	
	

	    uplinkOnlyROHC-Profiles
	Not checked
	
	

	<<UNCHANGED PARTS SKIPPED>>

	      eventB-MeasAndReport
	Checked
	
	pc_eventB_MeasAndReport

	      handoverFDD-TDD
	Not checked
	
	

	      eutra-CGI-Reporting
	Checked
	
	pc_eutra_CGI_Reporting

	      nr-CGI-Reporting
	Checked
	
	pc_nr_CGI_Reporting

	      independentGapConfig
	Checked
	
	pc_independentGapConfig

	      periodicEUTRA-MeasAndReport
	Checked
	
	pc_periodicEUTRA_MeasAndReport

	      handoverFR1-FR2
	Not checked
	
	

	      maxNumberCSI-RS-RRM-RS-SINR
	Not checked
	
	

	      nr-CGI-Reporting-ENDC  
	Not cChecked
	
	pc_nr_CGI_Reporting_ENDC

	      eutra-CGI-Reporting-NEDC
	Not checked
	
	

	      eutra-CGI-Reporting-NRDC
	Not checked
	
	

	      nr-CGI-Reporting-NEDC
	Not checked
	
	

	      nr-CGI-Reporting-NRDC
	Not checked
	
	

	      reportAddNeighMeasForPeriodic-r16
	Not checked
	
	

	      condHandoverParametersCommon-r16
	Not checked
	
	

	      nr-NeedForGap-Reporting-r16
	Not checked
	
	

	<<UNCHANGED PARTS SKIPPED>>




8.2.1.1.2	UE capability transfer / Success / NE-DC
<<UNCHANGED PARTS SKIPPED>>
Table 8.2.1.1.2.3.3-4: UE-NR-Capability (Table 8.2.1.1.2.3.3-3)
	Derivation Path: TS 38.331 [12], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	UE-NR-Capability ::= SEQUENCE {
	
	
	

	  accessStratumRelease
	Checked
	"rel-15" or higher
	

	  pdcp-Parameters SEQUENCE {
	
	
	

	    supportedROHC-Profiles SEQUENCE {
	
	
	

	      profile0x0000
	Not checked
	
	

	      profile0x0001
	Not checked
	
	

	      profile0x0002
	Not checked
	
	

	      profile0x0003
	Not checked
	
	

	      profile0x0004
	Not checked
	
	

	      profile0x0006
	Not checked
	
	

	      profile0x0101
	Not checked
	
	

	      profile0x0102
	Not checked
	
	

	      profile0x0103
	Not checked
	
	

	      profile0x0104
	Not checked
	
	

	    }
	
	
	

	    maxNumberROHC-ContextSessions
	Not checked
	
	

	    uplinkOnlyROHC-Profiles
	Not checked
	
	

	<<UNCHANGED PARTS SKIPPED>>

	      handoverFDD-TDD
	Not checked
	
	

	      eutra-CGI-Reporting
	Checked
	
	pc_eutra_CGI_Reporting

	      nr-CGI-Reporting
	Checked
	
	pc_nr_CGI_Reporting

	      independentGapConfig
	Checked
	
	pc_independentGapConfig

	      periodicEUTRA-MeasAndReport
	Checked
	
	pc_periodicEUTRA_MeasAndReport

	      handoverFR1-FR2
	Not checked
	
	

	      maxNumberCSI-RS-RRM-RS-SINR
	Not checked
	
	

	      nr-CGI-Reporting-ENDC  
	Not checked
	
	

	      eutra-CGI-Reporting-NEDC
	Not cChecked
	
	pc_eutra_CGI_Reporting_NEDC

	      eutra-CGI-Reporting-NRDC
	Not checked
	
	

	      nr-CGI-Reporting-NEDC
	Not cChecked
	
	pc_nr_CGI_Reporting_NEDC

	      nr-CGI-Reporting-NRDC
	Not checked
	
	

	      reportAddNeighMeasForPeriodic-r16
	Not checked
	
	

	      condHandoverParametersCommon-r16
	Not checked
	
	

	      nr-NeedForGap-Reporting-r16
	Not checked
	
	

	<<UNCHANGED PARTS SKIPPED>>
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