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<< Start of changes >>
[bookmark: _Toc21353989][bookmark: _Toc27749608]4.6.4	UE capability information elements
[bookmark: _Toc21353990][bookmark: _Toc27749609]–	AccessStratumRelease
Table 4.6.4-1: AccessStratumRelease
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AccessStratumRelease
	Same as indicated in TC applicability in TS 38.523-2 [19]
	
	



–	AppLayerMeasParameters
Table 4.6.4-1A: AppLayerMeasParameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	AppLayerMeasParameters-r17 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	



<< Unchanged sections skipped>>
[bookmark: _Toc21354030][bookmark: _Toc27749649]–	RF-Parameters
Table 4.6.4-38: RF-Parameters
	Derivation Path: TS 38.331 [6], clause 6.3.3

	Information Element
	Value/remark
	Comment
	Condition

	RF-Parameters ::= SEQUENCE {
	
	
	

	  supportedBandListNR SEQUENCE (SIZE (1..maxBands)) OF BandNR {
	At least 1 entry
	
	

	    BandNR[1] SEQUENCE {
	
	entry 1
	

	      bandNR
	FreqBandIndicatorNR with condition NR
	
	

	      modifiedMPR-Behaviour
	Not checked
	
	

	      mimo-ParametersPerBand
	Not checked
	
	

	      extendedCP
	Not checked
	
	

	      multipleTCI
	Not checked
	
	

	      bwp-WithoutRestriction
	Not checked
	
	

	      bwp-SameNumerology
	Not checked
	
	

	      bwp-DiffNumerology
	Not checked
	
	

	      crossCarrierScheduling-SameSCS
	Not checked
	
	

	      pdsch-256QAM-FR2
	Not checked
	
	

	      pusch-256QAM
	Not checked
	
	

	      ue-PowerClass
	Not checked
	
	

	      rateMatchingLTE-CRS
	Not checked
	
	

	      channelBWs-DL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      channelBWs-UL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }   
	
	
	

	    }
	
	
	

	    BandNR[2] SEQUENCE {
	
	entry 2
	NR-DC-SecondaryBand NR_CA-InterBand

	      bandNR
	FreqBandIndicatorNR with condition NR-DC-SecondaryBand
	
	NR-DC-SecondaryBand

	
	FreqBandIndicatorNR with condition NR_CA-InterBand
	
	NR_CA-InterBand

	      modifiedMPR-Behaviour
	Not checked
	
	

	      mimo-ParametersPerBand
	Not checked
	
	

	      extendedCP
	Not checked
	
	

	      multipleTCI
	Not checked
	
	

	      bwp-WithoutRestriction
	Not checked
	
	

	      bwp-SameNumerology
	Not checked
	
	

	      bwp-DiffNumerology
	Not checked
	
	

	      crossCarrierScheduling-SameSCS
	Not checked
	
	

	      pdsch-256QAM-FR2
	Not checked
	
	

	      pusch-256QAM
	Not checked
	
	

	      ue-PowerClass
	Not checked
	
	

	      rateMatchingLTE-CRS
	Not checked
	
	

	      channelBWs-DL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }
	
	
	

	      channelBWs-UL CHOICE {
	
	
	

	        fr1 SEQUENCE {
	
	
	

	          scs-15kHz
	Not checked
	
	

	          scs-30kHz
	Not checked
	
	

	          scs-60kHz
	Not checked
	
	

	        }
	
	
	

	        fr2 SEQUENCE {
	
	
	

	          scs-60kHz
	Not checked
	
	

	          scs-120kHz
	Not checked
	
	

	        }
	
	
	

	      }   
	
	
	

	    }
	
	
	

	
	
	
	

	  }
	
	
	

	      maxUplinkDutyCycle-PC2-FR1
	Not checked
	
	

	      pucch-SpatialRelInfoMAC-CE
	Not checked
	
	

	      powerBoosting-pi2BPSK
	Not checked
	
	

	      maxUplinkDutyCycle-FR2
	Not checked
	
	

	      channelBWs-DL-v1590
	Not checked
	
	

	      channelBWs-UL-v1590
	Not checked
	
	

	      asymmetricBandwidthCombinationSet
	Not checked
	
	

	      sharedSpectrumChAccessParamsPerBand-r16
	Not checked
	
	

	      cancelOverlappingPUSCH-r16
	Not checked
	
	

	      multipleRateMatchingEUTRA-CRS-r16
	Not checked
	
	

	      overlapRateMatchingEUTRA-CRS-r16
	Not checked
	
	

	      pdsch-MappingTypeB-Alt-r16
	Not checked
	
	

	      oneSlotPeriodicTRS-r16
	Not checked
	
	

	      olpc-SRS-Pos-r16
	Not checked
	
	

	      spatialRelationsSRS-Pos-r16
	Not checked
	
	

	      simulSRS-MIMO-TransWithinBand-r16
	Not checked
	
	

	      channelBW-DL-IAB-r16
	Not checked
	
	

	      channelBW-UL-IAB-r16
	Not checked
	
	

	      rasterShift7dot5-IAB-r16
	Not checked
	
	

	      ue-PowerClass-v1610
	Not checked
	
	

	      condHandover-r16
	Not checked
	
	

	      condHandoverFailure-r16
	Not checked
	
	

	      condHandoverTwoTriggerEvents-r16
	Not checked
	
	

	      condPSCellChange-r16
	Not checked
	
	

	      condPSCellChangeTwoTriggerEvents-r16
	Not checked
	
	

	      mpr-PowerBoost-FR2-r16
	Not checked
	
	

	      activeConfiguredGrant-r16
	Not checked
	
	

	      maxNumberConfigsPerBWP-r16
	Not checked
	
	

	      maxNumberConfigsAllCC-r16
	Not checked
	
	

	      jointReleaseConfiguredGrantType2-r16
	Not checked
	
	

	      sps-r16
	Not checked
	
	

	      maxNumberConfigsPerBWP-r16
	Not checked
	
	

	      maxNumberConfigsAllCC-r16
	Not checked
	
	

	      jointReleaseSPS-r16
	Not checked
	
	

	      simulSRS-TransWithinBand-r16
	Not checked
	
	

	      trs-AdditionalBandwidth-r16
	Not checked
	
	

	      handoverIntraF-IAB-r16
	Not checked
	
	

	      simulTX-SRS-AntSwitchingIntraBandUL-CA-r16
	Not checked
	
	

	      sharedSpectrumChAccessParamsPerBand-v1630
	Not checked
	
	

	      handoverUTRA-FDD-r16
	Not checked
	
	

	      enhancedUL-TransientPeriod-r16
	Not checked
	
	

	      sharedSpectrumChAccessParamsPerBand-v1640
	Not checked
	
	

	      type1-PUSCH-RepetitionMultiSlots-v1650
	Not checked
	
	

	      type2-PUSCH-RepetitionMultiSlots-v1650
	Not checked
	
	

	      pusch-RepetitionMultiSlots-v1650
	Not checked
	
	

	      configuredUL-GrantType1-v1650
	Not checked
	
	

	      configuredUL-GrantType2-v1650
	Not checked
	
	

	      sharedSpectrumChAccessParamsPerBand-v1650
	Not checked
	
	

	      enhancedSkipUplinkTxConfigured-v1660
	Not checked
	
	

	      enhancedSkipUplinkTxDynamic-v1660
	Not checked
	
	

	      maxUplinkDutyCycle-PC1dot5-MPE-FR1-r16
	Not checked
	
	

	      bwp-WithoutCD-SSB-OrNCD-SSB-RedCap-r17
	Not checked
	
	

	      halfDuplexFDD-TypeA-RedCap-r17            
	Not checked
	
	

	  supportedBandCombinationList
	Not checked
	
	

	  appliedFreqBandListFilter
	Not present
	
	

	
	FreqBandList
	
	FILTER_REQUESTED

	}
	
	
	



	Condition
	Explanation

	FILTER_REQUESTED
	This condition shall be set to true when UE is requested to filter the information via ‘capabilityRequestFilter’ IE in the NR5GC UECapabilityEnquiry message or via ‘requestedFreqBandsNR-MRDC’ IE in the EN-DC UECapabilityEnquiry message

	NR-DC-SecondaryBand
	Used in NR-DC test cases

	NR_CA-InterBand
	NG-RAN NR Radio Access using NR CA Inter-band test cases


 
<< End of changes >>

