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12.2.3.2	Inter-carrier concurrent operation / Measurement configuration and reporting via Uu RRC / CBR measurement reporting / Periodical reporting
12.2.3.2.1	Test Purpose (TP)
(1)
with { UE is configured to perform periodical CBR measurement reporting on resource pools }
ensure that {
  when { The first measurement result is available and thereafter every time periodical timer expires }
    then { UE triggers CBR measurement reporting }
         }

12.2.3.2.2	Conformance requirements
<Unchanged Skip>
12.2.3.2.3	Test description
12.2.3.2.3.1	Pre-test conditions
System Simulator:
-	SS-NW
-	NR Cell 1
-	System information combination NR-14 as defined in TS 38.508-1 [4] clause 4.4.3.1 is used in NR Cell 1.
-	NR-SS-UE
-	NR-SS-UE1 operating as NR sidelink communication receiving device on the resources that UE is expected to use for transmission 
-	NR-SS-UE1 is synchronised on GNSSNR Cell 1.
-	GNSS simulator
-	The GNSS simulator is started and configured for Scenario #1.
UE:
· UE is authorised to perform NR sidelink communication.
· The UE is equipped with a USIM containing default values as per TS 38.508-1 [4] clause 4.8.3.3.3.
· UE is synchronised on GNSSNR Cell 1.
Preamble:
-	The UE is in state 3N-B as defined in TS 38.508-1 [4], subclause 4.4A on NR Cell 1, using generic procedure parameters Sidelink (On), Cast Type (Unicast) using NR-SS-UE initiated unicast mode NR sidelink communication procedure in subclause 4.9.23.
<End of Changed Section>
