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<< Start of changes >>
[bookmark: _Toc27479482][bookmark: _Toc36058669][bookmark: _Toc44067592][bookmark: _Toc52716518][bookmark: _Toc58239163][bookmark: _Toc68246745][bookmark: _Toc75790058]6.1.1	Applicability of requirements
[bookmark: _Toc27479483][bookmark: _Toc36058670][bookmark: _Toc44067593][bookmark: _Toc52716519][bookmark: _Toc58239164][bookmark: _Toc68246746][bookmark: _Toc75790059]6.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [2].
The minimum performance requirements in Clause 6 are mandatory for UE supporting NR operation, except test cases listed in Clause 6.1.1.3, 6.1.1.4, 6.1.1.5, 6.1.1.6.
If same test is listed for different UE features/capabilities in Clauses 6.1.1.3 and 6.1.1.4, then this test shall apply for UEs which support all corresponding UE features/capabilities.
<< Unchanged clauses omitted >>
[bookmark: _Toc67918140][bookmark: _Toc76298183][bookmark: _Toc76572195][bookmark: _Toc76652062][bookmark: _Toc76652900]6.1.1.5.4	Applicability rule and antenna connection for CA tests with 4 RX
All the requirements specified in clause 6.2A for CA with 2 RX are applied for 4 RX capable UEs by connecting all 4 RX with data source from system simulator and reducing the signal power density by 3 dB compared to the signal power density for 2 RX in the test configurations.
[bookmark: _Toc114565860][bookmark: _Toc115267950]6.1.1.6	Applicability of requirements for RedCap
The performance requirements in Table 6.1.1.6-1 shall apply for UEs which support optional feature supportOfRedCap.
Table 6.1.1.6-1: Requirements applicability for RedCap
	UE capability
	Test type
	Test list
	Applicability notes

	RedCap with 1RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.1.1.1.1
All tests in Clause 6.2.1.1.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.1.1
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.1.2.1.1
All tests in Clause 6.2.1.2.2.1
	

	
	
	PMI
	All tests in Clause 6.3.1.2.1
	

	RedCap with 2RX
	FR1 FDD and HD-FDD (Note 1)
	CQI
	All tests in Clause 6.2.2.1.1.4
All tests in Clause 6.2.2.1.2.4
	

	
	
	PMI
	Clause 6.3.2.1.1 (Test 1)
	

	
	
	RI
	Clause 6.4.2.1.1 (Test 1)
	

	
	FR1 TDD
	CQI
	All tests in Clause 6.2.2.2.1.5
All tests in Clause 6.2.2.2.2.4
	

	
	
	PMI
	Clause 6.3.2.2.7 (Test 1)
	

	
	
	RI
	Clause 6.4.2.2.1 (Test 1)
	

	Note 1:	If UE support only HD-FDD in a FDD band, this UE is tested with HD-FDD mode otherwise UE is tested with full-duplex FDD mode



<< End of changes >>

